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Abstract
The purpose of this project has been to develop miniaturized polymer dye lasers
that can be integrated on microchips containing other polymer ”laboratory on a
chip” circuitry. The envisioned function of the polymer dye lasers has been to
deliver light for sensing purposes, either for wavelength dependent absorption or
for interference based sensing, for example with integrated Mach-Zehnder inter-
ferometers.
In order to develop this kind of lasers, the project has focused on using a single
transparent type of resist (SU-8) that can be patterned via several methods. The
methods that have been tried on this resist are UV lithography, electron beam
lithography and X-ray lithography. Apart from SU-8, a few alternative polymer
types have also been used for forming laser structures via nanoimprint lithography.
Throughout the work, several laser resonator types have been fabricated in poly-
mer materials. The resonators range from simple parallel mirror types to ﬁrst
order Bragg grating distributed feedback resonators. Through the optical charac-
terization of the laser type range, the possibilities for forming such miniaturized
polymer dye lasers are revealed.
Some techniques for modelling micro-optical structures are presented as a sug-
gestion of how to predict the behavior of miniaturized polymer dye lasers and
micro-optical structures in general.
Both lasers operating in multi-mode and single polarization lasers operating on
pre-determined single mode wavelengths are demonstrated. The mode structure
of the lasers are controlled by the design of the laser resonators.
Integration of a miniaturized polymer dye laser is demonstrated in two examples
where the laser delivers light to an absorption cell, which makes it possible to
measure the wavelength selective absorption of the ﬂuid in the cell.
The ﬁndings presented in the thesis forms a basis for selection of laser design for
new applications both with respect to integration and to further development of
polymer dye laser light sources.
Resume´
Forma˚let med dette projekt har været at udvikle miniaturiserede polymerfar-
vestoﬂasere som kan integreres med andre polymer-komponenter p˚a chips inde-
holdende laboratoriefunktioner, ogs˚a kaldet ”laboratorie-p˚a-en-chip”. Funktionen
med farvestoﬂaserne skal være at levere lys til sensorer, enten til bølgelængdeafhængig
absorptionsma˚ling eller til inteferensbaserede sensorer, som for eksempel med et
Mach-Zehnder interferometer.
For at udvikle denne type lasere, har projektet fokuseret p˚a at anvende en bestemt
type transparent resist (SU-8) hvori strukturer kan deﬁneres med ﬂere forskel-
lige metoder. De metoder som har været anvendt i udviklingen er UV-litograﬁ,
elektronstr˚ale-litograﬁ og Ro¨ntgenstr˚ale-litograﬁ. Bortset fra SU-8, er et par an-
dre alternative polymertyper afprøvet i forbindelse med fabrikering af lasere via
”nanoimprint”-lithograﬁ.
Gennem arbejdet, er adskillige lasertyper blevet fabrikeret i polymer materialer.
Resonatorerne strækker sig fra simple typer som baserer sig p˚a to parallele spejle,
til typer som baserer sig p˚a distribueret tilbagekobling fra første ordens Bragg-
gitre. Gennem den optiske karakterisering af de forskellige lasere, er mulighederne
for at fabrikere miniaturiserede polymer-farvestoﬂasere blevet afdækket.
Teknikker til at modellere mikro-optiske strukturer er præsenteret som foreslag til
hvordan opførselen af laserne kan forudsiges. Teknikkerne er for en del ogs˚a an-
vendelige til andre mikro-optiske strukturer.
B˚ade lasere som fungerer p˚a ﬂere bølgelængder samtidig (multi-mode) og lasere
som fungerer p˚a en enkelt bølgelængde demonstreres. Alle laserlyskilderne er
enkeltpolariseret. Den spektrale struktur af de optiske resonatorer kontrolleres
via designet af resonatorerne for at opn˚a lasing p˚a en enkelt bølgelængde.
Integration af de miniaturiserede farvestoﬂasere er vist i to eksempler, hvor laseren
leverer lys til en vædskeabsorptioscelle. Disse systemer gør det muligt at ma˚le
absorptionen af en nyblandet vædske ved en enkelt bølgelængde.
Resultaterne danner et grundlag for at vælge hvilken type laser som vil være
optimal i nye applikationer, og danner ogs˚a grundlag for yderligere udvikling af
miniaturiserede polymer-farvestoﬂasere.
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Chapter 1
Introduction
1.1 Micro-devices
Micro-devices have penetrated consumer products especially within the ﬁeld of
electronics, but also lately within the ﬁeld of electro-mechanical sensors, such as
acceleration sensors and ﬂow and pressure sensors, some of which are now found
as common elements in everyday automobiles. In micro-technology, products are
reduced to components that may comprise new products with complex function-
ality. The revolution of micro-devices in consumer or medical products that has
extended to the successful ﬁeld of micro-electronics and micro-mechanics, has not
yet involved micro-ﬂuidics and opto-ﬂuidics. Several research groups around the
world, are currently engaged in projects focusing on examining the possibilities
within the areas of micro-ﬂuidics and opto-ﬂuidics (for example [1]). Only few
have turned their attention to laser light sources for integration with such sys-
tems.
Parallel planar fabrication techniques are being developed in order to fabricate
micro ﬂuidic and optical circuits in polymer with good success [2, 3]. This devel-
opment relies on new materials, such as optically transparent resists [4, 5], and new
fabrication methods, in particular nano-imprint lithography using thermoplastic
polymers [6]. The new materials and methods, allow for fast parallel fabrication
of micro and nano-structures in polymer, without using mechanical machining or
slow serial processing, such as in electron-beam lithography.
”Lab-on-a-chip” (LOC) systems is a concept developed to describe chip size sys-
tems that can perform a similar function as would normally be carried out in a
standard full size laboratory (see Figure 1.1) [7]. Usually the chips are dedicated
to a speciﬁc process, such as for example DNA ampliﬁcation [8]. The rationale
behind such a miniaturization is the improvement in eﬃciency that would be
achieved in many medical and biological laboratory functions if the laboratory –
in eﬀect – could be brought to the point of care, instead of shipping biological
samples to geographically ﬁxed laboratories. The advantage is obvious when con-
sidering disaster areas where the normal infrastructure is damaged, or health care
in remote locations. For these kinds of applications however, it is of paramount
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Figure 1.1: The concept of lab-on-a-chip systems is to replace laboratory equipment such
as beakers etc. with small chips that has the same functionality as a macroscale laboratory
procedure.
importance that the LOC devices are easy to manufacture and therefore cheap.
Also they must be easy to use, and not require lengthy training of the users.
There are two practical ways to apply LOC circuitry; as a ﬁxed part of an ap-
paratus or as a short lifetime exchangeable component. Fixed integrated micro
components are found in common electronic equipment such as computers in the
form of microchips, while exchangeable components with short lifetimes are found
for example in ink-jet printers, where the disposable ink-cartridge contains a com-
plete micro-structured print head. A third way of application of the LOC principle
is found in completely self-contained LOC circuits that include components for
sample input and read-out of the result of the analysis. This last system type is
not practically realizable with today’s state of the art LOC technology.
Since laboratory procedures often involve many kinds of equipment, a good tool-
box for LOC circuits should contain transducers of many kinds, along with tools
for guiding energy and matter ﬂow (ﬂuids). In order to keep production cost low,
it is advantageous to form these components in polymer, so to avoid the higher
cost of working with silicon or other hard materials. If possible, the components
should be deﬁnable in a single layer of polymer. Energy and material ﬂow can
be handled by wave guides and micro ﬂuidic channels, which are fairly easy to
fabricate in polymer. Many other component tools for LOC circuits are under
development, such as micro pumps, light absorption cells, valves, mixers, heaters
etc.
A component which has found widespread use in laboratory equipment for sensing
purposes is the laser. It has found its use in for example ﬂow cytometers. There-
fore developing lasers for integration in LOC circuits, is an obvious step to expand
the LOC toolbox. Access to high quality laser light on-chip, opens up a range
of possible sensing methods than can be used in LOC circuits, from spectrally
resolved absorption measurements to highly sensitive interference based sensing.
When choosing the type of lasers to use with lab-on-a-chip devices based on poly-
mer, the demand for very low price and ease of use excludes semiconductor lasers
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due to two factors. Firstly, hybridizing semiconductor lasers with polymer LOC
circuits requires alignment in the hybridization step, along with the need to fab-
ricate electrodes on the chip (if the semiconductor laser is pumped electrically).
This increases the price considerably compared to an all polymer system, since
an alignment process step for each component device is costly in production. Sec-
ondly, another obvious solution is to couple semiconductor laser light into the
chip via butt coupling of ﬁber wave guides or provide other means of coupling the
light into wave guides on the chip, for example by using a grating coupler or a
prism coupler. However, both methods require minute alignment in the microm-
eter range in situ when the chip is to be used. This violates the requirement of
ease of use, if the chip has to be replaced at any point.
The challenge which has been addressed in the work described in this thesis has
been to design and investigate lasers for polymer LOC circuits. Some of the main
challenges that have been addressed are: How to fabricate a laser in a simple
planar fabrication process; how to deﬁne the optical resonator solely in polymer
and how to ensure lateral output from the laser. Finally, the lifetime of the devices
and the ease of operation has been addressed.
Designing the lasers so they can be fabricated in a planar process is important
since this makes it possible to fabricate the devices in parallel. Parallel processing
is a key point for all micro fabrication, since it allows a low production price for
each individual device. The type of lab-on-a-chip circuits with which the lasers
should be integrated are themselves fabricated with planar processes.
In order to make as simple laser light sources as possible, the laser resonators
should optimally be deﬁned in a single layer of polymer. The feedback in the
resonator should not be owed to metallic or dielectric layer mirrors, as is often a
good solution for macroscopic lasers and optics, since such mirrors require more
process steps in fabrication. This thesis examines the use of diﬀerent feed back
mechanisms using structures formed in a single layer of polymer.
Light guides on typical LOC circuits allow for lateral propagation of light along
the chip plane. Therefore it is necessary that the laser light source emits laterally
and that the output from the laser is of a suitable nature for coupling into wave
guides on the chip. This issue will be discussed for the diﬀerent laser architectures.
Considering that the objective has been to develop laser light sources for simple
use on cheap LOC circuits, operating the laser in the ﬁeld should be easy and not
require expensive and large equipment. With the organic dye lasers concerned
in this thesis, the method of pumping the lasers is the main issue regarding ease
of use in the ﬁeld, since the lasers must be pumped optically. However, optical
pumping of the lasers also has advantages with respect to component price, since
no on-chip electrical circuitry or electrodes are required.
The approach taken in this Ph.D. work has been to examine various kinds of
laser resonator types, and various lithographic techniques, in order to identify
practical solutions for on-chip LOC lasers. This work was ab initio based on the
work done by B. Helbo [9], S. Kragh [10], B. Bilenberg [11] and A. Kristensen at
MIC – Department for Micro and Nanotechnology at the Technical University of
4 Introduction
Denmark (DTU). The foregoing work by B. Helbo, S. Kragh, B. Bilenberg and
A. Kristensen concerned the demonstration of multimode miniaturized dye lasers
based on metallic mirrors and total internal reﬂection.
1.2 The path to miniaturized polymer dye lasers
The ﬁrst laser was made by Theodore H. Maiman in 1960 by using a ﬂash lamp
pumped rubidium rod with mirrors at each end (see Figure 1.2) [12]. Since then,
laser technology has developed enormously and is today both used in everyday
household items and in fundamental research laboratories. The importance of the
laser is immense, and lies in the nature of the emitted light, which is in general
collimated, intense, coherent and monochromatic.
The realization of the laser has enabled entirely new kinds of light-based sen-
sors based on interference, such as the Mach-Zehnder interferometer, and based
on monochromaticity, such as polarization spectroscopy. These kind of sensing
techniques are impossible or at best, rather cumbersome to perform using in-
candescent or arc light. Using lasers, the techniques have made it possible to
determine minute changes in length, refractive index, details in molecular elec-
tronic transitions and the distance to the moon. The widespread use of lasers
today is a testimony to the usefulness of laser based detection systems, which is
also the motivational foundation for the work dedicated to develop cheap polymer
based light sources for LOC type systems.
Figure 1.2: Sketch of the ﬁrst laser which was based on a ﬂash lamp pumped ruby rod
with metallized end faces (reproduced from [12]).
After the demonstration of the ﬁrst laser, the ﬁeld quickly developed in multiple
directions, giving rise to a wide range of laser types. Below are given some main
milestones within the ﬁeld of experimental laser physics, that has formed the path
to miniaturized polymer dye lasers.
In 1966 Sorokin and Lankard demonstrated the ﬁrst lasing from a dye (chloro-
aluminum-phthalocyanine) pumped by a Q-switched ruby laser (see Figure 1.3) [13].
The laser operated at 755 nm and used an ethanolic solution of the dye in a glass
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cell. The ﬂuid cell was placed in a macroscopic optical resonator consisting of two
ﬂat dielectric mirrors. Later, in 1967, Sorokin and Lankard also demonstrated las-
ing with an organic dye solution pumped by a ﬂash lamp [14]. The demonstration
of direct ﬂash lamp pumping of dye lasers is an important step, since dye laser
systems thus can become much simpler, when they do not need to be pumped by
another laser.
Figure 1.3: Sketch of the ﬁrst organic dye laser using a phthalocyanine solution (reproduced
from [13]).
Soﬀer and McFarland obtained stimulated emission of Rhodamine embedded in
PMMA in 1967 [15], and shortly thereafter Peterson and Snavely demonstrated
lasing in a ﬂash lamp excited Rhodamine 6G doped PMMA rod [16]. The exter-
nal laser resonator consisted of two ﬂat aluminum mirrors. The fact that dyes
embedded in solid polymer matrices such as PMMA still are optically active with
respect to stimulated emission, opens up possibilities for laser resonator designs
that are not possible if the gain medium has to be a ﬂuid.
Using dye doped polymer for a miniaturized resonator on a chip, was done only
much later by Hu and Kim in 1976 [17]. The laser by Hu and Kim was formed in a
Si wafer by etching a rectangular hole in the Si and spin-coating a dye doped poly-
mer (Rhodamine 6G in polyurethane) onto the wafer. The resonator was formed
by the reﬂective Si surfaces and the light coupled out of the resonator through a
thin ﬁlm covering the structure (see Figure 1.4). The laser was multimode and
was pumped by a Nitrogen laser (337 nm). This important early work demon-
strated the feasibility of using small chip based optical resonators and organic dye
as gain material to make lasers.
Free standing hexagonal micro resonators based on the refractive index diﬀerence
between air and the dye doped polymer itself (PMMA), was only demonstrated as
late as the year 2000 by Sasaki et al. (see Figure 1.5) [18]. In their work, Sasaki
et al. used the total internal reﬂection originating from the polymer-air interface
to create the feedback. A year later (2001) the same group demonstrated lasing
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Figure 1.4: Sketch of the ﬁrst laser based on a miniaturized resonator deﬁned on a silicon
chip. L is 1.05 mm and the resonator is 8.4 µm thick (reproduced from [17]).
in squares of dye doped polymer based on the same principle as their previous
work (see Figure 1.6) [19]. However the polymer micro cavities were not created
with an integrated out-coupling mechanism for the light, and the measurements
were carried out on scattered light from the devices.
Figure 1.5: Left: Microstructured hexagonal resonators formed in dye doped PMMA. Right:
Principle of operation and measurement the hexagonal resonators (reproduced from [18]).
The few publications to have come out on this type of lasers, reﬂect the waning
interest in solid state polymer lasers. The lack of interest stems mainly from the
realization that the lifetime of individual components is limited due to bleaching of
the dye, and from the fact that the lasers need to be pumped optically in pulsed
mode which requires an intense pulsed light source. These are drawbacks that
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Figure 1.6: Left: Operational principle of square resonators in dye doped polymer. Right:
Electron microscope image of realized dye doped PMMA resonator array (reproduced
from [19]).
semiconductor laser diodes do not have. However, laser diodes have drawbacks
that remain hidden if not viewed in a production and integration scenario, where
the factors of hybridization and alignment has a large inﬂuence on component
cost, if the component is otherwise cheap in fabrication by polymer technology.
Another line of development, that was not as lately and rarely addressed as using
the total internal reﬂection in the polymer, consists of distributed feedback (DFB)
optical resonators formed in the dye doped polymer itself.
The concept of a laser oscillator based on distributed feedback from a Bragg
grating formed along the gain medium was ﬁrst demonstrated in 1970 (published
1971) by Kogelnik and Shank [20]. In order to demonstrate the principle, they
used a 14 µm thick gelatine ﬁlm doped with the organic dye Rhodamine 6G (see
Figure 1.7). The Bragg grating on the ﬁlm had a period of about 300 nm and
was formed by interference lithography, and the size of the grating was 10 mm x
0.1 mm. The laser emitted light at a single wavelength (within the observational
limit) when pumped by a UV Nitrogen laser (337 nm). However, the grating
was continuous and did not contain a phase-shift to accommodate for the grating
stop band. It is therefore possible that the laser operated on two narrowly spaced
wavelengths simultaneously.
Figure 1.7: Sketch of the ﬁrst DFB laser (reproduced from [20]).
Later in 1971 Shank, Bjorkholm and Kogelnik demonstrated another type of DFB
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laser [21]. In this laser, the grating was not formed by periodic structural corru-
gation of the material, instead a periodic variation of the gain was introduced in
the material by using two interfering pump beams to create the grating pattern
during the pumping itself (see Figure 1.8). The gain medium was a bulk volume
of liquid dye solution and the grating was thus formed only during pumping in
a thin layer of the liquid. This method enabled wavelength tuning of the dye
laser, simply by changing the angle of the two interfering pump beams. The gain
grating further has the advantage that no phase shift is needed in the grating in
order to obtain a single resonance at the Bragg reﬂection wavelength [22].
Figure 1.8: Optical setup for creating a gain grating in a dye cell (reproduced from [21]).
Since the demonstration of the tunable gain grating based DFB laser by Shank
et al., several types of dye lasers based on the same principle have been demon-
strated. However, all of them rely on a coherent pump source and bulk optics to
create the pump beam grating pattern. This is not desirable features for lasers
that are to be integrated in LOC systems, since both the pump setup and the
laser should be as simple as possible and require as little alignment as possible.
Therefore interference pumped gain grating lasers are not particularly suited for
LOC integration. In addition, using a patterned pump beam, allows for light
absorbing volumes of dye in the laser, where the pump beam does not excite the
molecules and this increases the lasing threshold.
Fixed grating DFB lasers deﬁned by surface corrugation (or by other means of
variation of the real part of the refractive index) on the other hand, are well
suited for LOC systems, on the condition that the fabrication of the grating is
cheap and easy. Since low order gratings require high resolution of the lithography
(in particular in order to incorporate any phase shifts of the gratings that may be
desired), the method of lithography becomes an important issue.
Adequate theory for grating based lasers were developed alongside the experi-
mental progress. Coupled mode theory for thick holographic gratings with large
depletion of the forward propagating wave was developed by H. Kogelnik in 1969
and presented in [23]. Later the coupled mode theory was presented speciﬁcally
for distributed feedback lasers in 1972, in the excellent presentation [24], where
both real and imaginary refractive index modulation is considered. This arti-
cle also concerns why gain gratings in principle always operate in a single mode
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as opposed to index gratings. However, it appears to be only somewhat later,
in 1984, that the concept of introducing a phase shift in the real refractive in-
dex grating was introduced. The phase shift ensures the resonator to have only
a single resonance at the Bragg reﬂection wavelength (in the stop-band of the
grating) [22].
To the knowledge of the author a solid state polymer dye DFB laser containing
a phase shift was ﬁrst demonstrated in the work covered in this thesis [25]. The
work is described in Chapter 6.
Yet another line of development, apart from solid state DFB lasers and total inter-
nal reﬂection based solid state lasers, lies within the ﬁeld of microﬂuidic dye lasers.
To the knowledge of the author, the ﬁrst microﬂuidic dye laser was demonstrated
and characterized at MIC, DTU by B. Helbo and A. Kristensen [9]. Chapter 6 de-
scribes an adaption of this microﬂuidic laser type suitable for investigating certain
gain material parameters.
1.3 Overview of this thesis
This thesis aims to present the examination of a range of diﬀerent polymer dye
laser architectures, in order to determine candidates for use in LOC systems. In
addition, diﬀerent fabrication methods are examined.
The ﬁrst chapter gives an overview of the area of polymer dye lasers, including a
ﬁrst introduction to the laser types concerned in this thesis.
Chapter 2 gives an overview of some basic principles that are central for the
function of the laser types discussed.
Chapter 3 gives a description of the modelling methods used to understand the
optical structures and dynamics of the laser architectures in the thesis.
Chapter 4 gives an overview of the fabrication techniques that have been examined
and used for fabrication of the polymer laser devices.
Chapter 5 ﬁrst gives an overview of the laser types investigated and thereafter a
more detailed view on the devices.
Chapter 6 describes various implementations of the dye polymer lasers. The aim
of this chapter is to give examples of the possibilities with respect to integration
and applications.
Chapter 7 concerns alternative micro resonator types.
Chapter 8 contains a discussion and outlook for the laser types, with particular
emphasis on possible real-life applications.

Chapter 2
Materials
The three types of material that are used to build the laser structures are; polymer,
silicate glass and mono crystalline silicon. All lateral structure in the laser devices
is patterned in the polymer, while the hard materials, glass and silicon, only
function as substrates and sealing lids.
This chapter aims to give a brief introduction to the materials that form the basis
for the fabrication of the laser devices presented in this thesis. The section on
polymers will brieﬂy describe the nature of the polymers and touch on some of
the relevant optical properties.
2.1 Polymers
In this section, the polymers that have been used to fabricate the laser devices
are described. The ﬁrst polymer, is more accurately described as a resist which
polymerizes in a thermosetting process during the lithographic procedure. The
two last polymers are thermoplasts.
2.1.1 SU-8 resist
The epoxy based resist SU-8 was developed for use in high aspect ratio UV-LIGA
processes that requires the deﬁnition of thick resist layers. The resist was originally
developed at IBM [26]. In Europe, the supplier of SU-8 resist is Microchem
Corp. [27].
SU-8 is relatively transparent to allow UV light during the lithography step to
penetrate deeply without too much absorption, this ensures that thick layers (up
to 2 mm) can be used in the lithographic process. The transparency to UV light
depends a lot on the wavelength (see Figure 2.1) therefore the right light source
has to be used. SU-8 was developed for the Hg I-line (365 nm), but any radiation
capable of triggering the photo-initiator can be used. SU-8 is a negative tone
resist, meaning that radiation exposed areas will remain after the lithographic
steps are completed (described in Chapter 5). SU-8 resist ﬁlm thicknesses from
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30 nm to 2 mm can be used.
Figure 2.1: Absorption in the short-wavelength range for varying thin-ﬁlm thicknesses of
unexposed and uncured (but pre-exposure baked) SU-8 (reproduced from [28]).
The cross-linked resist is biologically unaggressive, and it has a high chemical
resistance. It withstands organic solvents such as ethanol, acetone and methanol.
This resistance makes the resist a candidate for LOC applications, since it can
accept a wide range of substances. Only strong acids and bases etch away the
cross-linked polymer. Being a thermosetting polymer, the polymer is naturally
heat resistant but begins to degrade at 380◦C.
SU-8 resist comes premixed in varying concentrations in GBL (gamma butyrolac-
tone) or in cyclopentanone from the supplier [27]. The solutions can be further
diluted to obtain thinner layers in spin processes, or foreign substances can be
added to functionalize or alter the properties of the resist. In the work described
in this thesis, the resist is doped with the laser dye Rhodamine 6G to render the
cross linked resist optically active.
When using a polymer for optical purposes, the absorption loss is a concern.
Apparently not much systematic data exist for the absorption of SU-8 as function
of wavelength in the visible part of the spectrum, perhaps due to the inﬂuence
of process parameters on this optical property. Some groups have manufactured
waveguides using SU-8 as core material. Data are reproduced below from two
articles on the measured propagation loss for SU-8 waveguides. Figure 2.2 shows
the loss of SU-8 measured by back-cutting of a SU-8 waveguide with a core size
of 30 µm by 100 µm post exposure baked at two diﬀerent temperatures (see [29]
for details).
Figure 2.3 shows a loss measurement on 10 µm thick and 30 µm wide waveguides
fabricated by Bilenberg et al. [30]. It is not determined for either of the two loss
measurements if the loss is occurring mainly due to the absorption in SU-8 or is
due to imperfections in the waveguide structure.
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Figure 2.2: Propagation loss measured on a SU-8 waveguide 100 µm thick and 30 µm
wide. The distribution of loss contributions between the SU-8 absorption and imperfections
in the waveguide structure is unknown (reproduced from [29]).
Figure 2.3: Propagation loss measured on a SU-8 waveguide 10 µm thick and 30 µm wide.
The distribution of loss contributions between the SU-8 absorption and imperfections in the
waveguide structure is unknown (reproduced from [30]).
Figure 2.4 shows a measurement of the absorption over a wide wavelength range
(the method of measurement is not mentioned in the reference) [31]. It is apparent
that the loss rises towards short wavelengths, which may also be reﬂected in the
previous loss graphs in Figure 2.2 and Figure 2.3.
It is interesting that the loss at 633 nm for a 5 µm high and 5 µm wide SU-8
waveguide was reported to be as low as 0.19±0.03 dB/cm by Sum et al. in [32],
determined by measuring the intensity of light scattered along the waveguide.
The intrinsic loss in SU-8 has not been investigated in this thesis. In the authors
opinion, the SU-8 related loss does not inﬂuence the functionality of the devices
signiﬁcantly.
For optical purposes, also the refractive index is a concern. The refractive index
varies with wavelength (dispersion), as shown in the measurement illustrated in
Figure 2.5 where the refractive index is measured down to 600 nm. From data
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Figure 2.4: Absorbance of SU-8 as function of wavelength (reproduced from [31])
supplied from the manufacturer [27], the dispersion at 600 nm is −1 · 10−4 nm−1.
The refractive index (and expectedly the dispersion) depends on the process pa-
rameters, as measured for example by [33]. In addition to this, addition of foreign
substances (for example of Rhodamine 6G) to the resist may alter the refractive
index.
Figure 2.5: Refractive index of SU-8 ﬁlm as a function of wavelength (reproduced
from [34]).
2.1.2 PMMA
PMMA (poly-methyl methacrylate) is a well known highly transparent thermo-
plast. It is cheap and widely used, also in everyday items where it is also known
under the name of plexiglass. PMMA comes dissolved for example in anisole, and
is available with well controlled chain lengths. The chain length determines the
viscosity of the polymer above the glass transition temperature, where the poly-
mer changes from a glassy state where the polymer is elastic to a state where it can
be deformed permanently [35]. This is an important parameter for nanoimprint
2.1 Polymers 15
Figure 2.6: The refractive index of SU-8 as function of post-exposure bake temperature.
The SU-8 ﬁlm was baked for 3 minutes (the reference does not state at which wavelength,
but it may have been 633 nm) (reproduced from [33]).
or bonding applications. The chain length of the PMMA used in this thesis for
bonding is 950 k and the chain length for imprint was 50 k. The building block
for PMMA is shown in Figure 2.7.
Figure 2.7: The monomer building block of PMMA. The subscript n indicates that the
monomer inside the square brackets is repeated in the polymer chain.
The transmission at short wavelengths for PMMA is shown in Figure 2.8.
Figure 2.9 show the transmission loss of a ﬁber waveguide made in PMMA [37].
The loss in the visible is around 0.1 dB/m.
2.1.3 Cyclo-oleﬁn copolymer (COC)
Cyclo-oleﬁn copolymer (COC) is a highly transparent and chemically resistant
thermoplast. It consists of chains of ethylene and norbonene (see Figure 2.10),
and the relative amount of the two constituents determines the glass transition
temperature. The chain length determines the refractive index. The diﬀerent
”grades” that are available of COC makes it possible to fabricate devices with a
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Figure 2.8: Figure showing optical transmissions of four common polymers, note PMMA
and Topas. (Reproduced from [36])
Figure 2.9: Figure showing optical transmissions of a PMMA ﬁber. (Reproduced from [37])
combination of grades with diﬀerent refractive indices and glass transition tem-
peratures, which can be exploited in the fabrication. It must be noticed however,
that the diﬀerent grades of COC have diﬀerent behaviors, speciﬁcally relating to
the formation of cracks in advanced fabrication steps (this has been examined by
Dan Johansen in [38]). The optical loss for short wavelengths is illustrated in
Figure 2.8, further measurements on loss can be found in [39].
Figure 2.10: Figure showing the structure of the cyclo-oleﬁn copolymer. The polymer
consists of ethylene (left) and norbornene (right). The X and Y subscripts indicates that
any of the two monomers may be followed by either of the two monomers in a random
fashion.
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2.2 The laser dye Rhodamine 6G
The organic laser dye that has been used throughout the work described in this
thesis is Rhodamine 6G. Use of this dye as amplifying medium in lasers goes back
to the 1970’ties, and the dye has remained a preferred laser dye due to its large
quantum eﬃciency and relatively long lifetime before bleaching, compared to other
dyes. Even today it is used extensively in tunable lasers for visible wavelengths in
research laboratories for many applications such as spectroscopy. Rhodamine 6G
has an organic molecular structure with the feature of conjugated double bonds.
The structure is depicted in Figure 2.11.
Figure 2.11: Rhodamine 6G molecule structure (reproduced from [40]).
Pure Rhodamine 6G comes in powders with a dark red color and liquid solutions
of the dye are colored strongly in red, wherefore caution should be exerted during
handling. It comes in various grades of which the laser grade is the most expensive.
Cheaper grades have been used in this thesis, as the purity was not deemed
important for the demonstration of the lasers described in this thesis.
The conjugated double bond structure of the molecule lowers the HOMO/LUMO
gap (the energy level gap between the Highest Occupied Molecular Orbital and
the Lowest Unoccupied Molecular Orbital) to allow for electronic transitions that
interact with visible wavelength photons. A Rhodamine 6G dye molecule has
an energy level diagram that is helium-like (see [41] p. 255), and the molecular
electronic states are separated into singlet (denoted S0, S1...) and triplet states
(denoted T1, T2 ...), according to the spin state of the electrons. The helium-like
energy levels has a direct inﬂuence on how the dye can be used.
Figure 2.12 shows a representation of a part of the energy level diagram for Rho-
damine 6G. The individual electronic state levels are broadened by molecular
rotational and vibrational states along with collisional broadening due to the
medium in which the dye is dissolved. Since the electronic levels themselves are
broadened by the short excited state lifetime of a few nanoseconds, the molecular
energy levels are in eﬀect completely smoothed out in continuous bands. This
smearing (which is also characteristic of other organic dyes) allows the molecule
to have transitions in a continuous optical wavelength range. This is advantageous
for making either tunable lasers, or lasers with a wide choice of wavelengths (see
also [40]).
Apart from broadening the optical transitions, the energy bands have an impor-
tant inﬂuence on the spectral response which is critical for obtaining gain with
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Figure 2.12: Simpliﬁed Rhodamine 6G energy level diagram. Time constants from [42].
the organic dye. Consider a single molecule: at room temperature, the molecule
will rest at the lowest vibrational and rotational states in the S0 band (thermally
distributed). In order to excite the molecule to a state in the S1 band, a mini-
mum energy of EB − EA must be used. When the molecule has been excited to
the S1 band, it will decay on a picosecond timescale to the lowest states in the
band via non-radiative decay. When the molecule decays to the S0 band, however,
the smallest possible energy diﬀerence will be EB − EC, and the emitted photon
may have a wavelength that is long enough not to be reabsorbed by other dye
molecules. In the S0 band, the molecule will decay non-radiatively on a picosec-
ond timescale to the lowest states in the S0 band. This mechanism separates the
absorption and emission spectrally, and the shift of the spectra is denoted Stokes
shift [40]. The shifted absorption and ﬂuorescence cross sections are illustrated in
Figure 2.13.
Figure 2.13: Cross sections for singlet-singlet absorption (σa) and ﬂuorescence (σe), and
triple-triplet (σT) absorption for Rhodamine 6G in ethanol. (from [43]).
The mechanism described above leading to the Stokes shift, enables the two energy
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level bands S0 and S1 to function as a four level laser system. The basic four level
lasing transition cycle is shown in Figure 2.14 for reference.
Figure 2.14: Principle of four level laser energy level diagram.
Considering the dye molecule as functioning in this four level manner, it is note-
worthy that it is not necessary to invert the population of the molecular electronic
states with respect to the bands S0 and S1 in order to obtain gain, only the laser
transition has to be inverted. Inverting the laser transition is obviously easier
than inverting the electronic state of the molecules, since the laser transition has
a lifetime of a few nanoseconds and the state in the lower laser level decays on
a pico-second timescale. Transparency on a certain wavelength for an ensemble
of molecules however, demands an inversion larger than equality of states in the
lower and the upper laser level, since the absorption cross section of the molecules
that are not excited, extends far beyond the central absorption peak, and tails oﬀ
in a manner close to exponentially (determined by inspection of absorption cross
section data from [44, 45]). As a tool for modelling, the absorption and emission
cross sections can be expressed by the following formulas, which are found by
ﬁtting to data from [44, 45]:
σab(λ) = 0.79288e
−(λ[nm]−550)/6.3273110−16 [cm]2 (2.1)
σem(λ) = (178.6581− 0.56165λ[nm] + 4.4370110−4λ2[nm2])10−16 [cm]2 (2.2)
The formulas are ﬁtted with the measured cross section spectra in the wavelength
range from 550 nm to 700 nm. The expressions should not be used uncritically,
since the cross sections depend on the circumstances to which the dye is subjected.
The helium-like energy level diagram also contains triplet states that can be ac-
cessed by the molecules via a spin ﬂip event. Since the molecules are embedded in
a substrate, such an event is quite likely due to the inﬂuence of the surrounding
material on the dye molecule, transferring angular momentum. Considering an
ensemble of Rhodamine 6G molecules, approximately 3% of the molecules will
end up in the triplet state T1 after one pump cycle of the molecules. The fraction
of molecules in the T1 state is a result of the diﬀerence in transition rate from
the excited state to the triplet and the ground state band, respectively (see Fig-
ure 2.12). The lifetime of the T1 state itself is quite long, about 2 µs, and it is
obvious that by pumping an ensemble of Rhodamine 6G molecules continuously,
nearly all will quickly end up in the T1 state. Besides ”loosing” molecules from
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the ensemble into a state that does not contribute to gain, the T1−T2 transition
will absorb light and thus induce loss at the wavelengths where the dye would
otherwise be able to amplify light. The cross section for this transition is depicted
in Figure 2.13.
Due to the tendency to accumulate in the triplet state, the dye must be optically
pumped in pulsed mode. All applications of the dye as gain medium must ac-
commodate for this fact in one way or another. However, the pump pulses do not
need to be as short as a few nanoseconds (as is used in the experiments described
in this thesis), just as long as the rise-time of the pump pulse is steep enough (a
few microseconds) so that gain is achieved before the molecules accumulate in the
triplet state [46]. On considerations on rise-time, see for example [47]. However,
short pump pulses have the advantage that more energy from the pulse can be
used for stimulated emission to create laser light.
Rhodamine 6G molecules also have other channels of decay than through an op-
tical transition. The optical excitation can cause the molecule to stop being
optically active, either by decomposing the molecule directly through one or two
photon processes or indirectly by (local) heating of the molecule. The local heating
is caused by the non-radiative transitions of the molecule, dissipating the excess
energy as heat. The combined eﬀect of such processes is referred to as photo-
bleaching, and results in rendering the dye optically inactive. High temperatures
can also bleach the dye and through investigations done by D. Nilsson et al. [48],
it turns out that the type of Rhodamine 6G ion that is used (Cl or ClO4) has a
large inﬂuence on the thermal stability. The chloride ion degrades at 140◦C when
embedded in SU-8, while the perchlorate ion does not degrade at temperatures
up to (at least) 220◦C. The thermal stability is particularly important when sub-
jecting a dye doped polymer to process steps such as imprint lithography, where
high temperatures may be used in order to exceed the glass temperature of the
polymer to be shaped.
Rhodamine 6G may also loose its eﬃciency if the concentration is too high, due to
interaction between the molecules. Figure 2.15 shows measurements of the quan-
tum yield of Rhodamine 6G in ethanol at varying concentration at a temperature
of 20◦C. This drop in eﬃciency can also be expected to occur when doping solid
matrices with Rhodamine 6G.
The solvent also has an inﬂuence on Rhodamine 6G. The strong polarity of water
lowers the eﬃciency of the dye signiﬁcantly, which is why Rhodamine 6G is nearly
always used in ethanolic solution or dissolved in ethylene glycol.
It is noteworthy that doping a medium with Rhodamine 6G will change the re-
fractive index of the medium. This eﬀect can be used to tune the refractive index
of polymers (or ﬂuids) to create optical structures based on slight changes in
refractive index.
It is important to be aware that the spectral proﬁle of the gain varies with the
inversion of the dye molecule ensemble, this is also well described in [40]. The net-
gain is a result of the gain from the excited molecules and the absorption from the
unexcited molecules. As the ensemble of molecules are pumped, the contributions
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Figure 2.15: Quantum yield φ of Rhodamine 6G dissolved in ethanol as function of concen-
tration. The measurements were taken at 20◦C. The concentration c is in mol/L. A rapid
drop of φ is observed at c≈ 10−2 mol/L (reproduced from [49])
to the loss and the gain will change - thus shifting the net-gain maximum (see
Figure 2.16).
Figure 2.16: Sketch of the behavior of the ﬂuorescence and absorption spectra during
pumping (dotted arrows). As pumping is increased the gain increases and the peak of the
gain moves to shorter wavelengths.
This has implications for the laser operation wavelength, since the size of the
laser, the round-trip loss and the concentration of laser dye determines at which
inversion level the lasing operation begins and thus clamps the inversion (gain).
The Rhodamine 6G powder from the manufacturer can be relatively easily dis-
solved in ethanol and ethylene glycol up to concentrations of ∼0.02 Mol/L. The
powder is also readily dissolvable in SU-8 resist solutions. When doping PMMA,
it is advantageous to dissolve the powder in ethanol ﬁrst, and then add this solu-
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tion to the anisole PMMA solution. It is advisable to use a magnetic stirrer in all
cases.
Chapter 3
Optical principles and microﬂuidics
This chapter describes a few common optical principles that are essential for the
functionality of the laser devices. The descriptions aim to provide the reader with
a reminder or a brief introduction to the concepts. A more detailed description
of the principles can be obtained in standard textbooks.
3.1 Stimulated emission, absorption and ﬂuorescence
The interaction between the photon ﬁeld and matter forms the basis for optical
gain. In this thesis, the light interacts with molecules of the laser dye Rhodamine
6G. Although the energy levels for this dye molecule are quite complex, the most
basic functionality of the molecule can be likened to an atomic two-level system.
Consider such a system having two energy levels, E1 and E2, where E2 > E1.
In the Einstein picture, there are three ways in which the system can change its
state. A photon with an energy corresponding to E2−E1, can be absorbed by the
system and raise the energy level from E1 to E2. After a characteristic time the
system will decay spontaneously to the lower state, emitting the excess energy as
a photon. If the system is in its excited state (E2), the decay can be stimulated
by another photon, also with an energy E2 − E1. In the latter case of stimulated
emission, the emitted photon will have the same direction, frequency and phase
as the stimulating photon. The process of stimulated emission is the foundation
of optical gain.
The Rhodamine 6G dye molecules used to obtain optical gain in the lasers de-
scribed in this thesis operate along the same principle of absorption, ﬂuorescence
and stimulated emission as the two-level system. Only, the dye molecule has more
energy levels. The energy levels were described in Section 2.2.
3.2 Total and partial internal reﬂection
Light impinging a dielectric surface (i.e. a surface between materials with diﬀer-
ent refractive indices), will experience reﬂection and refraction. In case of light
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impinging a dielectric surface from the side of high refractive index, the reﬂection
can be total. The common phenomenon of reﬂection (total or non-total) on a
dielectric surface is used in most of the lasers described in this thesis to obtain
the feedback in the resonator.
Snell’s law describes the relation between the ray angles for refracted light [50].
The relation is
ni sin(Θi) = nt sin(Θt) (3.1)
where ni and nt are the refractive indices of the ”incident” and the ”transmitted”
medium and the angles Θi and Θt are given in Figure 3.1.
Figure 3.1: Illustration of reﬂection and refraction of an incident beam of light travelling
in a material with refractive index ni and impinging on the dielectric interface where the
refractive index changes to nt. Part of the beam is refracted with an exit angle of Θt and
part of the beam is reﬂected with.
The critical angle of incidence, for and above which there is no transmitted ray is
given by the situation where Θt = 90
◦. The critical angle ΘC is given by
ΘC = arcsin
nt
ni
(3.2)
Above this angle of incidence the phenomenon of total internal reﬂection occurs.
The reﬂected power from the dielectric interface depends on the polarization of the
incident light. If the electric ﬁeld vector of the electro-magnetic wave is parallel
with a plane that is perpendicular to the dielectric interface plane (for example the
picture plane in Figure 3.1), the polarization is termed p (from german: parallel),
and the perpendicular polarization to this is termed s (from german: senkrecht).
The power reﬂectances, Rp and Rs, for the two polarizations p and s are
Rp =
tan2(Θi −Θt)
tan2(Θi + Θt)
(3.3)
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Rs =
sin2(Θi −Θt)
sin2(Θi + Θt)
(3.4)
The reﬂection at normal incidence is given by
r =
ni − nt
ni + nt
(3.5)
The power reﬂectance, R, is given from the reﬂection r relating to the electric
ﬁeld, by R = |r|2. In this thesis R is always termed power reﬂectance to avoid
confusion, since there exists diﬀerent nomenclatures in the literature with respect
to R and r.
3.3 Waveguiding
In a ray picture, waveguiding occurs due to successive total internal reﬂection on
dielectric surfaces (see Figure 3.2), and the phenomenon serves to conﬁne and
direct light (or other waves) within the waveguide structure. In order to obtain
total internal reﬂection, the refractive index of the so-called core of the waveguide
must be higher than the cladding (the material surrounding the core).
Figure 3.2: Principle drawing of waveguide. Light with incidence angles above the critical
angle is reﬂected successively on the dielectric interface between the core and the cladding.
This dependence on the angle leads to a restriction on how light can be coupled into the
waveguide – the angle must lie within the acceptance cone (reproduced from [51]).
In most laser structures described in this thesis, the waveguiding takes place in a
slab waveguide which essentially consists of three plane layers of dielectric material
with refractive indices n1, n2 and n3 – see Figure 3.3.
In this thesis the compound term ”semi-plane slab wave” will refer to an electro-
magnetic wave guided by a slab waveguide, where the wave has a constant phase
in the direction normal to the direction of propagation and normal to the slab
plane. The semi-plane slab wave is thus a slab waveguide version of the free space
plane wave.
For thin slab waveguides, the ray picture is no longer appropriate, and the propa-
gation constant must be considered discrete. For a certain wavelength, the diﬀer-
ent possible propagation constants are denoted as TE-TM modes (or transverse
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Figure 3.3: Basic three-layer planar waveguide structure. Three modes are shown, repre-
senting distributions of electric ﬁeld in the x-direction. The planes illustrate the dielectric
interfaces between the three materials (reproduced from [52]).
Figure 3.4: Illustration of the electric ﬁeld distribution for the ﬁrst two transverse modes
(m=0 and m=1) in a planar waveguide.
modes, as later chapters will refer to in this thesis) and the lowest mode is termed
the fundamental mode.
The electric ﬁeld distribution across the waveguide has a number of nodes. The
fundamental mode has no nodes, the next mode m = 1 has one node, etc. (see
Figure 3.4). How to ﬁnd the electric ﬁeld distribution and propagation constants
is described in Section 4.1.1.
3.4 Anti-guiding
In some cases the refractive index of the core of the waveguide must be lower
than the upper and lower part of the cladding due to design necessities. In such
structures, where the core has a lower refractive index than the cladding, light
can still be guided, albeit not with the same eﬃciency as for normal waveguiding,
as anti-guiding is lossy by nature.
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3.5 Bragg gratings
Bragg reﬂection (or diﬀraction) is used in some devices presented in this thesis, in
order to obtain a wavelength dependent reﬂection. The principle of Bragg diﬀrac-
tion was ﬁrst described for X-rays on crystals by W.H. Bragg and his son W.L.
Bragg in 1913, but also extends to radiation with visible wavelengths impinging
on periodic dielectric structures.
The reﬂection from periodic dielectric structures is sensitive to the wavelength,
since the total reﬂection is composed of the reﬂections from each period of the
structure, and thus the phase must add up constructively to obtain a net-reﬂection.
A grating has maximum reﬂection of light impinging at normal incidence when
the Bragg condition
2d = mλ (3.6)
is satisﬁed, where the period of the grating is d, m = 1, 2, ... is the mode number
and λ is the wavelength in the material. However, in actuality, for each individual
mode, m, the reﬂection occurs for a certain wavelength interval depending on the
grating parameters. Section 4.1.2 and Section 4.1.3 describe methods to calculate
the reﬂection spectrum for a grating.
3.6 Fluidic resistance for microﬂuidic channel
This last section is concerned with the ﬂuidic resistance posed by a microﬂuidic
channel which is much broader than it is high. This type of channel is common,
since the lithographically structured polymer layer is often thin (∼10 µm), while
the channels are wide (100 µm).
The ﬂow rate, Q, through a straight microﬂuidic channel of length, L, and with
a rectangular cross section, where the height, H, is smaller than the width, W , is
given by the following expression, assuming a linear pressure gradient ∆p across
the full length of the channel [53] (η is the viscosity of the ﬂuid):
Q =
HW 3
12η
∆p
L
[
1− 192W
π5H
∞∑
m=1,3,5...
1
m5
tanh
(mπH
2W
)]
(3.7)
Which can be rewritten as:
∆p =
96ηL
HW 3
[
1− 192W
π5H
∞∑
m=1,3,5...
1
m5
tanh
(mπH
2W
)]−1
·Q = R ·Q (3.8)
The aspect of ﬂuid resistance for the devices presented in this thesis have not
been investigated in detail. The ﬂuid resistance should be taken into account
when designing small channels, as the pressure needed to drive the requested ﬂow
may be impractically high.

Chapter 4
Modelling methods
This chapter describes diﬀerent techniques to model optical phenomena associated
with miniaturized polymer dye lasers, in order to give the reader an introduction
to important considerations that are relevant when designing laser devices. The
chapter consists of two sections: The ﬁrst section concerns the propagation of
light and the second section concerns the interaction between pump light and dye
molecules in dense dye solutions.
In order to be able to predict and optimize the behavior of laser structures, mod-
elling of behavior of light in the resonator structures, and modelling the behavior
of the gain material in the resonator is of much use. Many phenomena cannot
readily be penetrated by intuition alone, and do not subject themselves to analyt-
ical or approximate solutions. Therefore, a plethora of methods to model optical
behavior has been developed, each method with its own merits. This chapter
reviews some methods which are particularly useful to model the behavior of
miniaturized polymer lasers. These tools are intended as easy-to-use instruments
for the interested reader. Rigid descriptions of the methods should be obtained
from the literature (see references).
The conventions for the mathematical descriptions are adapted from the references
in order to make it easy for the reader to refer to the references. The downside
to this is that the convention changes from model to model described below, and
combining results from the diﬀerent methods must take this into account.
4.1 Light propagation in micro-optical structures
4.1.1 Wave guide mode solving
Finding the number of possible transverse modes (TE-TM modes) and their na-
ture in a wave guide is important since the modes are usually non-degenerate
with respect to their propagation constant. This non-degeneracy implies that in-
dividual modes with diﬀerent propagation constants will be reﬂected from Bragg
gratings at diﬀerent wavelengths. Furthermore the diﬀerent transverse modes will
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give rise to complex mode patterns in Fabry-Pe´rot like resonators, since the Fabry-
Pe´rot-mode spacing depends on the propagation constant of the mode. The mode
patterns and the Bragg reﬂection wavelengths are essential to control in order to
obtain single mode laser operation.
Below are given a few tools to predict the number of transverse modes in a pla-
nar waveguide, and a method to ﬁnd the electric and magnetic ﬁeld distribution
throughout a waveguide. These tools are intended as easy-to-use instruments for
the reader. It is highly recommendable however, to consult the work by Yariv [54]
or Hunsperger [52], on which this section is based.
Consider a planar waveguide, as in Figure 4.1, consisting of three layers with re-
fractive indices, n1, n2 and n3 respectively, where the core layer thickness is tg.
Consider the ﬁeld in the waveguide as described by Ey(x, z, t) = Ey(x)ei(ωt−βz),
and let this be deﬁned as the TE mode, for which the non-zero components are
Ey, Hx and Hz. This fundamental type of waveguide is the one most commonly
encountered in the polymer dye lasers concerned in this thesis. The planar wave-
guide approach is a good approximation in most cases where, for example, a
waveguide deﬁned by a strip of sandwiched polymer is much wider than it is high.
Especially when the waveguide strip is so wide that the optical transverse modes
in the horizontal direction (TE or TM) are so closely spaced with respect to their
propagation constant that they are eﬀectively degenerate, the approximation is
good.
Figure 4.1: Sketch of planar waveguide consisting of three layers of dielectric material with
refractive indices n1, n2 and n1. The thickness of the middle layer is tg and the surrounding
layers extend to inﬁnity.
The so-called cutoﬀ condition determines how high mode orders can be guided
in a planar waveguide. The mode order can be denoted by a mode number, m,
which is a measure of how many nodal points the propagating ﬁeld has in the
direction normal to the direction of propagation (and normal to the waveguide
plane). This is advantageous for a quick estimation of the TE mode structure
of a waveguide without having to solve the transcendental equation (see below,
equation (4.4)). There are three cases where the cutoﬀ condition can be found
with good approximation. In the case of a symmetric waveguide where n1 = n3
and n2 ∼= n1, and ∆n is the refractive index diﬀerence between the core and the
cladding, a mode can exist when the following condition is satisﬁed [52]:
∆n = (n2 − n1) > m
2
sλ
2
0
8t2gn2
(4.1)
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for the mode number ms = 0, 1, 2, 3, .... In the case of a symmetric waveguide
where n2  n1, a mode can exist when [52]
∆n = (n2 − n1) > m
2
sλ
2
0
4t2gn2
(4.2)
is satisﬁed, also for ms = 0, 1, 2, 3, ....
In the case of an asymmetric waveguide, where n3  n1, the cutoﬀ condition
becomes,
∆n = (n2 − n3) > m
2
aλ
2
0
16(n2 + n3)t2g
(4.3)
with ma = (2m + 1), m = 0, 1, 2, 3, ....
In cases where the exact number of modes is required, both for TE and TM
modes, the so-called transcendental equation can be solved. The transcendental
equation arises from a condition of continuity of the electric ﬁeld at the dielectric
interfaces between the three layers in Figure 4.1 [54]. Solving this, also yields
the propagation constants of each mode, along with the electric or magnetic ﬁeld
distributions across the waveguide. For TE modes this equation can be written
tan(htg) =
p + q
h(1− pq/h2) (4.4)
where q, h and p are given by
q = (β2 − n21k2)1/2
h = (n22k
2 − β2)1/2
p = (β2 − n23k2)1/2
and k ≡ ω/c. The propagation constant is β, which is the only unknown, and
can be found by solving the transcendental equation. The number of solutions
for β depends on the number of possible modes in the structure. The eﬀective
refractive index of the mode is related to β via neﬀ = β/k, using k ≡ ω/c.
The transverse distribution is described by
Ey(x) =


Ce−qx, for (0 ≤ x ≤ ∞);
C(cos(hx)− (q/h) sin(hx)), for (−tg ≤ x ≤ 0);
C(cos(htg) + (q/h) sin(htg))e
p(x+tg), for (−∞ ≤ x ≤ −tg)
for the structure in Figure 4.1. C is an arbitrary constant determining the strength
of the ﬁeld.
In the case of TM modes where the non-zero components are Hy, Ex and Ez, the
transcendental equation is derived from continuity of the ﬁeld Hy(x), and reads
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tan(htg) =
h(p¯ + q¯)
h2 − p¯q¯ (4.5)
where
q¯ =
n22
n21
q (4.6)
and
p¯ =
n22
n23
p (4.7)
Otherwise, q, h and p are the same as for the previous case. The transverse
magnetic component Hy(x) is given by
Hy(x) =


−C ′((h/q¯) cos(htg) + sin(htg))ep(x+tg), for (−∞ ≤ x ≤ −tg);
C ′(−(h/q¯) cos(hx) + sin(hx)), for (−tg ≤ x ≤ 0);
−C ′(h/q¯)e−qx, for (0 ≤ x ≤ ∞)
4.1.2 Transfer matrix method
In cases where a uniform periodic perturbation on a waveguide is weak, i.e. the
scattering of light from a single period of a grating perturbation is small, it can
be advantageous to model the system by using the versatile segmented transfer
matrix method [55]. Here it is assumed that there exists two distinct modes in
the perturbed waveguide; one for each direction of propagation. The modes are
coupled to each other via a coupling constant, κ, that describes the amount of
light that is coupled into the counter-propagating mode per length of waveguide.
In the transfer matrix approach, a non-uniform grating is sliced into suﬃciently
many uniform parts. Each part is represented by a transfer matrix and the ﬁnal
response from the grating is found by simple multiplication of the series of matrices
for the individual parts of the grating, in the same succession as the parts appear
in the grating. In the case of a uniform grating, such as is encountered in Chapter 6
the grating can simply be ”divided” into one piece.
Consider the electrical ﬁeld propagating in a waveguide represented by (the fol-
lowing is adapted from [55])
E = ae−jβz + bejβz = A + B (4.8)
where a and b are the amplitudes of the forward and backward propagating ﬁeld
respectively. A and B represents the z-dependent ﬁeld (for a ﬁxed time). The
boundary conditions that are used (see Figure 4.2) are: B0=0 and A1 is normalized
to 1. Figure 4.2 illustrates a segment T of a grating.
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Figure 4.2: Segment of a grating in the transfer matrix approach. The forward and back-
ward propagating waves are denoted with the letters A and B respectively. The relationship
between the wave amplitudes can be expressed by a matrix.
The relation between the forward and backward propagating waves for the i’th
segment of a grating can be represented by a matrix, Telement,i, such that
[
B1
A1
]
= Telement,i ·
[
B0
A0
]
=
[
t11 t12
t21 t22
]
·
[
B0
A0
]
(4.9)
where t11, t12, t21 and t22 are the elements of Telement,i. The combined matrix for
a series of m grating sections is simply calculated by
T =
m∏
i=1
Telement,i (4.10)
The matrix Telement for a segment takes the form
Telement =


(
cosh(ql) + jδ
q
sinh(ql)
)
e−jβ0l jκ
q
sinh(ql)ejφejβ0l
− jκ
q
sinh(ql)e−jφe−jβ0l
(
cosh(ql)− jδ
q
sinh(ql)
)
ejβ0l


(4.11)
where
q =
√
κ2 − δ2 (4.12)
and l is the length of the uniform grating section.
The detuning factor, δ, is an expression for the deviation of the light wavelength
from the Bragg condition, and can be expressed as
δ = β − β0 = 2πneﬀ
λ
− 2π
2Λgrat
(4.13)
where Λgrat is the period of the grating. Furthermore, β = 2πneﬀ/λvac and β0 =
π/Λgrat. The i’th segment of a grating is given by Telement,i, where the local
parameters of the grating are used.
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If no discrete spatial phase shifts of the grating perturbation are present in the
structure, the accumulated phase, φ, through the grating is, for each grating
segment i:
φi =
i−1∑
s=1
2β0,sls (4.14)
where β0,s is β0 for the s’th grating section and ls is the length of the s’th section.
In case phase shifts are present, they should be added to the sum at the grating
segment where they appear. A spatial phase shift could for example consist of a
translation of λ/4 at the middle of the grating.
The reﬂectance is given by the relation between the backward propagating wave
at the input and the forward propagating wave at the input, such that
R =
∣∣∣∣B1A1
∣∣∣∣
2
=
∣∣∣∣t12t22
∣∣∣∣
2
(4.15)
The transmittance is found as the relation between the forward propagating wave
at the output and the forward propagating wave at the input, such that
T =
∣∣∣∣A0A1
∣∣∣∣
2
=
∣∣∣∣ 1t22
∣∣∣∣
2
(4.16)
From this, the response from a grating is fairly simple to calculate, as long as
the grating is only a perturbation of the refractive index. However, the coupling
constant must be found for the grating, before any response can be calculated.
In the case of a sinusoidal variation of the local eﬀective refractive index caused
by the grating perturbations, such that [55]
neﬀ(z) = neﬀ + nmod cos
(
2π
Λgrat
z + φ(z)
)
(4.17)
where neﬀ is the average eﬀective refractive index, and nmod is the amplitude of
the refractive index modulation, then the coupling constant for the grating can
be found from [54]
κ =
πnmod
neﬀ2Λgrat
(4.18)
The above expression can be used when the modulation nmod concerns the mod-
ulation of the eﬀective refractive index.
In case of a square-wave like variation of the materials as illustrated in Figure 4.3,
where the modulation peak-to-peak height is a, the coupling constant can be
expressed by [54]
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Figure 4.3: Sketch of a planar waveguide with a square formed corrugation on the sur-
face between the dielectric mediums with refractive indices n1 and n2. The height of the
corrugation is a.
κ =
2π2
3lλ0
(n22 − n21)
n2
(
a
tg
)3 [
1 +
3(λ0/a)
2π(n22 − n21)1/2
+
3(λ0/a)
2
4π2(n22 − n21)
]
(4.19)
where tg is the thickness of the waveguiding layer with index n2 and n1 is the
refractive index of the top layer. Also l = 1, 2, 3... is the order of the harmonic
responsible for the coupling, given by
l ∼= βmΛ
π
(4.20)
where βm is the propagation constant of the mode, m, under consideration.
The coupling constant can be found for arbitrary corrugations by considering the
spatial Fourier components of the corrugation, see [56] chapter 3, 6 and A7.
4.1.3 Transmission matrix method
Optical structures, such as laser resonator structures, containing abrupt refractive
index diﬀerences poses a challenge with respect to ﬁnding the spectrally dependent
reﬂection and transmission of the structure. An array of abrupt refractive index
changes can for example make up a Bragg grating, as in the laser described in
Chapter 6.
Due to the large refractive index diﬀerences used in certain devices (in Section 6.5),
the transfer matrix method (Section 4.1.2), which is a commonly used method for
distributed feedback grating resonators made with small refractive index pertur-
bations, is not readily applicable. Instead, the transmission matrix formalism is
a strong tool to ﬁnd the spectral response, also of non-grating based devices.
The following explanation is based on [56] chapter 3.
The transmission matrices operate with normalized ﬁeld amplitudes A1, B1, A2
and B2. The normalized ﬁeld amplitude has the same phase as the electric ﬁeld,
and the absolute square of the normalized ﬁeld amplitude is equal to the power
ﬂow.
Assume that the amplitude of the electric ﬁeld of a plane monochromatic wave
travelling in the z direction is (ignoring the polarization vector in the equation)
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E(x, y, z, t) = E0U(x, y)ei(kz−ωt) (4.21)
where U(x, y) is the ﬁeld intensity distribution across the direction of propagation,
such that
∫ ∫ |U(x, y)|2dxdy = 1. The power of the electro-magnetic ﬁeld is given
by
P =
1
2
0nc|E0|2
∫ ∫
|U(x, y)|2dxdy = 1
2
0nc|E0|2 (4.22)
where c is the speed of light, n is the refractive index of the medium and 0 is the
permittivity of vacuum. The normalized ﬁeld amplitude denoted A (or B, for the
wave propagating in the opposite direction) is deﬁned as
A ≡
√
1
2
0nc E0e
ikz (4.23)
A1 and A2 denote the normalized ﬁeld amplitudes of the waves propagating to
the right at the ports of a system T (see Figure 4.4), while B1 and B2 are the
normalized ﬁeld amplitudes of leftward propagating waves.
Figure 4.4: Sketch of a system T, with input and output ports denoted by the letters A
and B.
The system T relates the four ﬁeld amplitudes to each other with a complex
coupling coeﬃcient for each pair. The system T is represented by a 2 by 2 matrix
T , such that
[
A1
B1
]
= T
[
A2
B2
]
(4.24)
Transmission matrices for two fundamental structures are given below. For light
incident on a surface with an abrupt change of refractive index, the transmission
matrix is:
1
t12
[
1 r12
r12 1
]
(4.25)
with
r21 = −r12 , t21 = t12 and r212 + t212 = 1 (4.26)
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Figure 4.5: Dielectric interface between two materials with refractive indices n1 and n2.
The interface has a reﬂection and transmission denoted by r12 and t12. A1, A2, B1 and B2
represents the ports of the system.
where r12 is the reﬂectivity of the dielectric interface in Figure 4.5 for light im-
pinging from the left side. The reﬂectivity is given by
r12 =
n1 − n2
n1 + n2
(4.27)
and is thus negative if the light is reﬂected from the surface of a material with
higher refractive index than the original medium, corresponding to a π change of
phase.
Choose β˜ as the complex propagation constant, such that β˜ = 2πneﬀ/λvac, where
neﬀ is the eﬀective refractive index, the value of which can be complex in case of
the presence of gain or loss
Figure 4.6: Transmission line of length L in a dielectric material of refractive index n2.
A1, A2, B1 and B2 represents the ports of the system.
The transmission matrix for light travelling a distance L in a medium where the
propagation constant is β˜ is given by[
ejβ˜L 0
0 e−jβ˜L
]
(4.28)
The reﬂection from a system described by a transmission matrix T , is given by
r12 =
T21
T11
(4.29)
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and the transmission is given by
t12 =
1
T11
(4.30)
The key advantage of the transmission matrix method is that transmission ma-
trices for large structures consisting of a series of the two fundamental elements
described above can be found by simply multiplying the transmission matrices
together in the order the structures appear in the system to be modelled. In this
way a combined single 2 by 2 transmission matrix is formed, which can be used
to calculate the reﬂection and transmission of the electro-magnetic wave due to
the structure.
In this fashion, the functionality of a system can be judged by inspection of the
system response in the form of reﬂection and transmission. However, other phys-
ical properties, such as the round trip loss of a resonator at a certain wavelength
can also be found.
4.1.4 Using FEMLAB to solve electro-magnetic problems
Many commercial computer programs are available to help solving optical prob-
lems. COMSOL Multiphysics is a commercial program that uses the ﬁnite element
method (FEM) to solve complex problems (the program was previously known as
FEMLAB). An ”electromagnetic module” is available for COMSOL Multiphysics,
which makes it fairly easy to set up 2D and 3D geometrical structures of refractive
index distributions, and calculate either the electromagnetic ﬁeld in a structure
as a response to a source, or solve for the electromagnetic eigenmodes of a struc-
ture. The ﬁnite element method is based on a mesh discretization of a continuous
domain into a set of discrete sub-domains [57].
The major drawback of the ﬁnite element method is its need for large memory
space and cpu time. The large computational demand is caused by the fact that
the FEM needs to resolve the electromagnetic waves with 5 to 10 points per wave-
length throughout the geometry. This leads to enormous data structures for only
moderately sized structures, in particular for 3D calculations, and demands large
computational resources. The limit of the structure size that can be practically
calculated depends on the structure itself, and the computer at hand. As a rule of
thumb, 2D calculations on structures up to an area of 10 by 10 µm should be easy
to perform, and COMSOL Multiphysics may be the preferred tool for modelling
the electromagnetic ﬁeld.
Figure 4.7 shows a screen shot from a result screen in COMSOL Multiphysics.
The colors in the image depict the electric ﬁeld strength at a ﬁxed time for an
electromagnetic ﬁeld with a vacuum wavelength of 570 nm. The 2D model consists
of a SU-8 waveguide terminating in a triangle and was used to predict the power
reﬂectance of the structures presented in Section 8.1. The surrounding material is
air. In the model, a waveguide mode is injected on the left side into the waveguide.
This mode is reﬂected at the triangle, albeit with some scattering loss which can
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Figure 4.7: Screenshot from COMSOL Multiphysics showing the result of a simulation of
an electromagnetic wave travelling in a waveguide that terminates in a triangle. The color
scale depicts the magnitude of the electric ﬁeld out of the plane. The scale is given in meters
and the wavelength of the light is 570 nm. The model shows how light in the reﬂection is
scattered.
be clearly discerned from the image of the electric ﬁeld in the ﬁgure.
4.1.5 The Finite Diﬀerence Beam Propagation Method
The question of how light, that propagates through a medium, will be aﬀected, is
an often encountered problem in optics. For uniform media, solutions have been
developed that readily yields the amplitude and phase of the electro-magnetic
ﬁeld at an arbitrary distance from an aperture (see for example [58] chapter 25).
However, for an arbitrary distribution of material (2D or 3D) with varying com-
plex refractive index, prediction of how light will propagate through the structure
is not a trivial problem and is often somewhat computationally demanding. Sev-
eral approaches to solve the problem exist. For example, the Maxwell equations
can be solved numerically in an arbitrary structure via the powerful ﬁnite element
method, as utilized in the commercial program FEMLAB described in the pre-
vious section. For structures larger than a few micrometers however (for visible
light wavelengths), the amount of grid points needed grows so large, that only
extraordinarily large computers can solve the system of equations.
40 Modelling methods
In order to avoid the very large data structures associated with solvers using,
for example, the ﬁnite element method, a group of beam propagation methods
(BPM’s) have been developed. These methods assume paraxial propagation of
the light, whereby the problem of propagation can be solved by following the
phase front of the light along a ﬁxed axis. This severely lowers the amount of
data to be held in memory during calculation, as compared to the full solution
using the ﬁnite element method, since only one slice at a time of the structure and
ﬁeld is used for calculation. Another method used in some BPM’s in order to limit
computation time, consists of an equivalent of shifting coordinate system, so that
the coordinate system follows the light as it propagates, this makes it possible to
make the step size in the calculation along the axis of propagation much longer
than the wavelength.
Several commercial BPM solvers are available. In addition, a few free ones are
available, of which I will recommend ”LightPipes” [59], which can be an alternative
to programming ones own BPM algorithm. Another small BPM program is called
”FreeBPM” [60], which may be of some use.
In order to model the behavior of light in the optical structures concerned in this
thesis, I have chosen a ﬁnite diﬀerence beam propagation method from [61]. The
method was earlier described in [62]. See also [63] (but be aware of an error in
equation 6b and 6c).
Although LightPipes is a good solver, with many possibilities, it does not allow
for a continuously varying refractive index proﬁle. Nor does it allow for gain to
appear in the strucutres, why I decided to program a BPM anew. This also makes
it possible to adjust the models without program speciﬁc constraints.
The method used in the modelling will be described somewhat in detail, in order
to make the interested reader able to apply it to appropriate structures without
consulting other literature (although this is also to be recommended). The method
is described in the following part of this section for TE modes, however it is easy
to adjust for TM modes, see [61].
The Helmholtz wave equation can be expressed as
∂2U
∂x2
+
∂2U
∂y2
+
∂2U
∂z2
+ k2U = 0 (4.31)
In order to compensate for the quick phase evolution in the direction of propaga-
tion of the wave (z), the following expression for the ﬁeld is chosen
U(x, z) = e−ik0n0zψ(x, z) (4.32)
where k0 = 2π/λvac and n0 is the chosen refractive index at which the phase
does not evolve with distance (during calculation) and ψ(x, z) is a slowly varying
function of z. The refractive index, n0, can be chosen arbitrarily, but a good
choice is to use the average refractive index the modelled wave will encounter.
Let the wavenumber be described by k(x, z) = 2πn(x, z)/λvac, where n(x, z) is
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the chosen refractive index distribution and λvac is the vacuum wavelength. After
inserting the expression for U(x, z) and k(x, z) into (4.31), and applying the slowly
varying envelope approximation (∂
2ψ
∂z2
≈ 0), one gets
2ik0n0
∂U
∂z
=
∂2U
∂x2
+ k20(n
2(x, z)− n20)U (4.33)
Taking the diﬀerence coeﬃcient with respect to x, via
∆U
∆x
=
U(x0 + ∆x)− U(x0)
∆x
(4.34)
one gets as the second order diﬀerence coeﬃcient
∆2U
∆x2
=
1
∆x
(
U(x0 + 2∆x)− U(x0 + ∆x)
∆x
− U(x0 + ∆x)− U(x0)
∆x
)
(4.35)
which can be rewritten to
∆2U
∆x2
=
Ui−1 − 2Ui + Ui+1
∆x2
(4.36)
where Ui+1 = U(x0 + 2∆x), Ui = U(x0 + ∆x) and Ui−1 = U(x0). Then (4.33)
becomes
2ik0n0
∂Ui
∂z
=
Ui−1 − 2Ui + Ui+1
∆x2
+ k20(n
2 − n20)Ui (4.37)
This expression is integrated from z to z + ∆z:
2ik0n0(Ui(z + ∆z)− Ui(z)) =
∫ z+∆z
z
(
Ui−1 − 2Ui + Ui+1
∆x2
+ k20(n
2 − n20)Ui
)
dz
(4.38)
By denoting Uq(z) by U
k
q and Uq(z +∆z) by U
k+1
q , where q is i− 1, i or i+1, one
obtains
Uk+1i
(
2ik0n0 − ∆z
2
k20(n
2 − n20) +
∆z
∆x2
)
+
Uki
(
−2ik0n0 − ∆z
2
k20(n
2 − n20) +
∆z
∆x2
)
= Uki−1
(
∆z
2∆x2
)
+ Uk+1i−1
(
∆z
2∆x2
)
+ Uki+1
(
∆z
2∆x2
)
+ Uk+1i−1
(
∆z
2∆x2
)
(4.39)
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By using the substitutions
a =
∆z
2∆x2
b =
∆z
∆x2
− ∆z
2
k20(n
2 − n20) + 2ik0n0
c = − ∆z
∆x2
+
∆z
2
k20(n
2 − n20) + 2ik0n0
equation (4.39) can be written in short form as
−aUk+1i−1 + bUk+1i − aUk+1i+1 = aUki−1 + cUki + aUki+1 (4.40)
This equation system yields an array of multiply dependent values for each propa-
gation step. It is necessary to apply an algorithm in order to solve the N equations.
For the current system, the Thomas Algorithm is appropriate. The following ex-
planation is adapted from [64], but see also [56] chapter A16 for information about
solution of ﬁnite diﬀerence problems.
The Thomas Algorithm is a simpliﬁed form of Gaussian elimination for tridiag-
onal matrices and is a common solution method. The algorithm solves equation
systems of the form
αiU
k+1
i−1 + βiU
k+1
i + γiU
k+1
i+1 = fi(U
k) (4.41)
for ∀i = 1, ..., Nx − 1. Choosing the boundary conditions Uki=0 = U0 and Uki=Nx =
UNx the following matrix system appears


1 0 0 · · · ·
α1 β1 γ1 0 · · ·
0 α2 β2 γ2 0 · ·
· · · · · · ·
· · · · · · 0
· · · 0 αNx−1 βNx−1 γNx−1
· · · · 0 0 1




Uk+10
Uk+11
·
·
·
Uk+1Nx−1
Uk+1Nx


=


U0
f1
·
·
·
fNx−1
UNx


(4.42)
Gathering the boundary conditions in the second member yields


β1 γ1 0 · · ·
α2 β2 γ2 0 · ·
0 · · · · ·
· · · · · 0
· · · · · γNx−2
· · · 0 αNx−1 βNx−1




Uk+11
Uk+12
·
·
Uk+1Nx−2
Uk+1Nx−1


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=


f1 − α1U0
f2
·
·
fNx−2
fNx−1 − γNx−1UNx


=


F1
F2
·
·
FNx−2
FNx−1


(4.43)
There are two sweep steps in the solution algorithm. The ﬁrst step reduces the
number of non-zero elements in the matrix by ”removing” the αi coeﬃcients. The
following new coeﬃcients are introduced:
β′1 = β1 , F
′
1 = F1 (4.44)
γ′i = γi ∀i = 1, ..., Nx − 1 (4.45)
β′i = βi − γ′i−1
αi
β′i−1
∀i = 2, ..., Nx − 1 (4.46)
F ′i = Fi − F ′i−1
αi
β′i−1
∀i = 2, ..., Nx − 1 (4.47)
The new algebraic system is deﬁned by
β′iU
k+1
i + γ
′
iU
k+1
i+1 = F
′
i (U
k) ∀i = 1, ..., Nx − 2 (4.48)
and
β′Nx−1U
k+1
Nx−1 = F
′k
Nx−1 for i = Nx − 1 (4.49)
So after this step, the system is in the matrix form


β′1 γ
′
1 0 · · ·
0 β′2 γ
′
2 0 · ·
0 · · · · ·
· · · · · 0
· · · · β′Nx−2 γ′Nx−2
· · · 0 0 β′Nx−1


=


F ′1
F ′2
·
·
F ′Nx−2
F ′Nx−1


(4.50)
The second step is to backward sweep the new matrix in order to obtain the
solution. Firstly,
Uk+1Nx−1 =
F ′kNx−1
β′Nx−1
(4.51)
and then the solutions for the step k + 1 is
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Uk+1i =
F ′i − γ′iUk+1i+1
β′i
∀i = Nx − 2, ..., 1 (4.52)
By applying the Thomas Algorithm to the equation system (4.40), the ﬁeld can
be propagated through arbitrary complex refractive index distributions n(x, z).
I have applied the FDBPM equations and the Thomas Algorithm with the ”Math-
ematica 4.0” program, however most programming languages are appropriate.
Furthermore, since a main feature of the laser devices to be modelled is the slab
waveguide modes, I have implemented a 2-dimensional FDBPM version as de-
scribed. Expanding to 3D is more or less straight forward, but requires much
more computing time.
An important concern during modelling is how to apply sensible boundary condi-
tions. Without further adjustment, the above method have reﬂective boundaries.
Some eﬀort has been exerted be several people in order to ﬁnd good ways of im-
plementing diﬀerent kinds of boundary conditions in BPM’s [65, 66]. During the
modelling of the laser structures in this thesis, I have taken a simple approach,
and fashioned the boundaries as a part of the refractive index matrix, that also
contains the structures to be modelled. The upper and lower boundaries of the
refractive index matrix are matched to the index of the upper and lower material,
with respect to the real part of the index. The imaginary part of the refractive
index is fashioned such that the absorption rises toward the edge of the calculat-
ing ﬁeld. This gives absorbing boundaries, and thus prevents boundary reﬂection
problems.
4.1.6 Finding the resonator round trip loss
A fundamental characteristic of resonators is their ability to store energy for a
period of time. In optical resonators, the energy is obviously stored as light or
photons trapped in a suitable structure. One way of describing this ability of
optical resonators, is to express it as the loss of energy the light experiences from
taking one round trip in the resonator, i.e. after ending up again in the place
where it began. Describing the resonator by its round trip loss is advantageous
when considering the gain that must be exerted by the gain medium in order to
obtain lasing (i.e. when the net round-trip loss is 1).
Each optical mode in a resonator must be treated independently, unless two or
more modes are degenerate with respect to the propagation constant. This can,
for example, be the case for diﬀerent polarization modes, in some resonator types.
For the kind of resonators considered for the polymer dye lasers in this thesis, the
modes will not be degenerate, and the round trip loss must in principle be found
for each mode that exists, in order to describe the functionality of the resonator.
Let the round trip loss, RTL(λ), be denoted by the energy loss fraction at a certain
wavelength, for one trip around the resonator. Consider the complete feedback
in a resonator described by two mirrors with reﬂectivities |r1(λ)| and |r2(λ)| and
phaseshift φ1(λ) and φ2(λ) positioned at distances L1 and L2 from a plane of
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reference p, see Figure 4.8.
Figure 4.8: Sketch of optical resonator consisting of two mirrors with complex reﬂectivities
r1 and r2. The distance between the mirrors is L1 + L2. N0 photons begin a round trip in
the resonator at the plane p, and N1 photons are left after one round trip.
Consider a particle view of the photons. If N0 photons start out at the reference
plane p, then, on average, N1 photons will reach the reference plane again, trav-
elling the same direction as in the beginning (after being reﬂected twice). That
is, the number of photons after one round trip:
N1 = N0 · (1− RTL(λ))
N1 = N0|r1|2|r2|2|e−jkL1−jφ1e−jkL2−jφ2|2 (4.53)
For ordinary mirrors, the feedback parameters are straight forward to apply to
ﬁnd the round trip loss. In the cases where Bragg gratings are used to create the
feedback in the laser resonator, ﬁnding the round trip loss is not quite as straight
forward, but still fairly easy. There are (at least) two ways of doing this. Either
the Bragg gratings can be substituted with an eﬀective mirror around the Bragg
reﬂection wavelength, or the whole structure can be used to compute the round
trip loss as function of wavelength using the transmission matrix formalism. The
latter method yields the most information, but requires more computing.
The eﬀective mirror model of a grating, asserts that the grating acts as a mirror
located an eﬀective distance Leﬀ from a reference plane located at the beginning
of the grating. The model can be a good approximation at wavelengths near
the reﬂection maximum of a grating since the phase in this region varies close to
linearly near the reﬂection maximum. However, the applicability of the model is
conﬁned to this linear phase variation region.
Consider the eﬀective mirror to reﬂect with the maximum value of the grating
reﬂection |rg|, and the location of the mirror to be a distance Leﬀ away from the
actual beginning of the grating.
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The phase picked up by light travelling the distance Leﬀ is βLeﬀ , where β is the
average propagation constant in the grating and β0 = π/Λgrat. Therefore, by
assuming a linear relationship between the detuning δ = β − β0, from the Bragg
condition and the phase, then for the case where |δLg| 	 π - with Lg being the
length of the grating, one has
rg ≈ |rg|e−2j(β−β0)Leﬀ (4.54)
and it can be shown that [56] (still under the condition |δLg| 	 π) a good ap-
proximation for the eﬀective length is
Leﬀ =
1
2κ
tanh(κLg) (4.55)
where κ is the coupling constant of the grating.
Since Leﬀ is designed to give the correct mirror phase, it can be used to locate
the longitudinal cavity modes, that are characterized by a total round trip phase
accumulation in the resonator of 2πn, where n = 0, 1, 2, 3....
Thus, the parameters that are needed to use the eﬀective mirror model is the
length of the grating, Lg, and the grating coupling constant, κ.
Finally, having found |rg|, the phase, 2(β− β0)Leﬀ and Leﬀ , these can be inserted
as the mirror reﬂectivity, phase shift and position, in the expression for the round
trip loss (4.53).
Another way to ﬁnd the round trip loss for a resonator with a Bragg grating build
from discrete elements with abrupt changes in refractive index, is to calculate
the grating reﬂectivity as function of wavelength by using transmission matrix
formalism. This formalism was presented in Section 4.1.3, and is straight forward
to apply by using standard mathematical tools such as Mathematica, MathCad
or MatLab.
In order to ﬁnd the round trip loss for the resonator built with abrupt changes
in the refractive index, the 2 by 2 transmission matrices, TA and TB, for each
part of the bisected resonator should be found. The transmission matrices can be
found via the method in Section 4.1.3. If the resonator contains a built in phase
shift, the bisection plane can be inserted at the phase shift location. Consider
a symmetric resonator, then TA = TB = T (λ). In this symmetric case, where
the middle of the structure is used as reference plane, a wave travelling to the
right at the reference plane, will experience a reﬂection rA(λ) = T21(λ)/T11(λ)
from the right part of the grating, and subsequently an identical reﬂection rB(λ)
from the left part of the grating, as determined by the transmission matrix T (λ),
see Fig. 4.9. The round-trip loss at each longitudinal mode wavelength, λlm, is
found as RTL(λlm) = 1− |rA(λlm)rB(λlm)|2. Here, λlm are the longitudinal mode
wavelengths where the imaginary part of rA(λlm)r
B(λlm) equals zero, as required
for the resonance to have no phase lag during one resonator round trip.
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Figure 4.9: Symmetric Bragg grating with central reference plane and complex reﬂectivity,
rA, from the right part and rB from the left part.
4.2 Dye molecule excitation
This section describes a model of the behavior of a dye gain medium forming a
thin, optically dense ﬁlm. The model can be used to predict the spectral gain
proﬁle as a function of time and pump power. This can in turn be used to predict
lasing threshold and wavelength.
4.2.1 Spatio-temporal inversion evolution
When optically pumping the molecular electronic states of the dye embedded in a
material, the pump photon density will decrease as the pump light travels through
the material that is pumped due to absorption. Especially if the material is
optically dense with respect to the pump light wavelength, the inversion obtained
in the material along the propagation direction of the pump light, will depend
on the penetration depth of the pump light. Considering that the transparency
of the material to the pump light depends on the local inversion, since excited
state molecules will not absorb pump light (assumption), it is clear that the gain
distribution throughout the gain material, and thus the modal gain, is not trivial
to ﬁnd, especially in the case of pulsed pumping conditions where steady state
solutions cannot be used.
In the case of molecular laser gain materials with a Stokes-shift, such as the
Rhodamine 6G dye which is used in the light emitting devices in this thesis,
the spatio-temporal dynamics of the inversion will inﬂuence the resulting lasing
wavelength. It is therefore of double interest to be able to examine the evolution
of inversion during an optical pump pulse.
In order to model the inversion dynamic, it is necessary to know the value and
spectral variations of the absorption and the emission cross section for the dye
species in question. These depend on the speciﬁc conditions, such as the tempera-
ture, concentration and solvent used. Therefore, it is diﬃcult to know the precise
cross sections without measuring them under the same conditions as the modelling
aims to describe. However, in the following I approximate the cross-sections from
data on dilute solutions of Rhodamine 6G in ethanol at room temperature (see
also section 2.2).
It is advantageous to describe the absorption and emission cross sections, σab and
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σem, with functions ﬁtted to experimental data. The advantage consists in the
elimination of the noise and limited resolution of the original measurements, the
cost is an injection of conjecture into the model. The functions below, (4.56) and
(4.57), describe the cross sections in the wavelength range 550 nm to 700 nm.
σab(λ[nm]) = 0.79288e
−(λ[nm]−550)/6.3273110−16 [cm]2 (4.56)
σem(λ[nm]) = (178.6581−0.56165λ[nm]+4.4370110−4λ2[nm2])10−16 [cm]2 (4.57)
Preliminary note: The model presented below is a suggestion for how to approach
the problem of ﬁnding the spectral gain distribution in dye doped layers which are
optically dense with respect to the pump light. It must be mentioned that the sta-
bility of the method has not been conﬁrmed. The issue concerning the distribution
of absorbed pump power has also been addressed by Blit and Ganiel [67].
The model for ﬁnding the temporal evolution of the modal gain spectrum due
to a pump pulse is based on slicing time and space into ﬁnite chunks with sizes
considerably smaller than the characteristic times and lengths involved in the
physical process. The Rhodamine containing layer is divided into lmax thin layers,
each with a thickness of ∆x, see Figure 4.10.
Figure 4.10: Sketch of the division into layers of the dye doped ﬁlm. The ﬁlm thickness is
∆xlmax and the layer number is denoted by l.
For each time segment, the inversion of the Rhodamine molecular electronic states
and the penetration of the optical pump light is calculated via rate equations. The
time is divided into τmax segments, each with a duration of ∆t, short enough to
adequately resolve the pump pulse shape. In this manner, the spectral shape of
the modal gain can be calculated throughout the duration of the pump pulse. The
wavelength at which the modal gain just reaches the assumed resonator loss, can
be interpreted as the resulting lasing wavelength, using the assumption that lasing
action will clamp the gain. In this way, the lasing wavelength can be found. In
reality, the gain will not be uniformly clamped spectrally and the Rhodamine 6G
containing media will also have a spatially distributed gain, giving rise to spectral
and spatial hole-burning respectively. The result from the model, however, gives
a pointer to the dynamics of the system, and the model will give more accurate
results if more precise cross-section functions are used.
Consider the frequency doubled Nd:YAG pump pulse (λ =532 nm) to be a gaus-
sian pulse described by
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Y (t) = Y0e
−2(t−t0)2/w2 (4.58)
where Y (t) is the power per cm2, and w is the pulse length.
As mentioned, the layer of dye doped material is divided into lmax layers, each of
thickness ∆x. The layer numbers are denoted by l = 1, 2, ..., lmax, and the position
is given by x = l∆x. Also the time is sliced into τmax pieces of duration ∆t such
that the time is given by t = τ∆t. The pump light intensity in the l’th layer and
at the τ ’th time slice is denoted Yτ,l.
Since the time steps are much shorter than the characteristic decay times for the
dye molecules, and much shorter than the characteristic rise and fall time of the
pump pulse, but longer than the time it takes for the pump light to propagate
through the dye medium, it is reasonable to calculate the pump light intensity
distribution throughout the layers, for each time step, based on the density of
absorbing molecules present at each particular time step.
Figure 4.11: Sketch of energy level diagram for Rhodamine 6G with relevant life times.
S0 and S1 denote ground singlet state band and excited state band, while T1 denote the
lowest triplet state band. The encircled numbers 1 and 2 denote the lower and the upper
laser level respectively.
At the ﬁrst time step, no molecules are excited, and N2,0,l = 0, for l = 1, 2, ..., lmax,
where N2,τ,l denotes the concentration of molecules in the upper laser level at
the time t = τ∆t and the depth x = l∆x. It is assumed that the decay of
the vibrational and rotational states in the S1 and S0 bands is so fast that the
molecules immediately return to the lowest state in their respective band. Thereby
the system can be described as a four level laser system. The upper laser level, 2,
is the vibrationally relaxed state in the S1 band, and the lower laser level, 1, is a
vibrationally excited state in the S0 band.
During the calculation, each time step is taken in succession. For each step, ﬁrst
the pump distribution throughout the layers is calculated. Then the change in the
state population caused by the pump photons and natural decay of the molecular
electronic states is calculated for each layer.
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For the ﬁrst layer, l = 1, the ”residual” pump energy density is yet unperturbed
by any dye molecules and
Yτ,1 = Y (τ∆t) (4.59)
while the pump energy density for deeper layers is perturbed by the dye molecules.
Thus, in the model, the pump energy density at the top of each layer forms the
basis of the molecular response of the layer. Another approach, which will yield
slightly more accurate results, is to use the pump energy density that is present
in the middle of the layer. However, considering the error contributions from
other sources, this should not be critical. Since molecules in the excited state do
not contribute to the absorbtion of the pump light, the state populations have to
be taken into account. Let N be the total concentration of optically active dye
molecules (both excited and unexcited). The pump energy density as a function
of layer is calculated by
Yτ,l+1 = Yτ,le
−∆xα(N−N2,τ,l)/N (4.60)
for l = 1, 2, ..., lmax − 1, where α is the absorption coeﬃcient for the dye.
Thus, the pump energy distribution is found throughout the medium for the time
step τ , and the state change response from the molecules can be calculated. Since
the model only applies below lasing threshold, the number of photons in the
resonator will be negligible, and the rate equations to calculate the state change
response are
dN2(t)
dt
= (N −N2(t))ησabYτ,l 1
ω
− γ21N2(t)− γTSN2(t) (4.61)
dN(t)
dt
= −γTSN2(t) (4.62)
Where N2(t) is the concentration of molecules in the upper laser level as function
of continuous time, N is the total concentration of optically active dye molecules,
η is the quantum eﬃciency of the dye molecules, γ21 is the decay rate of the upper
laser level to the lower laser level and γTS is the decay rate from the upper laser
level to the triplet state - in which the molecules are considered to be lost with
respect to their optical activity due to the long lifetime of the triplet state.
The ﬁrst diﬀerential equation describes the change of population of the upper laser
level, which is inﬂuenced by the pump light intensity together with the number of
molecules available for excitation (N −N2(t)). It is also inﬂuenced by the decay
rates from the state, γ21 and γTS. There are numerous other decay channels,
caused by for example interaction between two closely space dye molecules. These
other channels may, in part, be taken into account by adjusting the quantum
eﬃciency, η, of the molecules.
The second diﬀerential equation describes the change of concentration of the com-
plete number of photo-active molecules, due to transition into the triplet state,
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from which the molecules are assumed to be decaying to the photoactive state
(singlet) much slower than the characteristic time of the pump light pulse.
However, if the characteristic time of the pump pulse is much smaller than 1/γTS,
then state-pumping into the triplet state can be ignored. So setting γTS = 0 and
solving to obtain an expression for N2(t), the following is obtained
N2(t) = N
ησabYτ,l
1
ω
ησabYτ,l
1
ω
+ γ21
+ Ce(−γ21−ησabYτ,l
1
ω
)t (4.63)
where the constant C is determined by the condition
N2(0) = N2,τ,l (4.64)
and obviously when t = 0,
C = N2,τ,l −N
ησabYτ,l
1
ω
ησabYτ,l
1
ω
+ γ21
(4.65)
From this, the new inversion after each time step is easy to ﬁnd as
N2,τ+1,l = N2(∆t) |τ,l (4.66)
where τ = 1, 2, ..., τmax − 1 and N2(∆t) is found anew for each time step, τ , and
layer number, l.
After the calculation of a new inversion distribution throughout the layers, the
new pump light distribution must be calculated and so forth.
The result is an array of inversion values for each time step and layer. In order to
ﬁnd the modal gain for a certain mode, m, the electro-magnetic ﬁeld distribution
and the local gain in the dye medium must be taken into account.
The local gain, for a certain concentration of molecules in the upper laser state,
N2, as a function of the wavelength can be expressed by
g(λ) = σem(λ)N2 − σab(λ)(N −N2) (4.67)
To obtain the transverse modal gain, which is the incremental rate of growth of
the mode ﬁeld as it propagates down the gain-structure, the following expression
can be used (from [56] section A5.1):
〈g〉xy =
∫ E∗(x, y)g(x, y)E(x, y)dA∫ |E(x, y)|2dA =
∫
g(x, y)E∗(x, y)E(x, y)dA∫ |E(x, y)|2dA (4.68)
where E(x, y) is the distribution of the electric ﬁeld. The ﬁeld distribution for a
planar waveguide can be obtained as described in section 4.1.1 (notice the diﬀer-
ence in coordinate system).
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In case the gain for a complete mode in a resonator is to be obtained, the weighted
average along the z axis of 〈g〉xy with the ﬁeld should be taken.
In cases where the ﬁeld and the gain is constant in the lateral direction (y) the
modal gain is expressed simply by
〈g〉x =
∫
g(x)E∗(x)E(x)dx∫ |E(x)|2dx (4.69)
This is approximately the case for structures based on planar waveguiding, where
the structure is much wider than it is high.
In this way, the small signal gain for modes in a planar waveguide pumped by
a pulsed source, can be found as function of time and wavelength. The model
should work insofar as the cross section functions are accurate and as the pump
pulse is much shorter than the inter-system crossing lifetime. The cross-sections
are, however, dependent on solvent, temperature and concentration. The model
can be extended to take intersystem crossing and other phenomena into account.
The model was used to ﬁnd the threshold of the microﬂuidic laser in Section 6.5.
Chapter 5
Fabrication techniques
Several methods of fabrication of structures in thin ﬁlms have been used through-
out the work covered in this thesis. All methods are lithographic in nature, and
the patterns are formed in a thin structurable layer on top of a hard substrate.
The four lithographic techniques that have been tried are
• UV lithography
• Electron beam lithography (EBL)
• X-ray lithography (XRL)
• Nanoimprint lithography (NIL)
This chapter describes the four diﬀerent lithography types, and aims to provide the
reader with a sense of the techniques, advantages and disadvantages. Quantitative
comparative studies are not described.
The motive for examining the diverse techniques has been to determine which
kind would be appropriate for particular structure types.
5.1 Lithography
Lithography is the process of writing on a surface, originally a stone surface. The
primary lithographic method used for the laser devices described in this thesis, is
radiation induced patterning of a thin polymer layer. Using radiation to pattern
surfaces has the advantage that simple shadow masks can be used to replicate the
pattern of the mask in the resist. In the case of single narrow ray like radiation,
the ray can be scanned to deﬁne the patterns, as in electron beam lithography.
The resist used for all radiation patterned devices described in this thesis, is
SU-8 from Microchem Corp. [27]. The resist has a negative tone, meaning that
areas exposed to radiation will remain after development. Under the inﬂuence of
radiation, an acid is formed in the resist, which promotes polymerization during
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a subsequent heat treatment. The radiation exposed SU-8 is thus thermosetting,
while the unexposed is not, and the non-polymerized SU-8 can be removed by a
mild solvent (developer). For more on SU-8, see [4, 68], and for in-depth details
on the diﬀerent lithographic techniques, see the referenced literature.
5.1.1 UV lithography on SU-8
As the name implies the method uses ultraviolet radiation in order to induce
the chemical change forming the photo-initiator acid in the SU-8 resist to be
patterned.
The apparatus for performing the UV exposure of the resist (usually called an
”aligner”), consists of a UV source, a mask holder, a substrate holder and micro-
scope to align mask and substrate. The UV source delivers the radiation for the
exposure. For SU-8, the source should be based on a Hg lamp with ﬁlters to allow
only the Hg I-line (365 nm) to reach the SU-8 as described in Section 2.1.1. The
mask holder and the substrate holder keeps the mask and substrate in close prox-
imity or in contact, while also allowing alignment of the two. Opening a shutter
exposes the mask and substrate assembly to the UV light.
A mask made of metal (for example Cr) on a transparent plate is used to cast a
shadow on the photosensitive resist. Masks can be ordered from several companies.
For SU-8, the standard process sequence is illustrated in Figure 5.2. Apart from
a spin step illustrated in Figure 5.1, where dissolved resist is deposited on the
substrate, the process sequence consists of; 1) a pre-exposure bake, where the
resist solvent is evaporated, 2) exposure with UV light through a mask, 3) a post-
exposure bake, where exposed resist is cross linked and 4) a development and
rinsing step, where unexposed resist is dissolved by a developer.
Figure 5.1: Thin ﬁlms of resist are deposited on substrates via a spin process.
Figure 5.3 shows 26 µm wide strips of UV deﬁned SU-8. The two pictures show
the same structure from two diﬀerent angles. There are several characteristics
in the pictures that are connected with using UV light. Although the illustrated
structures were not optimized with respect to corner sharpness and resolution,
they do represent characteristics that are present, even for optimized structures.
First of all, the corners of the strips of SU-8 are rounded (as viewed from above),
whereas they should nominally have been sharp right angles. The rounding of the
corners in the structures in Figure 5.3 is caused by using a small distance of 30 µm
between the mask and substrate during UV illumination, and the rounding would
be smaller (see Figure 5.4) if the mask and substrate was kept in contact. However,
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Figure 5.2: The lithographic steps for UV lithography on SU-8.
Figure 5.3: 26 µm SU-8 strips on a glass substrate fabricated via UV lithography. The
structure is seen from two diﬀerent angles.
contact between the mask and substrate tends to stick the two of them together,
thereby contaminating the mask - especially due to the edge bead phenomena.
Secondarily, the step from cross linked resist to removed resist is not a perfect
step function. The resist has a ”skirt” at the foot of the structures and the top
surface of the structures bends down before the step initiates.
For optical structures, the good verticality of the wall that is obtained in the
lithography is beneﬁcial, but the ”skirt” and the bending of the top surface are
likely to lead to scattering losses. In spite of this, UV lithography can be used to
make lasers of suﬃcient quality to operate in a single mode.
The lithographic result varies with the process parameters. The main parameters
are the exposure dose and the post-exposure bake temperature. In general the
parameters must be optimized to the resist thickness. The parameters described
in Chapter 6 and in the articles referenced in the appendix, can be recommended
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as starting points for replication of the devices.
The minimum structure size with UV lithography is determined by the ﬁnite
wavelength of the light, which leads to diﬀraction, and thus also by the thickness
of the resist. With optimization, good resolution and aspect ratios can be achieved
with UV lithography on SU-8. In Figure 5.4 a structure with an aspect ratio of 6
and a width of about 1 µm is illustrated (from [33]).
Figure 5.4: High quality SU-8 structures fabricated with UV lithography (reproduced
from [33]).
There are some recurring phenomena associated with SU-8. First of all, SU-8 has
the tendency to form cracks to release internal stress. These cracks either appear
around (dust-) particles or they may appear at corners in the lithographically
deﬁned structure. To lower the risk of cracking, therefore particle contamination
should be minimized and sharp corners in the design pattern can be rounded in
order to distribute the stress along a longer edge. Cracking of the SU-8 ﬁlm during
development is a common problem, and it seems that the density of cracks increase
with time the ﬁlm is developed in PGMEA (propylene glycol monomethyl ether
acetate). Therefore the development time should be no longer than necessary. A
simple method to remove cracks that may have appeared, is to apply a quick heat
treatment, such as 160 ◦C for 60 seconds. This will in many cases heal cracks.
The treatment can be repeated.
SU-8 structures have a tendency to delaminate from the surface, especially if the
surface is silica (as opposed to silicon). The delamination releases internal stress
in the resist, and the released structures grow about 10% in length and width.
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Delamination may be promoted by submerging the substrate containing the thin
ﬁlm in acetone.
Delamination worsens for small (∼10 µm wide) line structures as compared to
larger areas. When the aspect ratio of the structures becomes too high (above
∼2) the SU-8 seems to yield to the internal stress by elongating and becoming
wavy, even though the resist has not delaminated.
As a ﬁnal comment, even though cross-linked SU-8 can be removed with sul-
phuric acid, the reaction causes a brown substance which may contaminate other
structures.
5.1.2 Electron beam lithography on SU-8
In electron beam lithography (EBL) on SU-8, the photo-initiator is activated by
a beam of electrons impinging the resist. The exposure takes place in a vac-
uum chamber, and a narrow beam of electrons are swept across the resist surface
according to the design pattern. The beam delivers a dose (charge per area)
dependent on the beam current and sweep speed.
Due to the charge of the electrons, it is necessary that the substrate is conductive,
to ensure that the electron beam will not charge the substrate. Charged areas
will deﬂect the electron beam, and thus distort the pattern to be written. In
case an insulating substrate is required, a thin metal layer deposited by thermal
evaporation on the resist surface can take care of charge removal.
A unique issue that can arise in EBL, is caused by the proximity eﬀect. The
eﬀect consists in unwanted exposure of resist in the proximity of the nominally
exposed structures. Thus, around the written pattern, one can observe residuals
of resist, especially if the written pattern is dense. This exposure of the resist
in the proximity of the exposure zones can be reduced by reducing the exposure
dose. But there is a lower limit to the dose that can be allowed, since the resist
pattern must not be underexposed as this can cause bad structure quality and
delamination from the substrate. Usually it is necessary to ﬁnd a dose that suits
a particular pattern, to optimize the result. The 100 keV JEOL electron beam
writer at DANCHIP represents the state of the art. The proximity eﬀect worsens
with lower beam energies.
The apparatus itself for EBL, consists of a complex electron beam cannon that
can be blanked and which has precise control over the direction of the beam of
electrons. The resist covered substrate is placed at the target plane of the electron
beam. The beam position at the target plane is computer controlled, according
to a design ﬁle. The exposure necessarily takes place in a vacuum chamber, and
loading and unloading of the sample from the chamber are fundamental procedural
steps, that may be somewhat time consuming.
Apart from the exposure method (Figure 5.5), the process sequence is of the same
type as for UV lithography (Figure 5.2). It may be advantageous to lower the post-
exposure bake time and temperature though, since this may increase resolution
by minimizing diﬀusion of the photo-initiator, and be relevant for minimizing the
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proximity eﬀect.
Figure 5.5: Exposure step of resist with electron beam.
Figure 5.6: Electron microscope image of EBL deﬁned SU-8. A periodic corrugation on
the structure has been induced by varying the exposure dose.
Figure 5.6 shows an electron microscope picture of a SU-8 structure deﬁned via
EBL. Compared to UV lithography, the corners are very well deﬁned. The radius
of curvature appears from the image to lie below 50 nm. The walls of the resist
are well deﬁned, and do not exhibit a ”skirt”. Nor does the top surface curve
down before the wall appears, as can be the case for UV lithography (Figure 5.3).
Since a 20 nm layer of gold was deposited on the wafer, this may have increased
the roughness of the resist surface due to aggregation of metal in islands, rather
than a uniform layer. The top surface of the SU-8 has a corrugation with a period
of 180 nm, which was made by varying the dose delivered to the resist in a line
pattern.
Using a scanning electron beam to irradiate the resist, it is easy (apparatus al-
lowing) to vary the dose delivered to individual areas. Since the height of the
developed resist varies with the received dose, this makes it possible to create
height variations in the resist, simply by varying, say, the scan speed of the elec-
tron beam during exposure. Thus grey scale lithography can be obtained.
The dose curve in Figure 5.7 shows the resist height after development for varying
doses applied to the resist (original resist height: 700 nm). The resist height was
measured with a surface proﬁler. The slope on the dose curve makes it possible
to control the ﬁnal resist height, by adjusting the dose delivered to the resist.
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Even though the dose curve in Figure 5.7 appears to warrant the possibility of
varying the resist height with 40 % or more, the quality of the resist deteriorates
with too low doses. Figure 5.8 shows a series of electron microscope pictures of
resist structures exposed with doses from 4 to 14 µC/cm2. It is apparent that
the resist quality is bad for doses below ∼6 µC/cm2, where a spongy network
forms. The sponginess is likely to cause scattering of light, leading to losses for
light propagating in the resist. The resist was exposed with a beam energy of
100 keV and a beam current of 0.2 nA.
Figure 5.7: Residual height of a SU-8 resist ﬁlm exposed with varying doses. The original
ﬁlm thickness was 700 nm.
Electron beam canons in electron beam writers can only be scanned reliably within
a limited ﬁeld (500 µm by 500 µm for the DANCHIP EBL apparatus). Larger
EBL deﬁned structures are written by ”stitching” together write areas. Stitching
can lead to errors in the written pattern as present in Figure 5.23 and Figure 8.7.
During the work in this thesis, it appeared that stitch errors were worsened slightly
when using silicon substrates with a thin (2.5 µm) layer of silica, as opposed to
using pure silicon with a thin resist layer. Structures on silica thin ﬁlms were
routinely fabricated during the work in this thesis, however, in an experiment
where pure glass wafers were used, the stitch errors were signiﬁcant (as would
have been expected) and the structures unusable.
In conclusion, the major advantage of electron beam lithography, as compared
with UV lithography, is the high resolution that can be achieved. EBL also has
the advantage that sidewalls become vertical. The edges on the top and the
bottom of the resist become sharp, with resolution that seems mostly limited by
the resolution of the resist itself.
Although EBL can be used to create structures of superior resolution, it is a
rather slow exposure method due to its serial nature. Exposures normally lasts
from 20 minutes to half a day, depending on the resolution, dose and structure
size. In addition, loading and unloading procedures easily reach half an hour in
total. Therefore EBL is a very good tool for prototyping, but obviously not suited
for production of large quantities of devices. Large scale production facilities that
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Figure 5.8: Electron microscope images of 500 nm thick SU-8 resist layer on silicon. The
resist quality depends on the exposure dose. The doses are; a)4 µ C/cm2 b) 6 µ C/cm2 c)
8 µ C/cm2 d) 10 µ C/cm2 e) 12 µ C/cm2 f) 14 µ C/cm2. (Notice the diﬀerence in scale
between the images).
need the same type of resolution as EBL can provide, using for example extreme
ultraviolet (EUV at 13 nm) radiation. However there appears to also grow a
market for medium scale production, where methods such as nanoimprint lithog-
raphy may be economically advantageous, competing with the very expensive
EUV equipment.
5.1.3 X-ray lithography on SU-8
Using X-rays to trigger the photo-initiator is another method to pattern SU-
8 resist with very high resolution. The X-rays that have been used in the work
described in this thesis, have a wavelength of 0.8 nm (1.5 keV), and thus diﬀraction
has a very small impact on the resolution, as compared to UV lithography. Since
the X-ray synchrotron source has a very small divergence, when delivered from a
high quality source, this means that high resolution can be obtained even thick
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resist layers.
From the experiments I have performed (in cooperation with Dr. Filippo Ro-
manato), it appears that the ﬁnal resolution is determined by the X-ray mask and
the intrinsic resolution of the resist, rather than by diﬀraction of the X-rays or
other factors.
The major feature of the apparatus is the beam source. At the moment, there
exist no laboratory sized machine that is able to deliver the intensity needed to
do eﬀective X-ray lithography. The beam is delivered by a synchrotron, which is
a large scale facility. Figure 5.9 shows the round building housing the synchrotron
that was used as X-ray source for the work in this thesis. The synchrotron con-
sists of en electron storage ring with a circumference of 260 m, where bunches of
electrons are accelerated to high energies, usually 2 GeV for ELETTRA. The syn-
chrotron radiation itself, is produced by bending the electron beam with magnets
and the intensity of the radiation depends on the electron beam current in the
synchrotron ring, while the spectrum depends on the energy. The broad spectrum
high energy X-radiation is emitted into a so called beam line, which is a dedicated
X-ray beam management setup. Figure 5.10 shows a photograph taken down the
LILIT beamline that was used as X-ray source for the work in this thesis. For
X-ray lithography, the beam line will contain wavelength selective mirrors, that
picks out energy ranges of choice.
Below follows a description of the XRL setup at the LILIT beamline at the ELET-
TRA synchrotron in Trieste, Italy.
Figure 5.9: Aerial photograph of ELETTRA synchrotron facility (from [69]).
At the end of the beam line, the beam tube opens up to free air, the X-rays pass
through a beryllium window that ensures a continuous vacuum behind the window
(see Figure 5.11). The mask and substrate can be mounted on a so-called stepper
in front of the beam exit. The stepper scans the mask and substrate assembly
across the beam with a controlled speed. By scanning with diﬀerent speeds, the
X-ray dose reaching the resist can be varied, although the X-ray intensity is ﬁxed
by the beamline setup and the synchrotron electron beam current. The beam
current drops slowly to half over a period of 36 hours due to loss or electrons in
the storage ring. New electron bunches have to be injected to raise the current
once more.
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Figure 5.10: Photograph down the ”LILIT” beamline (from [69]).
Figure 5.11: Beam exit and stepper at LILIT beamline at the ELETTRA synchrotron
facility, Trieste, Italy. The substrate to be exposed is mounted on the stepper plate in front
of the X-ray beam exit tube.
In order to avoid ionization of the ambient atmospheric air, the beam tube exit
is ﬂooded with helium, which also envelopes to the mask and substrate. The
exposure takes place in a lead walled room which must be evacuated of all persons
during exposure, and the stepper and beam line is controlled remotely.
Masks for XRL consist of a radiation absorbing layer made of a heavy material
on a thin ﬁlm of a suﬃciently light-weight material. This principle is somewhat
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diﬀerent than the principle for masks for UV lithography, since they use reﬂection
or optical opacity to cast a shadow. XRL masks can for example be made of gold
on a silicon nitride ﬁlm. The extinction ratio of the X-rays between the dark and
the clear ﬁelds of the mask depends on the gold layer thickness. The extinction
ratio that is needed, depends on the contrast of the resist. This minimum gold
layer thickness, which was found to be 650 nm [70], increases the diﬃculty of
fabricating the mask, since high (650 nm) vertical walls of metal have to be fash-
ioned with a wall quality suﬃcient for the application (peak to peak roughness of
∼40 nm for optical purposes).
In order to fabricate thick heavy metal structures with vertical walls, they are
made via an electroplating process. The mask fabrication sequence consists of
the following steps; 1) preparation of thin silicon nitride ﬁlm with thin gold layer
and a resist layer, 2) deﬁnition of resist free areas via EBL, where gold is to
be electroplated 3) electroplating of gold and 4) removal of EBL resist. The
fabrication steps for making a mask are shown in Figure 5.12.
Figure 5.12: X-ray mask fabrication steps.
During the exposure step of the resist ﬁlm, the mask is placed in contact with
the resist and mounted in the X-ray beam path on the stepper. The lithographic
process is much the same as for UV lithography, except for the radiation type
and the mask type. It is necessary to adjust post-bake time and temperature to
optimize the process.
Figure 5.13: Principle of exposure step with X-rays. The resist underneath thick mask
areas will receive less X-ray dose than resist under areas where the mask is thin.
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Figure 5.14: Electron microscope image of gold X-ray mask detail.
Figure 5.15: Electron microscope image of gold X-ray mask detail.
Figures 5.14 and 5.15 show electron microscope pictures of details of X-ray masks
with gold on a silicon nitride membrane. The masks were fabricated in Trieste,
Italy, in cooperation with Dr. F. Romanato. The top surface of the gold layer
is somewhat rough due to the roughness induced in the electroplating process.
However, it is the roughness on the sidewalls which is critical, since variations on
the walls lead to edge roughness on the ﬁnal resist in the form of vertical stripes.
Although it was not possible to fabricate masks with lower side wall roughness
than in Figures 5.14 and 5.15, the stripe formed roughness induced by the mask on
the ﬁnal resist, appeared to be of the same magnitude as the intrinsic roughness of
the resist. The thickness of the gold on the mask in the ﬁgures is approximately
600 nm. It should be mentioned that the thickness varies as a function of the
pattern density due to the electroplating process, which is sensitive to this factor.
This can create problems if a mask contains both dense small structures and large
wide structures.
Figure 5.16 shows an electron microscope image of a common phenomena in XRL
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Figure 5.16: Electron microscope image of X-ray fabricated SU-8 structure. A top surface
ﬁlm is present due to overexposure.
on SU-8. The surface of the resist has polymerized after the post-exposure bake
plus development and forms a ﬁlm on top of the nominal resist pattern. The ﬁlm
can be eliminated by lowering the X-ray dose, which indicates that the ﬁlm is
caused by the residual X-rays penetrating the shadow areas of the mask. If the
mask contrast is too low, it is not possible to lower the dose enough, without
underexposing the SU-8. It may be conjectured that the surface of the SU-8
resist is, for some reason, more sensitive than the bulk, which is why a surface
ﬁlm appears, even though the absorption of the X-rays through the resist is low
due to the low density of the hydro-carbon based material.
Figure 5.17: Electron microscope image of optimized X-ray fabricated SU-8 structure.
Figure 5.17 shows a typical result of an optimized XRL process on a 6 µm SU-8
layer. The structure is well deﬁned, with minimal (but present) ”skirting”. Ver-
tical stripes on the side walls are clearly present, and is caused by mask side wall
roughness. Figure 5.18 shows an electron microscope image of another optimized
structure.
Figure 5.19 shows SU-8 structures made by exposing the mask and substrate
assembly to the X-ray beam in an angle of 45 degrees, instead of the normal 90
degrees, see also Section 8.3. Synchrotron X-radiation is uniquely eﬀective for
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Figure 5.18: Electron microscope image of X-ray deﬁned SU-8 structure.
Figure 5.19: Electron microscope image of SU-8 structures made by angled X-ray exposure
(45◦).
making this kind of angled high resolution exposures due to the low dispersion of
the X-ray beam. This is near to impossible in EBL due to the problem of keeping
the beam focus stable. UV lithography is a candidate for making the sort of
structure, although with lower resolution and it would require a collimated source,
for example from a UV laser. Finally, nanoimprint lithography can create levelled
imprints, however it is not possible to make negative slopes on the sidewalls of
the resist.
In conclusion, as with UV lithography, the quality of the mask can limit the quality
of the resist pattern. For UV lithography, fabricating masks that are of suﬃcient
quality, such that other factors limit the ﬁnal pattern quality is fairly easy. But
making X-ray masks for lithography on SU-8 is somewhat more demanding, and
the masks must be produced by oneself.
Even with sensitive chemically ampliﬁed resists as SU-8, the X-ray beam bright-
ness needs to rather high as the required dose is ∼35 mJ cm−2. Thus large
synchrotron facilities are necessary to produce the appropriate radiation, until
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bright table-top sources are available. So, even though X-ray lithography is a
rather fast and easy process, the scarcity and expense of the beam source limits
the commercial and research applications.
5.1.4 Nanoimprint lithography on thermoplasts
Unlike the three previous lithographic methods described above, nanoimprint
lithography (NIL) is not based on radiation driven chemical changes in the resist,
but rather on mechanically induced material relocation. Eliminating radiation
sources in the lithographic process, removes all the problems related to waves
(and energetic charged particles); diﬀraction, absorption, scattering and charg-
ing. NIL has other kinds of limitations, but the resolution that can be achieved
depends entirely on the stamp, and not on the contingencies of the lithographic
process. Even the type of intrinsic resolution limit that is observed for SU-8 (and
other resists) becomes irrelevant, since the structure is determined by mechanical
forces, rather than by changes in chemical nature of the resist and wet chem-
istry during development. Therefore NIL can in principle surpass all radiation
based lithographic techniques, with respect to parameters such as resolution and
roughness of the surfaces.
In the NIL process, a ﬁlm of thermoplastic resist on a substrate is patterned with
a stamp that is pressed down on the resist while the assembly is heated to above
the glass temperature of the resist. The thermoplastic resist will then conform
to the stamp. Subsequent cooling of the resist, brings the resist below the glass
temperature again, and the stamp pattern remains in the resist after separation
of the stamp and the resist coated substrate. The imprint process is illustrated in
Figure 5.20. There will always remain a residual layer of resist under the stamp
protrusion areas, which has to be taken into account in further processing.
Figure 5.20: Fabrication steps during imprinting.
The apparatus used for NIL consists of ﬂat plates that can be pressed together
with an adjustable force. The plates can be heated and cooled, and substrate
and stamp can be mounted on the plates. During operation, the temperature
and pressure is controlled with a computer (in advanced setups). To enhance the
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imprint uniformity, rubber like materials can be inserted in between the plates
and the substrate.
The process steps for NIL depends on the type of imprint that is fabricated. In
case the imprinted polymer itself forms a device (for example an optical structure
as in Section 6.5), the process sequence is; 1) spin deposition of thermoplast, with
subsequent bake-out of solvent, 2) imprint and 3) separation of substrate and
stamp.
The separation of substrate and stamp can be somewhat diﬃcult, however there
exist high performance anti-stiction coatings that can be applied to the mask, in
order to ease the separation step.
Figure 5.21: Electron microscope image of 26 µm wide structures made with thermal
nanoimprint lithography. The box with the arrow indicates the zoom illustrated in the
Figure 5.22 below.
Figure 5.22: Electron microscope image of 26 µm wide structures made with thermal
nanoimprint lithography. The structure is a detail of the ﬁgure above.
Figure 5.21 and Figure 5.22 show nanoimprinted structures in COC. The pattern
is the same as the pattern in Figure 5.3. The imprinted structure has vertical
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sidewalls, no ”skirting” and a ﬂat top surface. The smoothness of the surfaces,
which reﬂect the smoothness of the stamp, is achieved by applying a ”smoothing
step” (described in [71]) to the stamp. This, however, has the eﬀect that the
corners become somewhat rounded as seen in the closeup in Figure 5.22. It should
be immediately obvious from the images, that the quality that can be achieved
with NIL is very good.
Figure 5.23: Electron microscope image of silicon stamp with corrugation with a pitch of
about 200 nm.
Figure 5.24: Electron microscope image of PMMA structure made via imprint in a thin
ﬁlm of PMMA of the stamp in the ﬁgure above.
Figure 5.23 shows a silicon stamp and Figure 5.24 shows the imprinted structure
in a 680 nm thick PMMA layer [72]. The stamp contains 200 nm features that
seems to be perfectly transferred to the PMMA resist (Figure 5.24).
The time necessary for a complete imprint step can be long, half an hour or more.
The imprint time could be shortened signiﬁcantly if the temperature could be var-
ied quickly, especially cooling the large pressure plates in the imprint operation is
time consuming. The temperature cycle time could be shortened by, for example,
lowering the thermal mass of the system.
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The residual layer (see Figure 5.20) is unavoidably present after imprint. If the
imprinted polymer itself forms the device, then this residual layer must be thin
enough not to disturb the functionality of the device. This is particularly relevant
for optical components, where the imprinted structures have a waveguiding func-
tionality. In this kind of components, it is obvious that the residual layer should
be thin enough, not to be able to support conﬁned propagating modes.
5.2 Summary
In summary, several factors may be relevant when deciding which lithographic
technique to use for SU-8. Table 5.2 aims to sum up pros and cons of the diﬀerent
lithographic methods.
Method Price Resolution Mask price Availability Roughness Throughput
UV + − + + + +
EBL − + + † − + -
XRL − + − − − ‡ +
NIL + + − + + +
† No mask necessary. ‡ The roughness depends on the mask, see text.
A few comments in connection with Table 5.2: The price varies a lot and UV
lithography is by far the cheapest process. The actual cost of NIL is diﬃcult to
determine yet, since this lithographic method is still under development. Only UV
lithography has a signiﬁcantly lower resolution than the other types of lithography
due to the wavelength of the light. The mask price for XRL and NIL is high
since the masks must be fabricated with expensive techniques (i.e. EBL). A UV
lithography setup and a nanoimprint setup are fairly easy to install in a clean-room
laboratory, while machines for EBL and especially XRL require more resources and
are therefore more rare. The side wall smoothness of the XRL fabricated devices
have not been of superior quality in the work presented in this thesis, however, in
principle the roughness depends on the mask, which it may be possible to fabricate
with a higher quality than what has been obtained in the present work. Finally,
the throughput per device on a wafer must be considered. EBL is signiﬁcantly
slower than any of the other methods.
There is an abundance of resist types apart from SU-8, and new resist types are
being developed. For example new types of SU-8 itself, are being developed with
a lower dispersion of the size of the resin molecules, leading to a higher contrast
of the resist. It is recommendable to research the appropriate new resist types in
the design phase of new components.
Chapter 6
Fabricated lasers
This chapter describes a number of lasers that were developed and investigated
during the work described in this thesis. The devices were all fabricated at MIC
and DANCHIP except for devices fabricated with X-ray lithography, which were
fabricated at the ELETTRA synchrotron facility in Trieste, Italy. All optical
characterization was performed at MIC.
Some devices were investigated in collaboration with other Ph.D. students and
master students at MIC. The contributions to each investigation is mentioned in
a footnote at each description.
6.1 Laboratories
The DANCHIP clean-room facility (class 100) was used to fabricate all devices,
apart from devices fabricated with X-ray lithography. All machines for fabrica-
tion was located inside the clean-room except for the dicing saw used to cut out
chips from wafers and the diamond drill. More information about the current
DANCHIP cleanroom facilities are available at http://www.danchip.dtu.dk/.
An optical laboratory was used to characterize the fabricated devices with respect
to their light emission during optical pumping (Figure 6.1). The two most im-
portant pieces of equipment was a frequency doubled Nd:YAG laser and a CCD
based spectrometer. The Nd:YAG laser was a Continuum Surelite I-10 which
consisted of a ﬂash lamp pumped Nd:YAG rod placed in a Q-switched optical
cavity. The lasing action of the Nd ions takes place at 1064 nm and the intense
pulses of infra-red light were frequency doubled in a non-linear crystal, yielding
532 nm (green light). Various optics delivered the green light to a sample plat-
form, where the polymer light source devices under investigation could be placed.
The speciﬁed pulse width of the pump laser was 5 ns and the repetition rate could
be varied from a single shot to 11 Hz. The spot proﬁle of the laser was ﬂattened
before the light met the non-linear frequency doubling crystal, in order to increase
conversion eﬃciency. However, this ﬂattening leads to some fringe structures in
the mode, which must be taken into account when aligning the polymer devices
under investigation to the pump beam from the Nd:YAG laser.
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Figure 6.1: Photograph of the optical characterization laboratory showing the setup used
to characterize the polymer laser devices.
The spectrometer that was used to measure the output spectra from the devices
under test, was from Avantes and based on a ﬁxed grating and a linear CCD
array. The spectrometer was interfaced with a desktop computer. A multimode
ﬁbre with a core diameter of 200 µm delivered the light to be measured to the
spectrometer. In all experiments the other end of the ﬁbre directly picked up the
light emitted from the dye light sources into free space. The ﬁbre was placed
1 mm to 5 cm from the devices under investigation, depending on the intensity
of the emitted light. The spectrometer had a wavelength resolution of 0.15 nm
(FWHM of the response to a very narrow line laser) and distinguished light in
4000 levels. Due to this limited dynamic range, the side mode suppression ratio
(SMSR) for the lasers could not be measured reliably. Even so, the lasers in this
thesis that clearly operated in a single dominant mode are termed ”single mode”.
The available laboratory equipment only made it possible to measure the output
energy of one type of laser device (the microﬂuidic high order Bragg grating DFB
laser). Therefore this important parameter could not be determined for most
lasers.
For the rest of this thesis, when ”the spectrometer” or ”the Nd:YAG laser” is
mentioned, it refers to the equipment described above.
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6.2 Laser overview
Several kinds of lasers are presented below. They are based on diﬀerent feedback
mechanisms and the gain medium either consists of the laser dye Rhodamine 6G
embedded in a polymer matrix or of a liquid solution of Rhodamine 6G.
The following lasers are described:
• Metallic mirror laser [73]
• Three layer trapezoid laser [74]
• High order Bragg grating DFB lasers [75, 76, 77]
• First order Bragg grating DFB lasers [25]
The devices with grating based feedback could operate in a single mode, due to
the wavelength dependence of the reﬂection from the gratings. On the other hand,
the lasers using metallic mirrors or total internal reﬂection (the trapezoid laser)
all operated in multiple modes and were not fully monochromatic.
6.2.1 Fluidic dye lasers
The two types of ﬂuidic dye lasers presented below in Section 6.3 and 6.5 are based
on liquid solutions of the laser dye Rhodamine 6G, ﬂowing through microﬂuidic
channels on the laser chips. This makes it possible to vary parameters in real
time, such as the refractive index of the ﬂuid and the concentration of the laser
dye, during operation of the laser. Furthermore, the microﬂuidic channel makes
it possible to replenish with new dye solution if the dye molecules in the laser
should photo-bleach.
Due to the microﬂuidic channels, the laser chips must be sealed oﬀ by a lid.
The lid will also form part of the optical structure, and the materials must be
chosen under observation of both optical and bonding properties. Optically, the
lid forms the cladding of a waveguide structure, and must therefore present a lower
refractive index to the propagating light wave than the waveguide core (except
for the laser based on metallic mirrors in Section 6.3, that does not utilize the
waveguiding eﬀect).
The microﬂuidic network on the chips were made by forming the channel pattern
in a thin-ﬁlm of polymer (for example SU-8) on a substrate. The lid was bonded to
the chips by means of a thermoplastic polymer thin-ﬁlm (for example PMMA) on
a separate substrate, thereby sealing the channels. The ﬁnal sandwich consisted of
a bottom wafer, a patterned thin-ﬁlm, a thermoplast thin-ﬁlm and a top substrate.
To access the channels, holes were drilled through the lid or the bottom substrate.
Due to the hardness of the materials - glass or silicon - a diamond encrusted drill
or sand blasting had to be used to make the holes. Both methods create a lot of
dust, and care has to be taken if further clean room work is necessary for drilled
devices. Also the dust may settle in the microﬂuidic network.
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6.2.2 Solid state dye lasers
The solid state dye lasers and ASE devices presented in Sections 6.4, 6.5, 6.6,
8.1, 8.2 and 8.3 are all based on Rhodamine 6G embedded in polymerized SU-8
or in PMMA. The shape of the doped polymer deﬁnes the optical resonators.
Embedding dye in the solid polymer matrix that also forms the laser resonator,
has the obvious disadvantage that bleached dye cannot be replenished, and the
lasers have a lifetime that is limited by bleaching of the dye. However, judging
whether the lifetime is short or long depends on the application, since the lasers
can last several hundred thousand pulses. Considering the case where each pulse
entails a measurement, the number of measurements is large.
It is an obvious advantage of using embedded dye that the laser is ready for use
”as is”, and does not require an external liquid dye source and ﬂuidic connection
to the chip.
6.3 Metallic mirror laser with vertical output
One of the ﬁrst types of microchip lasers that was developed at MIC by Bjarne
Helbo and Anders Kristensen [9], was based on a pair of opposing ﬂat metal-
lic mirrors, with the gain dye solution located in-between the mirrors. In the
work described in this section1, the metal mirror laser type was integrated with a
microﬂuidic mixer and the response to varying parameters of the ﬂuid was inves-
tigated.
The simple metal mirror resonator surrounding a microﬂuidic channel formed a
test-bed for exploring the inﬂuence of the dye concentration and the refractive in-
dex of the dye solvent on the emitted light from the device during optical pumping.
As mentioned in Section 4.2.1, the position and shape of the spectral gain peak
depends on several parameters, among these are the dye concentration and the
solvent (and thereby the refractive index), which could be easily changed in the
chip device described below. Since the chip contained a microﬂuidic mixer, the
ﬂuid parameters could be varied in real time by changing the ﬂows into the two
inlets of the mixer.
The laser resonator (see Figure 6.2) consisted of two metallic mirrors located on
the top and the bottom of a 1 mm broad and 7.5 µm high microﬂuidic channel
as illustrated in Figure 6.3. The channel was ﬁlled with an ethanolic solution of
Rhodamine 6G, which was optically pumped with a frequency doubled Nd:YAG
laser through the semi-transparent top mirror (power reﬂectance: 0.72). The top
mirror both coupled out light from the laser and permitted pumping light to reach
the dye solution between the mirrors.
The bottom metallic mirror covered the entire chip, while the top mirror covered
an area of 1 mm by 1 mm. The mirrors were only separated by the 7.5 µm
1My contribution to this work has consisted in optical characterization and analysis of the
measurement results.
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Figure 6.2: Photograph of the metal mirror laser mounted in a sample holder with ﬂuidic
connections. The chip contains a microﬂuidic mixer and the mixed dye ﬂuid is carried to
the resonator area (grey square) via a meander. For clarity, the lower part shows a drawing
of a closeup of the meander and laser area.
Figure 6.3: a) Top view and cross-sectional view of metal mirror laser device. Two inlets
(1 and 2) allow ﬂuids into the microﬂuidic channels, where the ﬂuids are mixed and directed
through a meander to the laser resonator which is located at the top mirror. The cross
section shows the layered structure of the chip. b) Sketches of an area of the microﬂuidic
channel with only a bottom mirror and an area with both a bottom and a top mirror.
high channel and by the 2.6 µm thick layer of PMMA used for bonding the glass
lid to the SU-8. The extension of the mirrors were therefore much larger than
the distance between the mirrors. Under usual free-space optics circumstances,
two ﬂat mirrors placed some distance apart would yield a quite lossy resonator
due to the non-conﬁnement of the light. However, the loss caused by diﬀraction
at the edge of the mirrors in the integrated resonator is negligible compared to
the loss posed by the semi-transparent top mirror. It can be expected that the
integrated metal mirror resonator is modelled suﬃciently well as a simple Fabry-
Pe´rot resonator. The power reﬂectance on the dielectric interface between the
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ethanol and PMMA is negligible (R=0.3%). The expected transmission response
of the micro-resonator, calculated via the formula below (from [78]), is illustrated
in Figure 6.4. The mode spacing is 10.9 nm from the Fabry-Pe´rot free spectral
range expression ∆λ = λ2/(2L) ,where λ is the wavelength of the light and L is
the optical path length between the mirrors. In the case of the metallic mirror
laser L = (n1L1 + n2L2), where n1 = 1.33 and L1 = 7.5 µm are the refractive
index and channel height for the ﬂuid channel (containing ethanol), and n2 = 1.49
and L2 = 2.6 µm are the refractive index and the thickness of the PMMA bonding
layer.
Itransm
Iin
=
(1−R1)(1−R2)
(1−√R1R2)2 + 4
√
R1R2 sin
2(L2π/λ)
(6.1)
Figure 6.4: Transmitted power fraction through a resonator with mirrors having power
reﬂectances 0.72 and 0.83 located 13.8 µm from each other. The mirror distance corresponds
to the optical path length (geometric length times refractive index) in the metal mirror
resonator. The reﬂectances correspond to the values for the metal mirrors. Losses are not
taken into account.
According to the design, the top mirror has a power reﬂectance of 0.72, a power
transmittance of 0.06 and a power absorbance of 0.22 at a wavelength of 570 nm.
The bottom mirror has a power reﬂectance of 0.83, a power transmittance close
to 0 and a power absorbance of 0.17 at a wavelength of 570 nm [79].
The fabrication of the laser takes several process steps (see Figure 6.5). Two
Boroﬂoat glass substrates were used. The bottom metallic mirror that covered
the whole wafer was deposited via electron-beam assisted evaporation on the ﬁrst
of the glass substrates. The mirror consisted of 10 nm chromium and 150 nm gold,
deposited in a two step process. The chromium acts as an adhesion promotor for
the gold. A 7.5 µm thick layer of SU-8 photoresist were deposited in a spin coating
step on the ﬁrst wafer (on top of the gold) and pre-exposure baked on a hotplate
with 65◦ for 2 min and 90◦ for 2 min with slow heating and cooling. The SU-8
was illuminated through a mask in a standard UV lithography step with a dose
of 490 mJ cm−2 and post-exposure baked with 65◦ for 2 min and 90◦ for 15 min
with slow heating and cooling. The SU-8 was developed in PGMEA for 4 min.
6.3 Metallic mirror laser with vertical output 77
Figure 6.5: Process steps for fabrication of the metal mirror laser.
The 1 mm by 1 mm metallic mirrors on the top of the microﬂuidic channels were
deﬁned on the second glass substrate using UV lithography, metallization and
lift-oﬀ of the metal on the remaining resist in a developer. Electron-beam assisted
evaporation metallization was used to deposit 5 nm chromium and 40 nm gold.
The lid containing the 1 by 1 mm metallic mirror was bonded to the substrate
via PMMA mediated bonding [30]. This both formed the micro-resonators and
sealed the microﬂuidic channels. The bonding layer consisted of a 2.6 µm thick
950k PMMA layer deposited via spin-coating. The holes for the inlets and outlet
were diamond drilled.
The chip was used to examine the character of the emitted light as function
of the Rhodamine 6G dye concentration in the microﬂuidic channel. For the
examination it was mounted in a polycarbonate holder, see Figure 6.6. Figure 6.7
shows output spectra from the metal mirror resonator, when optically pumped
with a pump energy density of 58 µJ mm−2. The incidence angle of the pump
beam on the chip was approximately 45◦. The concentration of Rhodamine 6G
dye in the microﬂuidic channel ﬂowing through the two metal mirrors was changed
by altering the relative ﬂow rate into the two mixer inlets of pure ethanol and a
0.1 mol/L ethanolic solution of Rhodamine 6G controlled by syringe pumps. The
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Figure 6.6: Metal mirror laser device holder. a. Schematic illustration of the device holder.
b. Photograph of device holder with a device chip and inlet/outlet tubes mounted.
Figure 6.7: Output spectrum from the metal mirror laser for varying concentrations of
Rhodamine 6G in ethanol. The pump energy density was 58 µJ mm−2. The label indicates
the relative ﬂow rate of pure ethanol and a 0.1 mol/L ethanolic solution of Rhodamine 6G
controlled by syringe pumps.
output spectra in Figure 6.7 resembles multi mode lasing, with a mode distance of
11.5 nm. However, it is not determined if it is lasing or ﬂuorescence enhanced by
the resonator. As the dye concentration changes, the spectrum shifts. This shift
is most probably caused by a change in the refractive index posed by the ﬂuid
solution. The phase condition for a Fabry-Pe´rot resonator is 2πq = 2kdn, where
q = 1, 2, 3, ..., k = 2π/λ, d is the mirror distance and n is the refractive index
between the mirrors. The change in wavelength with refractive index is dλ/dn =
2d/q. For the cavity deﬁned by the metallic mirrors, qλ = 2(n1L1 + n2L2), where
n1 and n2 are the refractive indices of the dye solution and the PMMA layer,
respectively, L1 and L2 are the thicknesses of the microﬂuidic channel (7.5 µm)
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and the PMMA layer (2.6 µm) and q is the mode number (found to be 49).
The tuning range determined from the spectra in Figure 6.7 is ∆λ = 4 nm, which
corresponds to a change of refractive index of: ∆n1 = 0.013. Expressed as ∆n1/∆c
this gives 1 L/mol (or 2.2 · 10−3 L/g), where ∆c is the concentration change. The
value is comparable to the value in [80] for Rhodamine B in ethanol at 570 nm,
which can be found from the graph in Figure 6.8 to ∼0.8 L/mol. This large value
is connected to the anomalous dispersion curve around the molecular resonance.
Figure 6.8: Absolute refractive indices versus wavelength for diﬀerent temperatures: dashed
line, ethanol; solid curves, 0.45 mol/L Rhodamine B in ethanol. 1, 23◦C; 2, -5◦C; 3, -20◦C;
4, -70◦C (reproduced from [80]).
The spectrum shift measurement is a reminder of the fact that the exact refractive
index is not simply found by considering the material in which the dye is dissolved.
In addition, the dispersion curve may be altered when the dye is optically pumped.
When modelling laser structures, this state of aﬀairs must be kept in mind during
interpretation of the results.
Figure 6.9 shows the response from pumping the microﬂuidic channel outside the
area of the metal mirror resonator with a pump energy density of 111 µJ mm−2
and an incidence angle of approximately 45◦. The optical response from the dye
in the microﬂuidic channel appears to be laser like (see the pump curve in Fig-
ure 6.10), however the response may well be a mixture of ampliﬁed spontaneous
emission (ASE) and lasing. The lasing may arise from feedback from the bottom
mirror in combination with reﬂection at the air-glass interface (∼5%) at the chip
surface, or it may arise due to the volume grating induced by the angled 532 nm
pump beam that is also reﬂected on the bottom mirror. In either case, the mea-
surements illustrated in Figure 6.9 show the stimulated emission response at four
dye concentrations. The response peak shifts in wavelength as function of the
concentration due to the Stokes shift eﬀect described in Section 4.2.1.
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Figure 6.9: Output spectra from optical pumping with 111 µJ mm−2 of the microﬂuidic
channel (away from the metal mirror resonator). The four spectra corresponds to Rhodamine
6G concentrations of A: 5.6 · 10−3 mol/L, B: 7.7 · 10−3 mol/L, C: 1.0 · 10−2 mol/L and
D: 1.3 · 10−2 mol/L. The peak position moves from 573 nm to 583 nm. Inset: The peak
wavelength as function of dye concentration.
Figure 6.10: Output spectra from the microﬂuidic channel during pumping with increasing
pump energy densities. The microﬂuidic channel contained a 0.01 mol/L Rhodamine 6G
solution in ethanol. Inset: The pump curve shows the output power as function of pump
power.
Figure 6.11 shows the optical response from the dye in the microﬂuidic channel
when the inlet ﬂow rates are changed at time t = 0. The ﬂow rates were changed
from 2.5 µL/hr Rhodamine 6G (at a concentration of 2·10−2 mol/L) and 7.5 µL/hr
pure ethanol to 5 µL/hr Rhodamine 6G solution and 0 µL/hr pure ethanol. This
corresponds to a concentration shift from 5 · 10−3 mol/L to 2 · 10−2 mol/L. The
response time of the mixer is about 60 seconds. After this time, the solution
begins to change concentration at the mixer output. It takes another 50 seconds
to reach a steady state. This demonstrates the functionality that can be expected
from the type of diﬀusion mixer integrated on a chip.
In conclusion, the investigations performed with the chip have clariﬁed aspects of
the optical behavior of Rhodamine 6G, both with respect to the refractive index
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Figure 6.11: Graph of the center wavelength shift with time when the inlet ﬂow rates
are changed. The microcﬂuidic channel was optically pumped away from the metal mirror
resonator. The relative ﬂow rate is changed at t = 0.
exhibited by a Rhodamine 6G doped material and with respect to the variability
of the stimulated emission spectra.
6.4 Three layer trapezoid laser
For lab-on-a-chip applications of the miniaturized dye lasers, it is advantageous
to have lateral output. This makes it possible to couple the light directly into
other components on the chip, such as waveguides. It is therefore preferable that
the optical resonator operates in the lateral direction (in the chip plane). Be-
cause it is impractical to deposit metallic or dielectric mirrors on the low vertical
surfaces of the patterned resist, resonators deﬁned only in a single polymer layer
have been designed. The laser described in this section is based on a ring res-
onator and has lateral emission2. This ring laser resonator is based on a trapezoid
shaped slab waveguide and was ﬁrst explored in a simpler version by S. Kragh
and A. Kristensen [10]. The simple trapezoid laser was based on a 4.2 µm thick
slab waveguide that operated in multiple transverse and longitudinal modes. The
three layer version described in this section (see Figure 6.12), uses the trapezoid
resonator shape to demonstrate the possibility of deﬁning single mode slab waveg-
uides in SU-8 with thick cores by doping with Rhodamine 6G. The single mode
functionality is deduced from the laser spectra from the devices.
Embedding Rhodamine 6G dye in SU-8 raises the refractive index of the resist
slightly. Measurements at a wavelength of 633 nm is graphed in Figure 6.13.
This tuning of the refractive index can be used to make waveguides with a small
refractive index diﬀerence between the core and the cladding. Constructing the
planar waveguide with a small diﬀerence in refractive index between the core and
the cladding, makes it possible to use a thick core and still have single TE-TM
2My contribution to this work has consisted in design of the laser resonator structure and
analysis of the measurement results.
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mode functionality. The mode ﬁeld distribution in a waveguide with a 4 µm
thick doped SU-8 core having a refractive index 0.001 higher than the buﬀer and
cladding is illustrated in Figure 6.14. Since there is an upper limit to how high
a concentration of Rhodamine 6G in SU-8 can be used without and loosing the
optical eﬃciency (see Section 2.2), a thick core layer means that a higher gain
per length can be achieved since more dye molecules can contribute to the modal
gain.
Figure 6.12: Principle of the trapezoidal 3-layer SU-8 laser structure.
Light travelling in the resonator experiences total internal reﬂection from three
sides of the trapezoid and partial reﬂection from one side where the light is coupled
out. Figure 6.15 illustrates some possible beam paths in a trapezoidal resonator.
The angles of incidence are θ2 = θ3 = 47.3
◦, which is well above the critical
angle for the SU-8 to air interface (38.9◦). The angle of incidence on the output
side was θ1 = 38.1
◦, giving an angle of the out-coupled light of θ1 = 79◦ which
has been veriﬁed experimentally [81]. The most immediate interpretation of the
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Figure 6.13: The refractive index of SU-8 doped with varying concentrations of Rhodamine
6G. The values were measured at a wavelength of 633 nm.
modes in the trapezoid resonator is the one of closed loops formed by a semi-plane
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Figure 6.14: The distribution of the electric ﬁeld for a waveguide with a core refractive
index 0.001 higher than the cladding. The core thickness is 4 µm. The ﬁeld extends into
the buﬀer and cladding, which must be taken into account when manufacturing the device.
Figure 6.15: Three possible ray paths in the trapezoidal resonator, R, R′ and R′′. All
incidence angles except for θ1 lies above the critical angle for total internal reﬂection. Light
is coupled out in a sharp angle to the side A.
slab wave travelling around the resonator. However, for square and rectangular
resonators, Poon et al., [82], have shown that the mode spectra are more complex
and modes with slightly changed incidence angles on the sides also exist. In the
case of a laser, it is a fair assumption that the modes with the lowest round-trip
loss begin lasing ﬁrst, and thereby clamps the gain to a degree that eliminates
lasing in modes with higher round-trip loss. Especially if the round-trip losses of
the diﬀerent modes diﬀer signiﬁcantly. The simple closed loop modes have the
lowest loss according to Poon et al. and it may be assumed that the lasing modes
in the trapezoid belong to the group of closed loops illustrated in Figure 6.15.
The trapezoid structure has not been theoretically modelled with respect to the
modes with slightly altered incidence angles, but the measurements support the
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assumptions above.
It should be noted that while the total internal reﬂection occurs for both TE and
TM polarization, the reﬂection at the out-coupling surface depends on the polar-
ization. TE modes (with the electric ﬁeld in the chip-plane direction) experience
a power reﬂectance of 0.2, while TM modes have a power reﬂectance of 0.54.
Therefore it should be expected that TM modes will lase, since they experience
the largest reﬂectivity and therefore the lowest round-trip loss. The expected
polarization of the emitted light was conﬁrmed in experiment.
Before fabrication of the device Rhodamine 6G was mixed with diluted SU-8, to
a ﬁnal concentration of 3.2 µmol Rhodamine 6G per gram of solid SU-8.
The three layers were made in three individual spin processes, each followed by
a bake step at 90◦ to evaporate the solvent (see Figure 6.16). In this way, con-
tamination with Rhodamine 6G of the pure SU-8 buﬀer and cladding layer was
minimized. The buﬀer and cladding layer thicknesses were ∼22 µm, while the
core layer was deposited to yield a 4 µm thick layer. The core layer thickness
proved diﬃcult to measure since the core material properties resembles the buﬀer
material properties. With a a refractive index diﬀerence of 0.001 between the core
and the buﬀer and cladding, the maximum allowed thickness for the core layer is
4.96 µm in order to have single mode operation.
The three layer structure of resist was exposed in a standard UV lithography
exposure step, with subsequent development in PGMEA. It is noteworthy, that
by performing simultaneous UV lithography on the three SU-8 layers, the wall
where the internal laser light impinges on the sides can be as ﬂat as the intrinsic
resolution of the resist allows, since the imperfections are localized at the top edge
and the bottom edge of the resist (confer for example with the electron microscope
images in Section 5.1.1).
Figure 6.16: Fabrication steps for making the three layer UV deﬁned trapezoid laser. In
the steps from 1 to 6, the three layers of SU-8 are spun onto the substrate, and a UV
lithographic step is performed.
The lasers were characterized in order to determine if the lasing output bore
evidence of operation in a single transverse mode in the slab waveguide. The
inﬂuence of the size of the laser on the spectrum was investigated, as well as the
lifetime of the doped thinﬁlm under varying conditions.
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Figure 6.17: Microscope photograph of the side of a three layer trapezoid laser.
Figure 6.18 and Figure 6.19 show the output spectra from two lasers with geo-
metric round-trip lengths of l =292 ± 5 µm and l =470 ± 5 µm. The spectra
express multi mode lasing and show regular mode spacings of 0.67 ± 0.08 nm and
0.39 ± 0.08 nm respectively. According to a basic ring-resonator consideration
the following is the case:
mλm = lneﬀ (6.2)
where m = 1, 2, 3, ... is the mode number, λm is the vacuum wavelength of the
corresponding mode and neﬀ is the eﬀective refractive index of the slab waveguide.
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Figure 6.18: Output spectrum from a three layer trapezoid laser with a round-trip length
l = 292 µm. The mode spacing is 0.67 nm.
The regularity of the spectra in Figures 6.18 and 6.19 is a strong indication that
only a single transverse mode is active in the lasing operation of the devices.
Figure 6.20 shows emission spectra from lasers with diﬀerent round-trip lengths
(diﬀerent sizes). Although the pump curve in the ﬁgure reveals a lasing threshold,
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Figure 6.19: Output spectrum from a three layer trapezoid laser with a round-trip length
l = 470µm. The mode spacing is 0.39 nm.
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Figure 6.20: Spectra from three layer trapezoid lasers with varying side lengths l. Inset:
Example of pump curve with threshold at 7 µJ mm−2.
it is possible that the output is a combination of lasing and ampliﬁed spontaneous
emission due to the low feedback in the ring resonator (nearly half the energy
impinging the out coupling edge is coupled out of the resonator). Either way, the
spectra reveals that the spectrum of the stimulated emission depends on the size
of the laser structure. The reason for this spectral dependency is found the same
place as the spectral dependency of the concentration in Section 6.3. An approach
to model the behavior is described in Section 4.2.1 and a more intuitively based
description can be found in Section 2.2.
Figures 6.21 and 6.22 show lifetime measurements on thin ﬁlms of dye doped SU-8
(similar to the doped SU-8 used in the lasers). The ﬂuorescent lifetime is measured
for varying pump pulse energy and for varying pump pulse frequency respectively.
As would be expected from the considerations in Section 2.2 on photo-bleaching,
the lifetime decreases with increasing pump pulse energy. Somewhat more sur-
prisingly, the lifetime also decreases with increasing pump pulse frequency – even
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Figure 6.21: Lifetime of a dye doped thin ﬁlm for three diﬀerent pump energies. The pump
pulse frequency is constant at 10 Hz and the pump spot diameter was 6 mm, with a ﬂat
intensity distribution.
Figure 6.22: Lifetime of a dye doped thin ﬁlm for three diﬀerent pump pulse frequencies.
The pump energy is constant at 10.1 mJ in the pump pulses impinging a spot with a diameter
of 6 mm with a ﬂat intensity distribution.
for the low frequencies used (10 Hz). It can be concluded that the bleaching of the
Rhodamine 6G molecules not only depends on how much ﬂuence, peak power or
pulse energy the dye receives, but also how far the pulses are spaced in time. The
reason is most probably local heating around the dye molecules, which increases
with the frequency of the pump pulses.
In conclusion, a single mode waveguide has been fabricated by using three layers
of SU-8 with the middle layer doped with Rhodamine 6G. The lasers exhibit
multimode lasing with expected mode spacings. The wavelength of the output
light depends on the laser size as expected from the considerations on the Stokes
shift in Section 2.2. The lifetime depends both on the pump pulse energy and the
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frequency of the pump pulses, even though the frequency is below 11 Hz.
6.5 High order Bragg grating DFB lasers
For many applications, such as interference based sensors, it is necessary to use a
coherent single mode laser source with a narrow line width. The laser presented
in this section has lateral output and can operate in a single mode3. The laser res-
onator pattern is entirely deﬁned in cross-linked undoped SU-8 resist. It consists
Figure 6.23: Photograph of the microﬂuidic high order DFB laser with lateral output. Two
holes in the glass lid allows dye solution into the microﬂuidic channel and resontor, while
waveguides carries the light to the edge of the chip.
of a high order Bragg grating embedded in a microﬂuidic channel as illustrated in
Figure 6.23. The grating has 22 periods and a phase-shift of λ/4 in the middle to
obtain a single resonance for each Bragg reﬂection order. During operation, a solu-
tion of Rhodamine 6G in ethanol or ethylene glycol is passed through the channel
and the laser area is optically pumped with the frequency doubled Nd:YAG laser.
A cross sectional view of the overall chip design shown in Figure 6.24.
Since the resonator uses a single Bragg grating with a central phase shift, it falls
under the distinction of a DFB laser. However, the Bragg reﬂection order that
is used from the grating is in the 130’ties, and the laser is therefore somewhat
diﬀerent from the traditional meaning of a DFB laser which is generally based on
one of the ﬁrst few reﬂection orders.
A peculiarity for this laser resonator is the use of a ﬂuid as the core of the wave-
guide where the resonating light is guided. The core of the planar waveguide is
3I have contributed entirely to the work on the SU-8 deﬁned device (i.e. design, fabrication,
characterization and data analysis). For the imprinted laser in COC, I have contributed with
design, optical characterization and analysis of the measurement results. For the solid state
version, I have also been in charge throughout.
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Figure 6.24: Sketch of the chip layer structure.
Figure 6.25: Sketch of the high order Bragg grating laser structure. The number of periods
(actually 22) has been reduced in the drawing for clarity.
formed both by sections of ﬂuid and by sections of cross-linked SU-8 (see Fig-
ure 6.25). However, the ﬂuid parts of the waveguide are not only present in order
to obtain gain in the resonator with the laser dye dissolved in the ﬂuid, but also
gives rise to a mode-dependent loss that can ensure single mode operation of the
laser. The mode-dependent loss occurs since the ﬂuid parts are anti-guiding, i.e.
the refractive index of the ﬂuid is lower than the refractive index of the bottom
and the top layer of the waveguide. In by far the most cases, a ﬂuid will have
a lower refractive index than solids as for example glass or PMMA. High-index
ﬂuids are based on oil, and therefore dyes like Rhodamine cannot readily be dis-
solved in them - or the high index ﬂuids are toxic or will react with Rhodamine
6G.
The beam propagation method that is described in Section 4.1.5 can be used to
analyze how the grating structure consisting of the guiding and the anti-guiding
segments will inﬂuence the loss imposed on the diﬀerent TE (or TM) modes that
propagate in the guiding sections.
Figure 6.26 shows a conceptual drawing of how the light propagates inside the
resonator structure. Inside the guiding sections (with a waveguide core of SU-8),
a ﬁnite number of TE modes are allowed to propagate. The ﬁgure considers one
mode, n, with an electric ﬁeld distribution Un(y). As the mode couples into the
anti-guiding section, it deforms and looses energy. When the ﬁeld again reaches
a waveguiding section, the mode, Un,p(y), has to couple into the ﬁnite number of
discrete modes. The resulting ﬁeld is Um(y) inside the next guiding section, for
each allowed mode, m. Figure 6.27 shows the result of a FDBPM propagation
of the six ﬁrst transverse modes that can exist in the SU-8 waveguiding regions.
The modal loss for a channel transition can be found by taking the inner product
between the propagated ﬁeld and the allowed modes in the SU-8 waveguide [75].
The model uses a gain in the liquid region in order to illustrate the functionality
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of the waveguide during pumping of the dye in the laser. It is apparent from
the ﬁgures, that energy is lost in the antiguiding regions, especially as the mode
number increases. Table 6.1 lists the calculated losses for traversing an anti-
guiding section for the ﬁrst six TE modes.
Figure 6.26: Illustration of a period in the high order Bragg grating. The structure is
waveguiding where the core is SU-8 and anti-guiding where the core is ethanol.
Mode 0 1 2 3 4 5
Loss 0.006 0.025 0.055 0.093 0.138 0.186
Table 6.1: Calculated mode dependent power loss for the ﬁrst 6 modes in the SU-8 polymer
slab waveguide. The rise in loss is due to lack of conﬁnement in the anti-guiding ﬂuid
segments of the resonator.
Figure 6.28 shows a calculation of the round-trip loss for the resonator, based on
the transmission matrix approach in combination with the losses calculated via
the FDBPM propagation shown above (see also [75]). The strength of the modes
vary considerably from Bragg reﬂectio order to Bragg reﬂection order, due to the
diﬀerence in phase evolution in the guiding and the antiguiding sections. This
causes an eﬀective three- or four-fold increase in mode distance, compared to the
nominal mode distance of 2.5 nm. The increased mode distance makes it possible
for the laser to operate in a single mode. The inset in the ﬁgure shows a zoom
of the round-trip loss calculation for the fundamental TE mode, m = 0, and the
ﬁrst order TE mode, m = 1. The diﬀerence in round-trip loss for the diﬀerent TE
modes make it possible for the laser to operate in a single TE mode.
In fabrication, the laser structure, microﬂuidic channel and waveguides were de-
ﬁned in an 8 µm thick SU-8 layer on top of a Boroﬂoat glass substrate via UV
lithography (see Figure 6.29). Another Boroﬂoat glass substrate was bonded to
the SU-8 ﬁlm using a 4 µm layer of PMMA [30]. The chips were cut from the
wafer sandwich with a diamond saw and inlet and outlet holes to the microﬂuidic
channel were diamond drilled. Electron microscope images of the lithographic
result can be seen in Figure 5.3.
The laser structure has also been realized via imprint lithography in COC. This
demonstrates the possibility of fabricating the laser structure by imprinting, even
though it contains both large structures (the microﬂuidic channel) with an exten-
sion of ∼1 cm and small structures with extensions of ∼20 µm (the laser grating).
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Figure 6.27: FDBPM used to model the propagation through an anti-guiding section of the
six ﬁrst allowed modes in the guiding section. The uppermost picture shows the refractive
index structure used in the propagation. The TE mode is 0 to 5 for the sub-ﬁgures a) to
f). The intensity on the pictures corresponds to the squared norm of the electric ﬁeld.
It also demonstrates a laser device fabricated entirely in COC (except for the
substrates).
The stamp for the imprint was made in a silicon wafer via dry plasma etch (Deep
Reactive Ion Etch, Bosch process [83]). The rough surface (50 nm peak to peak)
from the dry etch process was smoothed by a thermal oxidation step followed by
a wet etch in hydroﬂuoric acid that removed the oxide ﬁlm. This left a surface
with a peak to peak roughness of less than 15 nm. Details of this process can
be found in [76]. The silicon stamp was coated with a teﬂon like ﬁlm in order to
reduce stiction between the stamp and the polymer during imprint.
For the imprint a silicon substrate with a 3 µm thermal oxide was coated with a
10 µm thick COC layer via a spin-coating process using COC dissolved in toluene.
The surface roughness resulting from this spin process was rather high (up to 30%
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Figure 6.28: The theoretical round-trip loss as function of wavelength, for the fundamental
transverse mode. Inset: The round-trip loss for the fundamental (m = 0) transverse mode
and the next (m = 1) transverse mode.
Figure 6.29: Fabrication steps for the UV deﬁned microﬂuidic DFB laser.
of the ﬁlm thickness) due to the rapid evaporation of toluene, but the surface was
planarized in the imprint process (planarity of COC in toluene after spin-coating
and after planarization has been investigated by D. M. Johansen [38]). The stamp
was imprinted in the polymer at a temperature of 170◦C with a force of 2 kN (on
the 4 inch substrates) for 5 min. The force was released after cooling to 70◦C.
An example of the imprint result is shown in Figure 6.30. Electron microscope
images of the imprint result can be seen in Figures 5.21 and 5.22.
To bond a lid to the imprinted structure a 300 nm COC ﬁlm was spin-coated onto
a Boroﬂoat glass wafer. This thin ﬁlm (compared to the PMMA layer of 4 µm
in the SU-8 deﬁned device) was chosen to avoid guiding of light in the bonding
polymer since this has the same refractive index as the structure layer (unlike the
SU-8 device). The bonding was performed at 90◦C with the same force as the
imprint step, but this time only 10◦C above the glass transition temperature. As
with the other microﬂuidic devices, holes were drilled to the microﬂuidic channel
with a diamond drill. Microscope photographs of the bonding result can be seen
in Figure 6.30.
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Figure 6.30: Microscope photographs of high order Bragg grating dye laser in COC (Topas).
(a) and (b); imprinted structure without lid. (c) and (d) imprinted structure with bonded
lid. The laser grating structure is 1 mm by 1 mm.
During characterization of the SU-8 deﬁned chip, a solution of 20 mmol/L Rho-
damine 6G in ethanol or ethylene glycol was pumped through the microﬂuidic
channel with a ﬂow rate of 10 µL/hr. This exchanged the dye solution in the res-
onator area about every 1 second, which was by far enough to eliminate problems
with photo-bleaching. The quantum eﬃciency of the dye seemed to be slightly
better in ethylene glycol than in ethanol, however there are no conclusive data to
support this.
The pump beam impinged the SU-8 deﬁned chip at normal incidence. It was
necessary to avoid pumping the microﬂuidic channel outside the laser area, as
this led to ASE light contaminating the laser spectrum. This was avoided by
using an aluminum ﬁlm to cover the microﬂuidic channel where the light was not
supposed to reach. The measurement setup is shown in Figure 6.31 (without the
aluminum shield).
Figure 6.31: Principle of measurement on the ﬂuidic laser chip. (Aluminum shielding not
shown).
Figure 6.32 shows a spectrum and a pump curve for a SU-8 deﬁned laser device.
The laser was able to operate in a single mode due to the diﬀerential trans-
verse mode loss and the eﬀectively increased distance between the Bragg order
modes caused by the mode strength variation (see Figure 6.28). The dye laser
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Figure 6.32: Output spectrum and pump curve from a ﬂuid high order Bragg grating DFB
laser fabricated with UV lithography in SU-8 .
pulse energy emerging from one side of the laser was measured to 1.2 µJ at a
pump pulse energy of 105 µJ impinging the laser area. The lasing threshold was
20 µJ mm−2. Using the method in Section 4.2.1, the lasing threshold was calcu-
lated to 1.3 µJ mm−2 by ﬁnding the 5 ns pump pulse energy necessary to reach
a total gain of 1 in the resonator. This is about 15 times less than the observed
threshold. Assuming that the method for ﬁnding the threshold is correct, the
discrepancy may be ascribed to a smaller quantum eﬃciency than expected of the
dye, diﬀerent cross sections for emission and absorption in the dense dye solution
or higher resonator losses than expected.
It must be mentioned that other Bragg reﬂection orders also began to lase if
the pump beam was misaligned. Misalignment could also induce lasing output
from higher order transverse modes. The origins of the additional modes were
determined by inspection of the mode distances in the spectra. The alignment
is not made less critical due to the inherent fringe structure in the pump beam.
The light from the laser was picked up with a multi-mode ﬁber (core diameter:
200 µm) located a couple of centimeters from the waveguides on the chip (see
Figure 6.31).
Figure 6.33 shows a spectrum and a pump curve from measurements on the high
order Bragg grating laser imprinted in COC. The measurements were performed
in the same manner as on the laser deﬁned in SU-8. The spectrum contains much
more structure than the spectrum from the SU-8 laser and cannot be termed
”single mode”. Three factors may contribute to this; 1) the structure quality is
higher than for the UV deﬁned laser, 2) the residual layer may allow for more
transverse modes to exist and 3) the refractive index of the polymer used is 1.53
and not 1.6 as for SU-8. The high structure quality decreases the losses, thereby
lessening the diﬀerence in losses between the transverse modes while the increased
number of transverse modes makes the laser less prone to operate in only one of
them. The lasing threshold was 60 µJ mm−2.
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Figure 6.33: Output spectrum and pump curve from a ﬂuid high order Bragg grating
DFB laser fabricated with imprint lithography in COC (Topas). The two arrows indicate
alternative Bragg reﬂection modes.
A solid state version using a high order Bragg grating has also been developed.
This laser resonator is based on some of the same principles as the high order
DFB microﬂuidic lasers described above. The resonator is made by a high order
grating with a (geometric) grating period of 45.2 µm, and a central phase shift of
λ/4. The structure can therefore easily be fabricated with simple UV lithography.
The structure is outlined in Figure 6.34. It consists of waveguiding and anti-
guiding segments, with a doped SU-8 core and PMMA respectively. The light
travels subsequently in the doped SU-8 and in the PMMA, that also forms the
cladding for the doped SU-8. A buﬀer of pure SU-8 is used to reduce the number
of allowed transverse mode in the doped SU-8 core. A few allowed modes can
propagate, the exact number depending on the refractive index posed by the
doped SU-8, which depends on wavelength due to the anomalous dispersion and
is not exactly known.
The beam propagation method that is described in Section 4.1.5 were used to
analyze how the grating structure consisting of the guiding and the anti-guiding
segments inﬂuences the loss imposed on the diﬀerent TE (or TM) modes that
propagate in the guiding sections. Figure 6.35 shows the results of propagating
the two lowest transverse modes in the SU-8 waveguiding section, through a period
of the grating, assuming a refractive index diﬀerence between the doped and the
undoped SU-8 of 0.002. The power loss fraction for the fundamental TE mode
travelling through 1 period in the grating is estimated from the model to 0.47
and to 0.82 for the next TE mode. The loss is therefore quite high and can be
expected to lead to a high lasing threshold. However it also makes it possible
to obtain lasing in only one transverse mode due to the large diﬀerence in loss
between the transverse modes.
The solid state high order Bragg grating laser devices were fabricated on 4 inch
silicon wafers. The ﬁrst 7 µm thick SU-8 buﬀer layer was deposited in a spin
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Figure 6.34: a) Photograph of a chip with a single mode high order Bragg grating DFB
laser (rectangular area). b) Schematic of a part of the laser in proﬁle.
process with subsequent ﬂood UV illumination and bake in order to cross link the
pure SU-8. On top of this pure layer, a 6 µm thick Rhodamine 6G doped SU-8
layer was deposited and subjected to a standard UV lithography step deﬁning the
grating structure. The SU-8 was doped with Rhodamine to a concentration of
2.9 · 10−6 mol per gram solid SU-8. The grating structures were ﬁnally covered
with a 4 µm thick PMMA layer. The resulting surface contour of the PMMA
measured with a surface proﬁlometer is illustrated in Figure 6.36, where also a
curve showing the surface contour deconvoluted with respect to the inﬂuence of
the proﬁlometer needle is graphed.
The solid state devices were characterized with respect to output spectrum and
output energy versus pump energy. The devices were not characterized with
respect to their lifetime, but it is to be expected that the lifetime is similar to
the one measured in Section 6.4, where also doped SU-8 and high pump energy
densities are used.
Figure 6.37 shows the spectrum from a laser device together with a pump curve.
The lasing threshold is 220 µJ mm−2. The laser is entirely single mode and
was purely horizontally polarized. Some lasers containing unwanted defects or
with alternative design parameters showed lasing in a few simultaneous modes.
Figure 6.38 shows spectra from two lasers with the same design from the same
wafer. The spectra are highly similar, which indicates spectral stability with
respect to fabrication variations for the design. The speciﬁc variations and the
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Figure 6.35: a) Grey scale representation of the refractive index matrix used in the beam
propagation. The PMMA surface is shaped according to measurements on a real device.
b) The squared norm of the electric ﬁeld of the zeroth transverse TE mode. The ﬁeld is
propagated through one period of the Bragg grating. c) The squared norm of the electric
ﬁeld of the ﬁrst transverse TE mode propagated through a period of the grating.
variation resistance have not been investigated.
In conclusion, it was possible to realize the high order Bragg grating based DFB
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Figure 6.36: PMMA layer surface contour. The dashed curve shows the measurement data,
the solid curve shows the measurement data deconvoluted with respect to the proﬁlometer
needle radius of curvature (5 µm).
Figure 6.37: Output spectrum from a laser device at a pump energy density of
250 µJ mm−2. The line width reﬂects the resolution of the spectrometer. Inset: The dye
laser energy output as function of pump energy. The laser threshold lies at 220 µJ mm−2.
lasers in several diﬀerent ways. Single mode operation with the design demands
some care in the choice of layer thicknesses, but is otherwise fairly easy to produce.
Especially the ﬂuid version of the laser is a good candidate for integration with
ﬂuidic channels, since it only requires an additional pattern in the resist already
used for the channels.
6.6 First order Bragg grating DFB lasers
While the high order Bragg grating DFB lasers described above emitted light
laterally in the chip plane and could operate in a single mode, the operation
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Figure 6.38: Output spectra from two laser devices cut from a common wafer. The
emission from the lasers is highly similar, indicating that the design is tolerant with respect
to process variations.
wavelength depended somewhat on chance. Therefore lasers with ﬁrst order Bragg
gratings were investigated when the fabrication of these was made possible with
the acquisition of a machine for electron beam lithography at the DANCHIP
clean-room facility4. With ﬁrst order Bragg gratings the lasing wavelength can be
chosen almost entirely at will within the operational region of the gain medium.
As described in Section 5.1.2, the height of SU-8 resist can be varied by using
electron beam grey scale lithography. This can be used to fabricate small surface
variations in any desired pattern. In the present case, it was used to make a ﬁrst
order Bragg grating with a well deﬁned phase shift of the grating in the middle
of the structure.
The laser devices were deﬁned in a 500 nm thick ﬁlm of dye doped SU-8. The
SU-8 ﬁlm was deposited on a SiO2 surface, and the ﬁlm functions as a planar
waveguide with a buﬀer of SiO2 and a cladding of air. A 0.5 mm by 1 mm area
was deﬁned with a periodic surface corrugation having a period of ∼200 nm and
a 10 nm peak-to-peak amplitude, using grey scale EBL.
Using the expression (4.18) to ﬁnd the coupling constant of the grating, ﬁrst the
average refractive index and the modulation height of the refractive index nmod
in equation (4.17) must be found. By applying the method in Section 4.1.1, neﬀ
and nmod are found to 1.547 and 0.705 · 10−3 respectively. This gives a coupling
constant of 3.6 · 103 m−1. By using the transfer matrix method the theoretical
reﬂection spectrum from half the grating in the structure can be calculated, and
this is illustrated in Figure 6.39. It should be kept in mind that determining
the exact value of the coupling constant is diﬃcult since the surface corrugation
may not be entirely sinusoidal and since the grey scale fabrication method may
also induce a refractive index variation in the SU-8 itself, due to the non-uniform
4My contribution to the work on the grey scale fabricated device has consisted in design,
fabrication, optical characterization and analysis of the measurement results. My contribution
to the imprinted PMMA device has consisted in contributions in the design phase and analysis
of the measurement data.
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exposure dose, and the real reﬂection may be stronger.
Figure 6.39: Calculated power reﬂected from half the grating in the grey scale EBL deﬁned
laser (length: 500 µm) using the coupling constant κ = 3.6 · 103 m−1.
For a thickness of 500 nm of the core in the planar waveguide, only the fundamental
TE mode can propagate. Therefore there are no multimode problems stemming
from multiple non-degenerate transverse modes.
The concentration of dye in the polymer was not optimized, although lower lasing
thresholds may be possible by lowering the dye concentration, since gain may be
reached for lower pump pulse energies under optimized conditions.
The most basic mode of operation of the laser resonator, consists in a semi-plane
slab wave travelling in the slab waveguide and being reﬂected uniformly by the
uniform Bragg grating. This interpretation is consistent with the observed laser
wavelength and the eﬀective refractive index of the slab waveguide. However,
other operation modes may also exist, which will be discussed later in this section
on the basis of measurement results.
In fabrication, an area of 0.5 mm by 1 mm were deﬁned via EBL and a surface
corrugation was induced by varying the dose in the exposure of the area between
8 and 16 µC/cm2 for the low and the high part of the grating period. According
to the dose curve in Section 5.1.2, this would give rise to a height modulation of
25 %, but due to the dense line pattern, the proximity eﬀect evens out the dose,
and the ﬁnal modulation was only 2 %. The resist was exposed with a beam
energy of 100 keV and a beam current of 0.2 nA.
In preparation for fabrication, the SU-8 resist was mixed with thinner (cyclopen-
tanone) to obtain a solution with a solid mass content of 20 %. Rhodamine 6G
perchlorate was mixed into the solution with a dye mass percentage of 0.14 %
of the solid SU-8 mass content (corresponding to 2.9 · 10−6 mol per gram solid
SU-8). The ﬁnal solution was spin-coated at 7000 rpm on a silicon wafer already
containing a thermally grown silicon dioxide layer of 2.5 µm. After a pre-exposure
bake at 90◦C for 2 minutes a 500 nm dye doped resist layer remains.
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After exposure, the wafer was post-exposure baked on a hot plate at 90◦C for
2 minutes with rapid heating and cooling and developed in PGMEA for 30 seconds
with a spray bottle. After rinsing in IPA, the wafer was left to dry.
Four lasers with diﬀerent grating pitch, were each characterized with respect to
their output spectrum and their output as function of pump pulse energy. Also
the lifetime of the lasers was investigated.
Figure 6.40: Microscope photographs of ﬁrst order Bragg grating DFB laser. Left: White
light photograph (the bright dots are caused by dust). Right: Photograph of the device
during operation. The green pump light is ﬁltered away in the microscope. Increased
scattering is observed at the grating phase shift in the middle of the structure. The device
in the photograph is 0.5 mm by 1 mm in size.
Figure 6.40 shows a microscope photograph of a laser device under white light and
during optical pumping with the Nd:YAG laser. There is an obvious increased
scattering visible from the grating phase shift in the middle during laser operation,
which is not visible under normal lighting.
Figure 6.41 show measurement data for four lasers with Bragg grating pitches of
187 nm, 190 nm, 200 nm and 205 nm. The lasers operate in single mode. Table 6.2
lists the resulting lasing wavelengths and the lasing thresholds. In addition, the
table lists the eﬀective refractive index calculated from the grating pitches and the
lasing wavelengths via neﬀ = λ/2Λ, where λ is the lasing wavelength and Λ is the
grating pitch. The calculation assumes that the lasing wavelength corresponds
to the Bragg reﬂection wavelength. The thresholds diﬀer due to the diﬀerence in
pump energy required to obtain gain at diﬀerent wavelengths.
Laser a b c d
Pitch (nm) 187 190 200 205
λ (nm) 579.2 587.6 615.9 630.0
neﬀ 1.5486 1.5462 1.5398 1.5365
Pthr (µJ/mm
2) 1.6 0.75 0.53 0.59
Table 6.2: Parameters for the four laser devices, named a-d: The pitch of the Bragg
grating, the observed lasing wavelength, λ, the measured eﬀective refractive index, neﬀ of
the slab waveguide, and the measured threshold for lasing, Pthr.
Figure 6.42 shows the calculated refractive index as function of wavelength on a
graph. The eﬀective index seems to vary monotonously with wavelength, corre-
sponding to an eﬀective dispersion of −2.4 · 10−4 nm−1. The dispersion is caused
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Figure 6.41: Measurement data for four diﬀerent grey scale deﬁned EBL lasers. Left:
Output spectra for pump energy densities of approximately 4 µJ mm−2. The linewidths
reﬂect the resolution of the spectrometer. Right: Pump curves for the lasers.
Figure 6.42: The eﬀective index for the four lasers calculated from their lasing wavelength
and the grating pitch. The eﬀective index decreases with increasing wavelength with a slope
of −2.4 · 10−4 nm−1.
by a combination of the dispersions of the materials (including the dye) and the
dispersion caused by the waveguide geometry. From the theory of waveguides (see
Section 4.1.1) the values expected are a refractive index of 1.54 and a dispersion
of −1.2 · 10−4nm−1 caused by the waveguide geometry. The larger dispersion ob-
served from the slope on the graph is mainly caused by the internal dispersion in
the SU-8 (−1 · 10−4nm−1 at 600 nm (data supplied by [27]) but also the silicon
6.6 First order Bragg grating DFB lasers 103
dioxide (−3 · 10−5nm−1 at 600 nm [84]).
Figure 6.43: The output power from laser device c as function of the number of pump
pulses. The pump energy density was 2.2 µJ mm−2 at 10 Hz. There is a fast initial decay,
which steadies after a while. This pattern was seen for all devices.
Figure 6.43 shows a graph of the output power as function of the number of pump
pulses for a laser device. A double exponential function ﬁts the measurement
points reasonably well. With P being the dye laser power output, N the re-
ceived number of pulses, A1 and A2 the individual amplitudes of the exponential
contributions and γ1 and γ2 the inverse decay constants, then
P = A1e
−N/γ1 + A2e−N/γ2 (6.3)
with A1 = 0.6, A2 = 0.4, γ1 = 2500, γ2 = 73000. The behavior of an initial fast
decay followed by a slow decay was observed in several devices, with similar decay
constants, and did not arise from pump laser ﬂuctuations or from changes in the
output pattern of the dye lasers. It can be speculated that the fast initial decay
is caused by a factor relating to the doped SU-8 that is ”used up” initially, while
the slow decay is due to standard photo-bleaching. The factor may be oxygen
dissolved in the polymer matrix or other chemical circumstances such as caused
by incomplete polymerization due to the low post-exposure bake temperature and
time (90◦C for 2 minutes).
Figure 6.44 shows an enhanced photograph of the pattern of the laser light on
a screen. The screen was placed 10 mm from the laser output, normal to the
laser direction. The pattern on the screen suggests the presence of an additional
mode in the resonator apart from the expected mode. The expected mode would
only give a single vertical stripe on the screen - the output forms a stripe due to
the conﬁnement of the light to the waveguide in the vertical direction. However,
two more stripes appear on the screen with equal distances to the central stripe.
A possible explanation for this could be the presence of a mode supported by
four-fold or six-fold total internal reﬂection inside the rectangular slab waveguide
(illustrated in Figure 6.45). The following speculation considers the six-fold reﬂec-
tion mode. The grating couples out the light according the the coupling formula
(6.4)(from [58] page 350)
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Figure 6.44: A photograph of the laser light impinging a white screen 10 mm away from
the laser output. The lower bright spot is the laser itself, the horizontal line just above
the laser is light scattered from the edge of the laser chip. The middle vertical stripe is
the normally expected output from the laser, while the two angled stripes may be from a
parasitic mode.
Figure 6.45: Six-fold reﬂection mode in slab waveguide with grating. The propagation
direction of the light in the mode will form an angle of 45◦ to the grating groves.
Λ(sinΘi + sinΘm) = mλvac/neﬀ (6.4)
where Λ is the grating pitch, Θi is the incidence angle and Θm is the angle of the
diﬀracted light (see Figure 6.46). The diﬀraction mode order is m = 0,±1,±2, ...
and λvac/neﬀ is the wavelength in the medium. In the waveguide, the light in the
six-fold reﬂection mode, travels with an incidence angle (relative to the direction
normal to the waveguide) of Θi = 90
◦. The light travels in an angle of φ = 45◦
to the grating direction (see Figure 6.45), lowering the eﬀective grating period to
Λeﬀ = Λgrat/ sin(φ). Assuming that the wavelength of the six-fold reﬂection mode
is 600 nm, then Θm = 70
◦. This angle is not unreasonable but has not been experi-
mentally investigated, except for the screen photograph in Figure 6.44. Obviously,
this kind of parasitic mode could be eliminated, for example by making the width
of the waveguide smaller. In case the above interpretation of the screen pattern
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Figure 6.46: Angles for diﬀraction of light incident on a grating with a grating period of
Λ. Only the m’th diﬀracted mode is pictured.
is correct, the performance of the laser type would increase if the parasitic mode
is eliminated. Interestingly, similar DFB lasers fabricated using CNP (Combined
Nano- and Photolithography) do not show parasitic modes. The dissimilarity may
be due to a lower sidewall quality of the CNP deﬁned devices.
The type of laser resonator that was shown above with EBL in a fast prototype
demonstration described above, was also fabricated with imprint lithography. By
imprinting the lasers instead of writing them with an electron beam, they can be
reproduced cheaply and easily. To demonstrate this, a stamp was fabricated, and
the laser structure was imprinted in dye doped PMMA.
The laser resonator is of the same type as the laser resonator for the grey scale
EBL deﬁned laser described above.
The stamp for the structure is fabricated with both EBL and UV lithography and
reactive ion etching. First step: the ﬁrst order Bragg grating is deﬁned by EBL
on the negative resist TEBN-1 and etched into the silicon surface with reactive
ion etching. Second step: the 500 by 1000 µm slab waveguide area is deﬁned by
UV lithography and transferred 500 nm into the substrate again by reactive ion
etching. The Bragg grating structure is thereby also transferred to the bottom of
the 500 nm deep recess.
For the imprint, a substrate with a 680 nm layer of dye doped PMMA (50k) is
prepared. The PMMA contained 2 · 10−5 mol Rhodamine 6G per gram of solid
PMMA. An imprint temperature of 220◦C was used together with a force of 2 kN
on the 4 inch wafers.
The imprint resulted in very good pattern transfer with respect to the Bragg
grating (see Figure 5.23 and Figure 5.24 in Section 5.1.4). However, bending of the
stamp (see Figure 6.47) caused an uneven thickness distribution of the 500 µm by
1000 µm slab waveguide as seen in Figure 6.48 where the thickness distribution is
measured with a surface proﬁlometer. The result of a situation where the bending
of the stamp lead to incomplete stamp ﬁlling is seen in Figure 6.49.
The imprinted ﬁrst order Bragg grating DFB lasers were characterized with re-
spect to output spectra and output energy as function of pump energy. Several
lifetime measurements were also performed in order to conﬁrm the long lifetime
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Figure 6.47: Sketch of problem during imprint of mm-sized structures. A: Before imprint
the stamp is ﬂat. B: The stamp bends during imprint which results in incomplete stamp
ﬁlling or ﬁlm thickness variation along the structure.
Figure 6.48: Height proﬁle of imprinted structure. The residual ﬁlm is removed from the
part termed ”Substrate”.
observed for these lasers.
Figure 6.50 shows the measured spectra from four diﬀerent lasers. The ﬁgure
also shows the pump curves. The output spectra show a high quality of the
output light, however, the line-width is broader than for the EBL deﬁned SU-8
devices – approximately the double of the spectrometer response linewidth, why
the FWHM linewidth should be ∼0.15 nm. In addition there seems to be more
spurious modes and there are signs of ﬂuorescence, probably from the residual
layer. The increased line-widths are most probably a consequence of the grating-
chirp induced by the slab waveguide. The thresholds were larger than for the EBL
deﬁned SU-8 devices, which may follow from the high concentration of Rhodamine
6G (20 µmol/gr) compared to the EBL deﬁned SU-8 devices (2.9 µmol/gr). The
reason why a high dye concentration can lead to higher laser thresholds, is found
in the increased pump energy density necessary to obtain gain from the dye. In
addition the high concentration may have led to formation of dimers, adding to
the optical losses. Finally, the chirped grating and the scattering loss caused by
the stitching errors in the EBL deﬁnition of the silicon stamp may contribute.
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Figure 6.49: Microscope photograph showing the result of stamp bending during imprint,
causing incomplete stamp ﬁlling. The 0.5 mm wide laser structure is seen above and below
the unﬁlled area.
Figure 6.51 shows a measurement of the output energy as function of pump pulses.
The output is halved after about 160 · 103 pulses, which at 10 Hz pump frequency
corresponds to four and a half hour of operation. This long lifetime was observed
for more than four devices. This was by far the longest lifetime observed for the
kinds of solid state lasers that were investigated.
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6.7 Conclusion
In this chapter the main laser devices investigated during the work described in
this thesis have been described.
The metal mirror laser chip was used to investigate aspects of the stimulated
emission dynamics of the Rhodamine 6G laser dye in a microﬂuidic channel at high
concentrations. Thus the work on this device helped to increase understanding
of using the laser dye at high concentrations in small structures. The laser type
however, is not suitable for integration due to the output in the direction normal
to the chip plane and the many process steps needed in its fabrication.
The trapezoid laser has lateral emission and this laser type is a step closer to
being a candidate for integration in lab-on-a-chip systems. This laser was used to
investigate how to form miniaturized optical resonators solely in polymer, with-
out the use of metal or dielectric mirrors. One of the main objectives was to
control the number of TE-TM modes contributing to the lasing activity and it
was demonstrated that a single mode slab waveguide could be formed by doping
the core laser with laser dye (Rhodamine 6G). The inﬂuence of laser size on the
output wavelength was also looked into and the behavior completed the picture
of the dye gain behavior together with the work for the metal mirror laser.
The group of high order Bragg grating based DFB lasers demonstrated that lateral
single mode output could be obtained, even with devices fabricated with standard
I-line UV lithography. Three lasers was fabricated; a SU-8 deﬁned microﬂuidic
laser, a nanoimprinted microﬂuidic laser in COC and a solid state version. The
exact lasing wavelength was diﬃcult to predict and the spectral mode pattern
depended on the alignment of the pump laser.
After access to new equipment made it possible to fabricate ﬁrst order Bragg grat-
ing DFB lasers, this type of laser was investigated. The laser type was made in two
solid state versions; by grey scale electron beam lithography and by nanoimprint
lithography. This kind of laser showed low thresholds, lateral emission, single
mode operation and long lifetimes. Overall, this was by far the easiest lasers to
work with.
The most easy laser to use for integration with other thin ﬁlm polymer components
such as microﬂuidic channels is the microﬂuidic high order Bragg grating DFB
laser. Using this laser on a chip, the out-coupled light can easily be coupled
into waveguides deﬁned in the same polymer layer. The ﬁrst order Bragg grating
DFB lasers on the other hand needs to be fabricated in a separate step than the
additional polymer structures on a chip since the DFB lasers are fabricated with
dye doped polymer. It should still be possible though, to obtain a good coupling
from the laser into the other polymer structures.
Another method to fabricate ﬁrst order Bragg gratings is to use interference lithog-
raphy [85]. This method is also cheap, but has the disadvantage that it is not
easy to induce an exact phase shift in the grating. Therefore it is not possible to
obtain full control of the wavelength and mode structure. However, interference
lithography may be advantageous as compared to using high order Bragg grat-
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ings, since the lasers based on high order Bragg gratings already have somewhat
undetermined lasing wavelengths.
One of the advantages of the micro-fabricated laser devices, that has not been
shown in the demonstrations above, is the possibility of making multi-color ar-
rays for advanced sensors. Multiple colors can be obtained by either varying the
size of the lasers (in the case where the lasers do not have frequency selective
components), or by simply varying the grating period in the Bragg grating based
laser devices. Since the laser devices do not take up much space, an array can be
pumped by a single pump laser spot.
It proved diﬃcult to measure the output energy of the lasers due to several factors.
Coupling of light from the laser chip to a measurement device was diﬃcult since
the edge of the devices were rough due to sawing the polymer and thus scattered
light to an unknown degree. Furthermore the output was quite divergent for
many devices and diﬃcult to collect. Finally, the equipment did not allow for
pulse energy measurements on pulses with energies smaller than about 0.2 µJ.
All lasers were polarized in a single direction, although no speciﬁc eﬀort has been
made in the design to obtain this. In the authors experience it is a common
phenomena that for resonator structures that are asymmetric around the axis of
light propagation, the polarization will settle in one state only.
Finally, no wavelength shifts caused by pump induced temperature changes have
been observed. The pump energy delivered to the lasers were less than 100 mW
and the glass and silicon chips were lying on a sample holder acting simultaneously
as heat sink.
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Figure 6.50: Measured data from four diﬀerent imprinted ﬁrst order Bragg grating lasers
in PMMA. Left: Output spectra. Right: Pump curves.
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Figure 6.51: Output power as function of the number of pump pulses for the PMMA DFB
lasers. The pump pulse energy was 8.4 µJ mm−2 and the output is halved after about
160.000 pulses.

Chapter 7
Implementation of polymer dye
lasers
This chapter describes three examples of integration of the ﬂuidic high order Bragg
grating DFB laser described in Section 6.5. This laser type is particularly easy
to integrate, since it only requires an additional pattern in the resist layer - i.e.
no additional lithographic steps are necessary in structures that already contain a
microﬂuidic channel system. The ﬁrst example describes a device where the laser is
integrated with other polymer components in addition to photodiodes embedded
in the substrate. The second example illustrates how a complete system with
several integrated components can be fabricated via a simple imprint step. The
last example shows how a polymer dye laser can be hybridized with a miniaturized
ﬂuid dispenser that delivers the laser dye to the chip.
The examples explore possible ways to integrate polymer dye lasers with other
components. The lasers ﬁnd their use in the two ﬁrst examples due to the high
directionality of the laser light. In this way they function as converters of more or
less randomly orientated light (optical pump) into light with a ﬁxed direction and
position (dye laser light). Coherence of the light is not exploited in the present
cases. The descriptions of the devices will not be complete in detail, but will give
an overview of the device functionality.
7.1 Demonstration of integration
7.1.1 Integration using UV lithography and functionalized sub-
strate
A major advantage of the SU-8 UV lithographic process is that it uses low tem-
peratures and can be used to create optical structures on top of any reasonably
ﬂat substrate. The low temperatures and non-aggressive chemicals involved in
the SU-8 process allows it to be applied on top of substrates already containing
embedded structures such as photodiodes.
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In the present example, the ﬂuid high order Bragg grating DFB laser is deﬁned
in a SU-8 layer together with waveguides, microﬂuidic mixer and microﬂuidic
cuvette1. Five photodiodes are embedded in the substrate. Their function is to
measure the intensity of the light from the laser after it has passed through the
cuvette which is ﬁlled with a ﬂuid to be tested. Thereby it is possible to measure
the absorption of the ﬂuid in the cuvette at the wavelength of the laser light
(∼576 nm). The device consists of a microﬂuidic polymer dye laser delivering
light to ﬁve polymer waveguides that direct the light to ﬁve measuring points
along a cuvette (see Fig. 7.1). On the other side of the cuvette, ﬁve waveguides
pick up the transmitted light and direct it to a photodiode array, enabling spatially
or temporally resolved measurements. The electric signal from the photodiodes is
used for detection and can be read out from metallic pads on the chip. There is a
mixer in front of the microﬂuidic channel forming the cuvette, making it possible
to mix two ﬂuids and measure the absorption of the result. Fluids are supplied to
the channels in the chip through holes in the glass lid. The complete micro-system
with laser, waveguides, microﬂuidics and photodiodes has a footprint of 15 mm
by 20 mm.
Figure 7.1: Photograph of the lab-on-chip device with integrated microﬂuidic dye laser,
optical waveguides, microﬂuidic network and photodiodes. The metallic contact pads for
the photodiodes are seen on the far right. The chip footprint is 15 mm by 20 mm. The
photograph was taken before a lid was bonded to the structures.
Figure 7.1 shows a photograph of the device with the individual components
pointed out. The size of the chip is 15 mm by 20 mm. The photograph was taken
before a lid was bonded onto the structures. The metal pads on the left were
used to read out the photodiode signals. Figure 7.2 shows a drawing of the cross
sectional view of the system. The structure consists of a 500 µm silicon substrate,
a 3 µm silicon dioxide layer, a 10 µm SU-8 layer, a 5 µm PMMA layer and a
500 µm boroﬂoat glass lid. The SU-8 layer forms the core of a planar waveguide
throughout the chip. There is a 70 nm silicon nitride layer between the photodiode
silicon surface and the SU-8 (not shown in Figure 7.2). The purpose of this layer
is to electrically passivate the front surface of the photodiodes as well as insulate
the structures electrically.
1My contribution to this work has consisted in a design contribution, a fabrication contribu-
tion, optical characterization and analysis of the measurement results.
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Figure 7.2: Outline of the cross section of the lab-on-chip device. Photodiodes are embed-
ded in the silicon substrate (right), while optical waveguides and the microﬂuidic network
are deﬁned in the 10 µm thick SU-8 ﬁlm. The channels are sealed oﬀ by a boroﬂoat glass
lid bonded to the SU-8 by means of a thin PMMA ﬁlm.
In order to facilitate coupling of light from the SU-8 waveguides into the pho-
todiodes, the silicon dioxide layer has been removed at the photoactive part of
the photodiodes (Figure 7.2 right). The light in the waveguides will couple to
the photodiode via leaky mode coupling. The underside of the silicon substrate
contains a common Al electrode for the photodiodes.
Figure 7.3 shows electron microscope images of diﬀerent parts of the chip. Rect-
angular multimode waveguides are formed in the SU-8 by deﬁning 30 µm wide
strips of SU-8, see Figure 7.3a). The structure imposes lateral conﬁnement to the
slab waveguide modes that travel in the SU-8. The laser light source is shown in
Figure 7.3 b). The laser is equivalent to the laser described in Section 6.5, except
for a small change of the waveguides that pick up the emitted light. The emission
spectrum from the laser in the integrated device had the same characteristics as
the corresponding lasers in Section 6.5. The waveguides terminate 25 µm before
the cuvette channel and continue on the other side with a similar buﬀer distance
to the cuvette (Figure 7.3 c) [86]. The waveguides direct the light they have picked
up on the far side of the cuvette to the 2 mm long active area of the photodiodes,
Figure 7.3 d).
Apart from the channel delivering laser dye solution to the laser, the microﬂuidic
system on the chip consists of a mixer that functions by diﬀusion [87] and a
cuvette for the absorption measurement (Figure 7.1 and Figure 7.4). The two
mixer inlet channels are 50 µm wide and 8 mm long and yield a ﬂuidic resistance
of 22·1015 Pa s/m3 for water. The mixer meander where the two ﬂuids meet and
mix by diﬀusion is 100 µm wide and 5.7 mm long. The meander yields a ﬂuidic
resistance of 6·1015 Pa s/m3 and the 500 µm wide cuvette has a ﬂuidic resistance
of 1·1015 Pa s/m3. The mixer requires only small ﬂuid amounts and is designed
for ﬂow rates of ∼1 µL/hr.
The response of a photodiode to laser pulses is illustrated in Figure 7.5. During
measurement, the photodiodes were coupled in parallel with a 1 nF capacitor
and a 1 kΩ resistor in order to measure the charge generated with each laser
pulse [88]. The clear indication of the lasing threshold at 14 mW (corresponding
to a pump energy density on the dye laser of 50 µJ/mm2) in the graph in Figure 7.5
demonstrates a low inﬂuence of scattered 532 nm pump light on the photodiode
signal. To obtain this discrimination the chip had to be shielded to the pumping
light (except for the laser area). The inset of the ﬁgure shows the diode response
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Figure 7.3: a) Electron microscope image closeup of a section of a waveguide. The light
is guided in the central strip of SU-8. Inset: drawing of waveguide structure (not to scale).
b) Electron microscope image of the microﬂuidic dye laser (center) and the beginning of
the waveguides (lower left). The laser structure is situated in a 1 mm wide channel carrying
the liquid gain media. c) Electron microscope image of the termination of a waveguide at
the side of the cuvette, forming a dike towards the cuvette. d) Electron microscope image
of the waveguide to photodiode coupling region. The waveguides picking up the light from
the cuvette (upper right) directs the light to the photoactive region making up the last 2
mm under the waveguides which then terminates.
Figure 7.4: Design of the microﬂuidic mixer. There are two inlet holes connected to the
inlet arms that meet at the beginning of the mixing meander. The meander opens up to form
the cuvette (top right). The curved double line is the waveguide closest to the beginning of
the cuvette.
to a single laser pulse.
In a demonstration of the operation of the integrated components, an absorbance
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Figure 7.5: Photodiode response as function of optical pump power of the laser pumping
the on-chip dye laser. The inset shows the open circuit response from a photodiode to a
single pump pulse (vertical 10 mV/div, horizontal 10 ms/div).
measurement on two diﬀerent concentrations of xylenol orange dye was per-
formed [89]. Xylenol orange was used due to its absorption peak which is located
at the dye laser wavelength. The dye can be used to detect ferrous ions in aqueous
solution. Before each particular xylenol orange dye solution was injected into the
cuvette, a reference measurement with pure water was performed. The xylenol
orange solution was diluted in an ammonia buﬀer (pH=10) with Ca2+ ions. The
photodiode signal, I, for diﬀerent xylenol orange dye solutions, was referenced to
the photodiode signal, I0, for pure water in three tests. As expected, a test with
pure water and pure ammonia buﬀer gave essentially the same signal readout on
the photodiodes (so I/I0 ≈ 1). A xylenol orange dye concentration of 0.06 mM
gave I/I0 = 0.7 and a concentration of 0.12 mM gave I/I0 = 0.3. This brief
examination shows that the device could operate and measure absorption.
7.1.2 Integration using imprint lithography
The device in the above Section 7.1.1 described how a whole system containing
laser, micro-optics and microﬂuidics, can be made by a single UV lithography
step. As demonstrated in Section 5.1.4, imprint lithography can deliver higher
resolution and better structure quality than UV lithography. The current example
demonstrates that a system of polymer components, including a laser, can be
fabricated via imprint lithography in COC2. The lid is bonded on to the structure
with the same polymer, and the system is thus formed fully in COC, apart from
the substrate and the lid, which are made of oxidized silicon and Boroﬂoat glass
respectively.
Figure 7.6 shows a photograph of the imprinted device with labels. The device
2My contribution to this work has consisted in contributions to the design and analysis of
the measurement results.
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Figure 7.6: Photograph of COC chip with integrated components.
consists of a microﬂuidic laser that emits light into two waveguides. One of the
waveguides direct the light to the edge of the chip for reference, while the other
carries the light to an absorption cell. A ﬂuid can be injected into the absorption
cell and the transmitted light is picked up by another waveguide. The second
waveguide directs the transmitted light to the edge of the chip for measurement.
The microﬂuidic mixer functions by diﬀusion and has three inputs.
Figure 7.7: Electron microscope image of the microﬂuidic laser, Fresnel lenses and waveg-
uides imprinted in COC.
Figure 7.7 shows electron microscope images of the laser along with the experi-
mental Fresnel lens, whose job it is to focus the parallel output from the laser into
a single waveguide. The lens was designed without any experimental knowledge
about the performance of such a lens design in the current application. This im-
portant component of the chip may not have functioned as well as planned. The
rationale behind using a Fresnel lens design instead of a standard continuous lens
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was to minimize the path length the light had to travel through air, since the air
section is anti-guiding.
Figure 7.8: Microscope photograph of the two tapered waveguides sending light into the
cuvette where an absorbing ﬂuid can be injected. The waveguides are tapered and an air
lens is used to maximize the transmission of light from the left waveguide to the right.
Figure 7.8 shows a microscope photograph of the absorbtion cell where mixed
ﬂuids interact with the laser light travelling in the optical waveguide. An air lens
is used in the design to refocus the light leaving the cuvette on the signal output
waveguide. As noted on the ﬁgure, the ﬂuid delivered to the cuvette arrives from
a diﬀusion mixer.
Figure 7.9: The spectra measured at the dye laser output and the signal output from the
COC chip.
Figure 7.9 shows two spectra measured from a pumped device. One spectrum
shows the light directly coming from the laser and the other spectrum shows the
light after travelling through the waveguide and absorption cell and waveguide
again. The dissimilarity of the spectra may be caused by a ﬁltering eﬀect experi-
enced by the light travelling through the waveguide and the microﬂuidic cuvette
system.
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Although much work was invested into making this chip function according to
the design, the functionality remained unproven. This was most likely caused
by misfunction of the optical system of lenses and waveguides due to a wrong
design. The laser and the microﬂuidic channels appeared to function as intended.
Although the concerted functionality of all the components was not demonstrated,
the chip demonstrates the possibility of forming microﬂuidic, passive optical and
laser structures in COC on one chip via imprint lithography.
7.1.3 Hybridization of ﬂuidic dye laser and mini-dispenser
An important part of the operation of a microﬂuidic laser is the supply of dye
ﬂuid. In normal laboratory sized (CW) dye lasers, liters of dye ﬂuid are stored in a
container and pumped at high pressure through the laser system. Miniaturization
of dye lasers would be incomplete if the dye delivery system remains a large
piece of equipment. Therefore a newly developed miniaturized ﬂuid dispenser was
adapted for use with the microﬂuidic lasers [90, 91], in order to demonstrate a
possible solution to the delivery of dye ﬂuid3. In all other instances presented in
this thesis, tabletop syringe pumps have been used.
Figure 7.10: Dispenser chamber with a heater integrated in a printed circuit board on
top. Electrical connections are on the left. The ﬂuid is dispensed through a hole in the
ﬂuid cavity located underneath the cavity and not visible in the photograph. An O-ring is
mounted around the hole to seal the connection to the laser chip.
Figure 7.10 shows a photograph of a dispenser. It consists of a chamber for
the ﬂuid to be dispensed and a heater. A material that expands upon thermal
activation is located between the heater and the ﬂuid. When the heater is heated
with an electric current, the material expands and pushes out the ﬂuid at a rate
determined by the applied power.
Figure 7.11 shows a drawing of a dispenser mounted on a laser chip. The ﬁgure
also shows the principle of the dispenser. A membrane (Nitrile) separates the dye
3My contribution to this work has consisted in hybridization, characterization and analysis
of the measurement results.
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Figure 7.11: Outline of dispenser principle and dye solution ﬂow through the system.
reservoir from the expandable paste. The expandable paste is in contact with the
PCB heater.
The liquid dispenser is 14 mm by 15 mm by 8 mm in size (see Figure 7.10). The
dispensing action is based on a compound of glycerine and microscopic polymer
spheres containing a ﬂuidized hydrocarbon gas (Expancel 820DU) mixed with
glycerine to a concentration of: 0.7 g/mL glycerine. When the compound is
heated the polymer spheres expand and the whole compound paste expands into
a cavity containing the liquid to be dispensed, this ejects the liquid from the
cavity through the outlet hole. The polymer sphere compound and the liquid
in the cavity are separated from each other by a thin elastic polymer membrane
(Nitrile) in order to avoid contamination of the liquid by the compound (see
Figure 7.11). The dispenser cavity holds 100 µL of dye liquid, enough for more
than 10 hours of operation of the laser. The ﬂow-rate of the dispenser can be
adjusted between 1 µL/hr and 2400 µL/hr by controlling the electrical power
delivered to the heater in the dispenser. The current application dictates an
operational ﬂow between 1 µL/hr and 10 µL/hr, although a higher ﬂow-rate is
used to prime the downstream components at the beginning of operation. The
recyclable dispenser lasts for a limited operation time, however the used dispenser
can be easily replaced with a newly prepared one.
Figure 7.12 shows the parts mounted together with all channels primed with
dye ﬂuid and ready for operation. O-rings seal the ﬂuidic connection between
the glass laser chip and the dispenser and the waste and Figure 7.13 shows the
volume of ﬂuid dispensed as function of time for a heater power of 301 mW. The
ﬂuid was dispensed through the laser chip and the volume was measured using
a capillary tube connected to the waste outlet. The small amount of ﬂuid in
the dispenser allows for more than 10 hours of continuous operation including
preliminary priming of the ﬂuidic system with dye ﬂuid from the reservoir.
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Figure 7.12: Realized assembly after priming of laser with dye and attaching electrical
connection to the heater. The left cube underneath the laser is a waste disposal arrangement.
Figure 7.13: Dispensed volume of dye solution through laser at 301 mW heater power,
as function of time. The maximum temperature of the liquid dye in the dispenser during
actuation was measured to 39.5◦C.
7.2 Conclusion
This chapter has shown some of the eﬀorts directed toward demonstrating inte-
gration of miniaturized polymer dye lasers into microﬂuidic circuits. Integrating
a microﬂuidic laser, has the signiﬁcant advantage that it does not increase the
production cost and there are no alignment necessary, that may inﬂuence the
coupling between the laser and the rest of the polymer components.
It must be mentioned, that since the integrated devices were more complicated,
some eﬀort had to be put into characterizing them, which is the cause of the
limited measurement data set.
Chapter 8
Alternative resonator types and
devices
This chapter describes a couple of laser resonator types that have been investigated
during the Ph.D. work in addition to the devices presented in Chapter 6. The
lasers are termed ”alternative”, since they are somewhat secondary to the main
goal of the thesis work in the sense that they are probes for development in new
directions and not steps directly toward usable lab-on-a-chip lasers. Only the
most important details and results are described.
8.1 Triangular mirror lasers
Total internal reﬂection appears on a SU-8 to air interface for an incidence angle
of 45◦. A triangle will therefore function as a mirror when light impinges normal
to a side of the triangle. A structure with two opposing triangles therefore creates
an optical resonator, see Figure 8.11.
Figure 8.1: Two opposing triangles forming an optical resonator via total internal reﬂection
on the dielectric-to-air interface.
With X-ray lithography, a waveguide terminating in a triangle at both ends were
1My contribution to this work on triangular mirror lasers has been complete with respect to
the solid state device, and has consisted in design contributions and contributions to analysis of
the measurement results for the microﬂuidic device.
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deﬁned in Rhodamine 6G doped SU-8. Figure 8.2 shows an electron microscope
image of two waveguides with widths of 3 µm and 8 µm. Lasing was observed
Figure 8.2: Waveguides fabricated with X-ray lithography on dye doped SU-8. The waveg-
uides terminate in a triangle which reﬂects light back into the waveguide due to total internal
reﬂection.
from 300 µm long and 8 µm wide waveguides. A spectrum and pump curve is
illustrated in Figure 8.3. Since there is no speciﬁc out-coupling mechanism, the
spectrum was measured on scattered light from the devices. The mode spacing
Figure 8.3: Output spectrum from a 300 µm long waveguide terminating in reﬂecting
triangles at both ends. The mode spacing is 0.3 nm. The lasing threshold lies around
20 µJ mm−2.
is 0.3 nm corresponding to a 300 µm long Fabry-Pe´rot resonator as would be
expected. The power reﬂectance of the mirror was found to 93% by modelling in
FEMLAB (see Section 4.1.4).
Another type of laser using triangle reﬂectors have been investigated. The laser
is based on two SU-8 deﬁned triangles separated by a microﬂuidic channel, the
design is illustrated in Figure 8.4.
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Figure 8.4: Example of integration of a trapezoid laser with a waveguide in undoped SU-8
resist. A microﬂuidic channel passes in between the two reﬂecting triangles. A Rhodamine
6G dye solution is injected into the ﬂuid channel during laser operation of the chip.
One of the sides of the SU-8 triangles is wetted with pure ethanol, breaking the
total internal reﬂection and allowing the light to be coupled out through the side
into an output waveguide. A solution of Rhodamine 6G dissolved in ethanol was
pumped through the microﬂuidic channel in between the two triangles. A window
in a metal mask ensures that only the area between the two triangles is optically
pumped.
As for the triangularly terminated waveguide described above, there is no good
out-coupling mechanism. The solution of breaking the total internal reﬂection
with ethanol, leads to a low reﬂectivity of only 5%. The feedback in the triangle
resonator thus becomes correspondingly low. It can be speculated that ﬂuids
with lower index of refraction could be used to control the out-coupling, however
it would be necessary to use a ﬂuid with a refractive index of∼1.12, which does not
exist. High index ﬂuids are another approach, that may be considered. Another
solution is to use evanescent ﬁeld coupling, which is currently being investigated
(at the time of writing).
Figure 8.5 shows a series of spectra for increasing pump energy densities, measured
on the microﬂuidic laser using SU-8 triangles for reﬂectors. Figure 8.6 shows the
output as function of pump energy density, which has a slight bend that can
be interpreted as the lasing threshold. The spectra are quite broad and contain
a mode structure from the resonator. The bend of the pump curve at lasing
threshold is not sharp, and the device may operate in a mixture of lasing and ASE.
This would be reasonable considering the large round-trip loss, approximately
95%.
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Figure 8.5: Output spectra from the microﬂuidic laser using triangles to form the resonator.
The pump energy densities are in the range 0 µJ mm−2 to 120 µJ mm−2.
Figure 8.6: Pump curve for the microﬂuidic triangle laser.
For both the solid state device and the ﬂuid state device, the out-coupling is a
problem which must be solved if the laser type using triangular mirrors shall ﬁnd
use in lasers for microsystems.
8.2 Ratchet laser
Laser resonators with circular geometry have been pursued due to the high Q-
factors of whispering gallery modes (WGM) and the correspondingly low pump
thresholds that may be obtained. However, coupling light out from the resonators
presents a challenge, especially for the short wavelengths of visible light. Out-
coupling from a ring resonator would typically be obtained by evanescent ﬁeld
coupling or by using a grating. Both methods require exact fabrication of sub-
wavelength features.
One method that has been used to control out-coupling of light from WGM type
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resonators consists in a deformation of the circular structure [92, 93]. This typi-
cally results in multiple output beams, which is not desirable from an eﬃciency
point of view.
Another solution to coupling out light that has been approached, is to apply an
asymmetric deformation on the circular geometry. This breaks the symmetry of
the clockwise and the anti-clockwise waves propagating in the structure and can
lead to unidirectional output from a lasing device [94, 95, 96, 97, 98].
The deformation that has been investigated during this Ph.D. work consists of
a spiral shape deformation with a notch (see Figure 8.7)2. The radius of the
laser ring is determined by equation (8.1). The general conception of the ratchet
resonator, is that it is a chaotic resonator due to its shape. If the resonator is
chaotic or not, and for which conditions, has not been determined though.
r(φ) = r0(1 +

2π
φ) (8.1)
Figure 8.7: Microscope photograph of a ratchet laser structure in SU-8 deﬁned by electron
beam lithography.
It is speculated by Chern et al., in [94], that the ratchet geometry has a lower
loss for clockwise propagating light than for counter-clockwise propagating light
(see Figure 8.8). This makes it possible to achieve unidirectional lasing in the
clockwise direction, and the light is coupled out by scattering backwards on the
notch. The angular distribution of the emission from a ratchet resonator has been
measured by Chern et al. in [99, 94] and they observed a single dominant lobe
(see Figure 8.9).
In fabrication, the ratchet lasers are deﬁned in a 770 nm thick ﬁlm of doped SU-8
photoresist on top of a silicon substrate containing a 2.5 µm of thermally grown
silicon dioxide. To deﬁne the structures we use 100 keV electron beam lithography,
applying a dose of 14 µC/cm2 on the negative resist. The resist has been doped
with 0.14% mass Rhodamine 6G perchlorate.
2My contribution to the work on ratchet lasers has been complete.
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Figure 8.8: The two counter propagating set of modes in the ring experience diﬀerent
losses. Clockwise modes are denoted by a negative mode number, m, and counter-clockwise
propagating modes by positive mode number m. The clockwise modes are scattered on the
notch and some of the energy is coupled out (reproduced from [94]).
Figure 8.9: Emission pattern measured from a semiconductor ratchet laser device
(r0=145 µm and  = 0.1). The numbers denote the angle φ in equation (8.1) and the
curve the angular distribution of the light intensity (reproduced from [99]).
During optical characterization, the polymer dye lasers were optically pumped by
the frequency doubled Nd:YAG laser. Figure 8.10 shows a microscope photograph
of a lasing ratchet resonator. The emitted light from the ratchet resonators was
picked up by a multimode ﬁber with a core diameter of 200 µm and directed to
the solid state spectrometer. The ﬁber collecting the light was positioned at an
angle 45 degrees to normal and 45 degrees relative to the notch on the ratchet
lasers.
The output spectra picked up from the notch of these devices showed an interesting
feature (Figure 8.11). The spectra showed bunches of modes with an intra mode
spacing of 0.3 nm, corresponding to the round-trip around the resonator, 786 µm.
The lasing threshold was 4 µJ mm−2. The appearance of bunches was present in
several lasers with similar design parameters. These modes appearing in bunches
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Figure 8.10: Microscope photograph of a lasing ratchet device. Light is emitted at the
notch and partly scattered vertically into the microscope. The light from the notch has
saturated the CCD camera.
Figure 8.11: Output spectrum from ratchet laser with a radius of 125 µm and no center
hole, the notch is deﬁned by  = 0.01. The lasing threshold for the device is 4 µJ mm−2.
does not seem to be immediately explainable. Modelling eﬀorts have not yielded
conclusive results yet.
In conclusion, it is possible by using EBL on dye doped SU-8 to quickly proto-
type new resonator structures. Although the ratchet resonator functionality is
intriguing, ratchet resonator devices in SU-8 lase in multiple modes. The lasing
threshold was low and further work on this kind of device could lead to single
mode operation by deﬁning frequency selective structures on the ring, such as a
grating.
8.3 ASE device with vertical output
Machines for UV lithography and EBL are constructed for normal incidence of
the radiation on the substrate. Normal incidence is advantageous with respect to
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uniformity of the exposure, but it principally entails vertical sidewalls. Sloping
sidewalls are possible via grey scale lithography, but this method relies on the
properties of the resist which are in general not constant at varying exposure
doses. In addition it is not possible to fabricate negative sidewall slopes with grey
scale lithography.
Figure 8.12: Principle of angled lithography with X-rays.
Sloping sidewalls can be obtained by tilting the substrate under exposure with
respect to the exposure radiation source (see Section 5.1.3). X-rays from the
ELETTRA synchrotron beam-line LILIT have good collimation with an angular
distribution less than ±1 mrad, and it is therefore easy to perform good quality
exposures on tilted substrates [100]. This makes it possible to fabricate structures
in the resist with well-deﬁned tilted sidewalls. In particular, it is noteworthy that
with this technique sidewalls with negative slope can be fabricated with very good
corner deﬁnition due to the high resolution of the lithographic method. Deﬁning a
negative slope of 45◦ at the end of a waveguide, results in total internal reﬂection of
light travelling in the waveguide (for SU-8) as illustrated in Figure 8.13. Thereby
the light is coupled out vertically. This is the principle exploited in the ASE
device in this section3. ASE is generated in a length of waveguide under optical
pumping, and the light is coupled out at the end of the waveguide with negative
slope. An ASE device is an alternative to a laser device if coherence and narrow
spectral line-width are not necessary.
Figure 8.13: Light travelling down a waveguide terminated with a negative slope is coupled
out vertically due to total internal reﬂection on the sloping sidewall.
The result of an exposure on a (45◦) tilted substrate can be seen in Figure 5.19.
The pattern is 5 µm thick and consists of waveguides of varying width (in µm: 0.5,
3My contribution to this work on ASE devices has been entire.
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1, 3 and 8) and length (in µm: 18.75, 37.5, 75, 150 and 300). Figure 8.14 shows
a microscope photograph of the array of waveguides pumped with the Nd:YAG
laser. Only the waveguides with widths of 3 and 8 µm show signiﬁcant output.
The contrast of the photograph has been decreased to make it possible to see both
the vertically out-coupled light and the ﬂuorescence from the waveguides.
Figure 8.14: Microscope ﬂuorescence photograph of waveguides with sloping end sidewalls,
being pumped with 532 nm (ﬁltered away in microscope). Left: Original photograph. Right:
The contrast of the picture has been adjusted to allow seeing both ﬂuorescence from the
waveguides and the light coupled out of the ends at the same time.
Figure 8.15: Amount of light coupled out from the ends of the ASE waveguide structures
as function of waveguide length.
Figure 8.15 shows the power coupled out vertically from the end of the 8 µm wide
waveguides as function of waveguide length – the data was extracted from the
photograph in Figure 8.14. It is observed from the ﬁgure that the plot points for
waveguides lengths longer than 75 µm lie on a straight line that does not intersect
with the origin of the coordinate system. The fact that the output from the three
longest waveguides lie on a line that does not go through the origin of the graph
indicates that the light is generated by ASE. Pure ﬂuorescence would lie on a line
going through the origin of the graph, assuming that the optical loss along the
short waveguide was negligible. In contrast, ASE needs to propagate a distance
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to build up. So for waveguides longer than about 75 µm, ASE is dominant. The
linear relationship arises due to saturation of the gain in the ASE process[101].
8.4 Conclusion
This chapter has been concerned with some alternative miniaturized polymer dye
lasers and ASE sources that are not ready for integration into LOC systems ”as
is”. Investigations are continuing (at the time of writing) on the microﬂuidic
triangle based laser and the ratchet laser. It should be apparent from the chapter
that there are many possibilities for deﬁning lasers in polymer.
Chapter 9
Concluding remarks
Several laser architectures have been demonstrated through the work covered in
this thesis. The main objective of the work was to develop lasers that could be
used for LOC circuits, however there are some issues that need to be addressed:
Most importantly, since the lasers need to be optically pumped, any real-life
apparatus will need to contain a ﬂash lamp (or a laser) and a ﬂash lamp driver.
Whether the beneﬁts from using an on-chip laser outweighs the inconvenience
of an optical pump, is entirely application speciﬁc. Parameters such as if the
application requires disposable chips or if it requires widely tunable laser light,
will inﬂuence the ”cost/beneﬁt” analysis. The research area of LOC has not yet
settled into widespread commercialization, and which types of applications that
will precipitate from research is as yet unknown.
Another concern is the dye supply to the lasers. The solid state lasers have a
limited lifetime, therefore laser devices that need to operate for times exceeding
the solid state lifetime has to be based on a ﬂuid solution of laser dye. As anyone
will concede, who has worked with lasers based on ﬂuid laser dye solutions, liquid
dye is a mess. Therefore the beneﬁts need to be weighed with the inconveniences
also with regard to using microﬂuidic miniaturized dye lasers – here it must be
remembered though that the amount of dye consumed by the lasers is minuscule
(1 µL hr−1).
Although the devices in this thesis has focused on integration with LOC systems,
this does not limit the applicability of the laser devices to that area. One alterna-
tive application that may become interesting, is using a microchip to form a laser
and pulse shaping elements in order to generate pico-second pulses (or less). Oki
et al. have demonstrated a solid state device operating with this principle [102].
Another example of further developments is to form a set of twin lasers and
control the wavelengths, for example via the local temperature. Combining the
light signal from the two lasers will form a beating intensity, the frequency of which
will depend on the wavelength diﬀerence and thereby the local surroundings of
the lasers, which could be used for sensing purposes.
At the time of writing several projects at MIC are building on experience in part
developed through the work presented in this thesis.
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